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The other issue that needs to be addressed is how to ensure  that optional VSOs are understood by the LMA and if not, whether the MAG could be informed of that.

The RFC 5094 tells on this topic "Extensions that use the vendor-specific mobility option should require an indication that the option was processed, in the response, using the vendor-specific mobility option."
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a.) includes the same IE, with same contents to the PBA as received in PBU 

b.) includes the same IE with a corresponding contents
c.) includes a different 3GPP specific PMIPv6 IE that is included only if the optional IE was processed, i.e. its presence provides explicit confirmation.   

Here we examine the 3GPP specific PMIPv6 IEs that are marked as optional in TS29.275:

1.) PCO: Support of PCO is mandatory (at least for the S5/S8 interface), so its presence in the messages should be corrected to be Conditional (C). Then the optionality handling is N/A for PCO

2.) 3GPP Specific PMIPv6 Error Code: This should also be marked as conditionall (C); our understanding is that sending the reason is not operator specific.
3) Fully Qualified Connection Set Identifier: This is handled as a request-response; the solition option b.) above is already provided; no change is needed

4.) PDN GW IP address: This (support of chaining) is operator specific; and if e.g. a combined SGW/PGW receiving the PBU does not support this VSO substype, it may start working as "PGW LMA"; i.e. instead of chaining, provide PDN access in LBO  This is not accaptable and we propose that the "SGW LMA" is requested to include the received PDN GW IP address IE to the PBA,
if it supports this parameter (i.e. implemented chaining to S8). 
5.) Selection Mode: The PDN GW's bahaviour may be influenced by the Selection Mode (it may e.g. reject PDP context setup depending on that); however, if a PDN GW does not support, this VSO subtype, it will accept the bearer setup request independent of that. There is no functionality defined, what the SGSN should do in such case (e.g. not to forward such bearer setup requests that are not covered by UE subscription); therefore, the feedback received from PGW on supporting the Seklection Mode is not useful. However, to provide equivalant functionality with GTP, the support of this VSO subtype should be mandatory. So it is proposed to change the presence Conditional (The VSO is present if PDN connection is initiated by S4 SGSN.)   
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* * * First Change * * *  
5.1.1.1
Proxy Binding Update

The fields of a PBU message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.1-2. 
Other flags are not used by this specification.
Table 5.1.1.1-1: Fields of a PBU message for the PMIPv6 PDN Connection Creation procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to the requested number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.1.1.1-2: Mobility Options in a PBU message for the PMIPv6 PDN Connection Creation procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	For dynamic allocation, set to the value "0::/0" to request allocation for the UE's PDN connection of an IPv6 Home Network Prefix in the PDN corresponding the EPS Access Point Name. For static allocation, set to the received static allocated IPv6 Home Network Prefix. NOTE 1.
	IETF RFC 5213 [4]

	Link-local Address 
	C
	Present when IPv6 Home Network Prefix option is present. Link-local address of the MAG. Set to ALL_ZERO (all bits set to 0), indicating that the MAG requests a link-local address to be used on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "1" to indicate attachment over a new interface.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS", or to the value matching the characteristics of the non-3GPP access (e.g., HRPD) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	GRE key option
	M
	Set to the downlink GRE key to be used for downlink GRE encapsulated packets sent over the PDN connection.
	draft-ietf-netlmm-grekey-option [7]

	IPv4 Home Address option
	C
	For dynamic allocation, set to the value "0.0.0.0" to request allocation for the UE's PDN connection of an IPv4 Home Address in the PDN corresponding to the EPS Access Point Name. For static allocation, set to the received static allocated IPv4 Home Address. NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE attaches the new PDN connection, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	PDN GW IP Address
	O
	Contain PDN GW IP address (on S2a or S2b when used for chained S2a/S2b-PMIP based S8).
	 Subclause 12.1.1.4

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MAG
	Subclause 12.1.1.2

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MME
	Subclause 12.1.1.2

	Selection Mode
	C
	Contains APN selection mode (on S5/S8).
	Subclause 12.1.1.7

	NOTE 1: At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the UE requires both an IPv6 Home Network Prefix and an IPv4 Home Address, both options shall be included in the same PBU message.


5.1.1.2
Proxy Binding Acknowledgement
The fields of a PBA message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.2-1. 

The Mobility Options in a PBA message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.2-2.
Other flags are not used by this specification.
Table 5.1.1.2-1: Fields of a PBA message for the PMIPv6 PDN Connection Creation procedure
	Information element
	IE Description
	Reference

	Status
	Set to indicate the result.
	IETF RFC 3775 [8]

	Sequence Number
	Set to the value received in the corresponding PBU. 
	IETF RFC 5213 [4]

	Lifetime
	Set to the granted number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.1.1.2-2: Mobility Options in a PBA message for the PMIPv6 PDN Connection Creation procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	IPv6 Home Network Prefix option
	C
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix Allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv6 Home Network Prefix received in the PBU for static allocation. In addition, the Interface Identifier (IID) allocated for the UE is encoded in the low order 64 bits of this option, i.e., the IPv6 Home Network Prefix option.
	IETF RFC 5213 [4]

	Link-local Address 
	C
	Present when IPv6 Home Network Prefix option is present. Link-local address to be used by the MAG on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	GRE key option
	M
	Set to the uplink GRE key to be used for uplink GRE encapsulated packets sent over the PDN connection.
	draft-ietf-netlmm-grekey-option [7]

	IPv4 Address Acknowledgment option
	C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv4 Home Address received in the PBU for static allocation. NOTE 1
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	IPv4 Default Router Address Option
	C
	Set to the UE’s IPv4 default router address. This option shall be present if and only if IPv4 Home Address option is present.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]

	PDN Type Indication
	C
	This option shall be present if and only if PDN type is changed in the PDN GW compared to what was requested in the PBU.
	 Subclause 12.1.1.3

	DHCPv4 Address Allocation Procedure Indication
	C
	This option shall be present if and only if DHCPv4 is to be used to allocate the IPv4 address to the UE.
	Subclause 12.1.1.5

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	3GPP Specific PMIPv6 Error Code
	C
	Contain 3GPP Specific PMIPv6 Error Code
	Subclause 12.1.1.1

	PDN GW IP Address
	O
	Contains the copy of the PDN GW IP address (on S2a or S2b) received in the corresponding PBU, if it was present and the SGW supports S2a/S2b-S8 chaining 
	Subclause 12.1.1.4

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the LMA
	Subclause 12.1.1.2

	Charging ID
	M
	Contain the Charging ID information 
	Subclause 12.1.1.6

	NOTE 1: 
If the PDN type is IPv4v6 and DHCPv4 is to be used to allocate the IPv4 address to the UE, the IPv4 Address Acknowledgement option shall not be included.


* * * Next Change * * *  
5.2.1.1
Proxy Binding Update 

The fields of a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure are depicted in Table 5.2.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure are depicted in Table 5.2.1.1-2. 
Other flags are not used by this specification.

Table 5.2.1.1-1: Fields of a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to the requested number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.2.1.1-2: Mobility Options in a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	Set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN. NOTE 1.
	IETF RFC 5213 [4]

	Link-local Address 
	C
	Present when IPv6 Home Network Prefix option is present. Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "5" to indicate handoff state not changed (Re-registration).
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS", or to the value matching the characteristics of the non-3GPP access (e.g., HRPD) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	IPv4 Home Address option
	C
	Set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN. NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE's PDN connection is attached, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the UE has both IPv4 home address and IPv6 home network prefix registered, both the IPv6 Home Network Prefix option and IPv4 Home Address option shall be included in the same PBU message.


5.2.1.2
Proxy Binding Acknowledgement
The fields of a PBA message for the PMIPv6 PDN Connection Lifetime Extension procedure are depicted in Table 5.2.1.2-1.
The Mobility Options in a PBA message for the PMIPv6 PDN Connection Lifetime Extension procedure are depicted in Table 5.2.1.2-2.

Other flags are not used by this specification.

Table 5.2.1.2-1: Fields of a PBA message for the PMIPv6 PDN Connection Lifetime Extension procedure
	Information element
	IE Description
	Reference

	Status
	Set to indicate the result.
	IETF RFC 3775 [8]

	Sequence Number
	Set to the value received in the corresponding PBU.
	IETF RFC 5213 [4]

	Lifetime
	Set to the granted number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.2.1.2-2: Mobility Options in a PBA message for the PMIPv6 PDN Connection Lifetime Extension procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	IPv6 Home Network Prefix option
	C
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN.
	IETF RFC 5213 [4]

	Link-local Address
	C
	Present when IPv6 Home Network Prefix option is present. Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	IPv4 Address Acknowledgment option
	C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]

	3GPP Specific PMIPv6 Error Code
	C
	Contain 3GPP Specific PMIPv6 Error Code
	Subclause 12.1.1.1


5.2.2 
MAG procedures

A MAG initiating the PMIPv6 PDN Connection Lifetime Extension procedure shall follow the "Extending Binding Lifetime" procedure described in the PMIPv6 [4] and IPv4 support for PMIPv6 [5] specifications, while parameters in the PBU are set as specified by the PBU parameters section for this procedure.
5.2.3 
LMA procedures
On reception of a PBU, the LMA shall initiate the "Binding Lifetime Extension without Handover" procedure as described in the PMIPv6 [4] and IPv4 support for PMIPv6 [5] specifications, while parameters in the PBA are set as specified by the PBA parameters section for this procedure. 

* * * Next Change * * *  
5.3.1.1
Proxy Binding Update 

The fields of a PBU message for the PMIPv6 PDN Connection Handover procedure are depicted in Table 5.3.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 PDN Connection Handover procedure are depicted in Table 5.3.1.1-2.

Table 5.3.1.1-1: Fields of a PBU message for the PDN Connection Handover procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to the requested number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.3.1.1-2: Mobility Options in a PBU message for the PMIPv6 PDN Connection Handover procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	If available at the MAG, set to the IPv6 Home Network Prefix allocated to the UE's PDN connection. Otherwise, set to the value "0::/0" to request allocation for the UE's PDN connection of an IPv6 Home Network Prefix for the UE in the PDN corresponding to the EPS Access Point Name. NOTE 1.
	IETF RFC 5213 [4]

	Link-local Address
	C
	Present when IPv6 Home Network Prefix option is present. Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "2" (Handoff between two different interfaces) in case the handover is an inter access handover (i.e. from 3GPP to non-3GPP, from non-3GPP to 3GPP, or between two non-3GPP accesses) and IP address(es) preservation decision is taken; or

Set to the value "3" (Handoff between mobile access gateways for the same interface) in case the handover is an intra access (i.e. between two 3GPP accesses) handover; or

Set to the value "4" (Handoff state unknown) in case the handover is an inter access handover (i.e. from 3GPP to non-3GPP, from non-3GPP to 3GPP, or between two non-3GPP accesses) and IP address(es) preservation decision is negative or unknown.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS", or to the value matching the characteristics of the non-3GPP access (e.g., HRPD) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	GRE key option
	M
	Set to the downlink GRE key to be used for downlink GRE encapsulated packets sent over the PDN connection.
	draft-ietf-netlmm-grekey-option [7]

	IPv4 Home Address option
	C
	If available at the MAG, set to the IPv4 Address allocated to the UE's PDN connection. Otherwise, set to the value "0.0.0.0" to request allocation for the UE's PDN connection of an IPv4 Home Address in the PDN corresponding to the EPS Access Point Name. NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE's PDN connection is attached, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	PDN GW IP Address
	O
	Contain PDN GW IP address (on S2a or S2b when used for chained S2a/S2b-PMIP based S8)..
	Subclause 12.1.1.4

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MAG
	Subclause 12.1.1.2

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MME
	Subclause 12.1.1.2

	Selection Mode
	C
	Contains APN selection mode (on S5/S8).
	Subclause 12.1.1.7

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the MAG knows the UE has both IPv4 home address and IPv6 home network prefix registered, both the IPv6 Home Network Prefix option and IPv4 Home Address option shall be included in the same PBU message. 


5.3.1.2
Proxy Binding Acknowledgement
The fields of a PBA message for the PMIPv6 PDN Connection Handover procedure are depicted in Table 5.3.1.2-1.
The Mobility Options in a PBA message for the PMIPv6 PDN Connection Handover procedure are depicted in Table 5.3.1.2-2.

Other flags are not used by this specification.
Table 5.3.1.2-1: Fields of a PBA message for the PMIPv6 PDN Connection Handover procedure
	Information element
	IE Description
	Reference

	Status
	Set to indicate the result.
	IETF RFC 3775 [8]

	Sequence Number
	Set to the value received in the corresponding PBU.
	IETF RFC 5213 [4]

	Lifetime
	Set to the granted number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.3.1.2-2: Mobility Options in a PBA message for the PMIPv6 PDN Connection Handover procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	IPv6 Home Network Prefix option
	C
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix Allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv6 Home Network Prefix received in the PBU for static allocation. In addition, the Interface Identifier (IID) allocated for the UE is encoded in the low order 64 bits of this option, i.e., the IPv6 Home Network Prefix option.
	IETF RFC 5213 [4]

	Link-local Address
	C
	Present when IPv6 Home Network Prefix option is present. Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	GRE key option
	M
	Set to the uplink GRE key to be used for uplink GRE encapsulated packets sent over the PDN connection. The same uplink GRE key used for the UE's PDN connection with the previous MAG shall be re-assigned.
	draft-ietf-netlmm-grekey-option [7]

	IPv4 Address Acknowledgment option
	C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv4 Home Address received in the PBU for static allocation.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	IPv4 Default Router Address Option
	C
	Set to the UE’s IPv4 default router address. This option shall be present if and only if IPv4 Home Address option is present.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]

	PDN Type Indication
	C
	This option shall be present if and only if PDN type is changed in the PDN GW compared to what was requested in the PBU.
	Subclause 12.1.1.3

	PMIPv6 DHCPv4 Address Allocation Procedure Indication
	C
	This option shall be present if and only if DHCPv4 is to be used to allocate the IPv4 address to the UE.
	Subclause 12.1.1.5 

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options.
	 Subclause 12.1.1.0

	3GPP Specific PMIPv6 Error Code
	C
	Contain 3GPP Specific PMIPv6 Error Code
	Subclause 12.1.1.1

	PDN GW IP Address
	O
	Contains the copy of the PDN GW IP address (on S2a or S2b) received in the corresponding PBU, if it was present and the SGW supports S2a/S2b-S8 chaining 
	Subclause 12.1.1.4

	Connection Set Identifier List
	O
	Contain one or more Connection Set Identifiers generated by the LMA.
	Subclause 12.1.1.2

	Charging ID
	M
	Contain the Charging ID information 
	Subclause 12.1.1.6


* * * Next Change * * *  
5.4.1.1
Proxy Binding Update 
The fields of a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure are depicted in Table 5.4.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure are depicted in Table 5.4.1.1-2.

Other flags are not used by this specification.
Table 5.4.1.1-1: Fields of a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to "0" to request deletion of the BCE.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.4.1.1-2: Mobility Options in a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	Set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN. NOTE 1.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "4" to indicate Handoff state unknown.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS", or to the value matching the characteristics of the non-3GPP access (e.g., HRPD) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	IPv4 Home Address option
	C
	Set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN.  NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE's PDN connection is attached, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the UE has both IPv4 home address and IPv6 home network prefix registered, both the IPv6 Home Network Prefix option and IPv4 Home Address option shall be included in the same PBU message.


5.4.1.2
Proxy Binding Acknowledgement
The fields of a PBA message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure are depicted in Table 5.4.1.2-1.
The Mobility Options in a PBA message for the MAG Initiated PDN Connection Deletion procedure are depicted in Table 5.4.1.2-2.

Other flags are not used by this specification.
Table 5.4.1.2-1: Fields of a PBA message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure
	Information element
	IE Description
	Reference

	Status
	Set to indicate the result.
	IETF RFC 3775 [8]

	Sequence Number
	Set to a value received in the corresponding PBU.
	IETF RFC 5213 [4]

	Lifetime
	Set to "0" to request deletion of the binding.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.4.1.2-2: Mobility Options in a PBA message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	IPv6 Home Network Prefix option
	C
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	IPv4 Address Acknowledgment option
	C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	3GPP Specific PMIPv6 Error Code
	C
	Contain 3GPP Specific PMIPv6 Error Code
	Subclause 12.1.1.1


* * * Next Change * * *  
5.5.1.1
Binding Revocation Indication

The fields of a BRI message for the PMIPv6 LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.5.1.1-1.
The Mobility Options in a BRI message for the LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.5.1.1-2.
Table 5.5.1.1-1: Fields of a BRI message for the PMIPv6 
	Information element
	IE Description
	Reference

	Sequence Number
	A sequence number generated by the LMA, and increased for every BRI sent.
	draft-ietf-mext-binding-revocation [6]

	Revocation Trigger
	Set to a value indicating the event which triggered the revoking node to send the BRI message
	draft-ietf-mext-binding-revocation [6]

	Proxy Binding Flag (P)
	Set to "1" to indicate that the Binding Revocation Indication is for a proxy MIPv6 binding entry. 
	IETF RFC 5213 [4]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	draft-ietf-mext-binding-revocation [6]

	Global Per-Peer Bindings (G)
	Set to 0 to indicate that the request is for a specific PMIPv6 BCE.
	draft-ietf-mext-binding-revocation [6]


Table 5.5.1.1-2: Mobility Options in a BRI message for the PMIPv6 LMA Initiated PDN Connection Deletion
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE, as specified in 3GPP TS 23.003[12].
	3GPP TS 23.003[12]

	IPv6 Home Network Prefix option
	C
	Set to the Home Network Prefix of the UE's PDN connection.
NOTE 1.
	IETF RFC 5213 [4]

	IPv4 Home Address option
	C
	Set to the IPv4 home address of the UE's PDN connection.
NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE's PDN connection is attached, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options 
	Subclause 12.1.1.0

	NOTE 1:
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the UE has both IPv4 home address and IPv6 home network prefix registered, both the IPv6 Home Network Prefix option and IPv4 Home Address option shall be included in the same BRI message.


5.5.1.2
Binding Revocation Acknowledgment

The fields of a BRA message for the PMIPv6 LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.5.1.2-1.
The Mobility Options in a BRA message for the LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.5.1.2-2.
Table 4.1.5.2-1: Fields of a BRA message for a PMIPv6 LMA Initiated PDN Connection Deletion
	Information element
	IE Description
	Reference

	Sequence Number
	Set to the value received in the corresponding BRI.
	draft-ietf-mext-binding-revocation [6]

	Status
	Indicates the result of the BRI
	draft-ietf-mext-binding-revocation [6]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Revocation Acknowledgment is for a proxy MIPv6 binding entry.
	IETF RFC 5213 [4]

	Global Per-Peer Bindings (G)
	Set to 0; the same value as for the BRI.
	draft-ietf-mext-binding-revocation [6]


Table 5.5.1.2-2: Mobility Options in a BRA message for the PMIPv6 LMA Initiated PDN Connection Deletion
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of BRI.
	IETF RFC 5213 [4]

	IPv6 Home Network Prefix option
	C
	Set to the IPv6 Home Network Prefix of the UE's PDN connection received in BRI.

	IETF RFC 5213 [4]

	IPv4 Address Acknowledgment option
	C
	Set to the IPv4 home address of the UE's PDN connection received in BRI. 


	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]

	Protocol Configuration Options
	C
	Contain Protocol Configuration Options 
	Subclause 12.1.1.0

	3GPP Specific PMIPv6 Error Code
	C
	Contain 3GPP Specific PMIPv6 Error Code
	Subclause 12.1.1.1


* * * Next Change * * *  
5.7.1.2
Binding Revocation Acknowledgment
The fields of a BRA message for the PMIPv6 LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.7.1.2-1.
The Mobility Options in a BRA message for the LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.7.1.2-2.
Table 5.7.1.2-1: Fields of a BRA message for a LMA Initiated IPv4 Address Release
	Information element
	IE Description
	Reference

	Sequence Number
	Set to the value received in the corresponding BRI.
	draft-ietf-mext-binding-revocation [6]

	Status
	Indicates the result of the BRI
	draft-ietf-mext-binding-revocation [6]

	Proxy Binding Flag (P)
	Set to "1" to indicate that the Binding Revocation Indication is for a proxy MIPv6 binding entry. 
	draft-ietf-netlmm-proxymip6 [4]

	Global Per-Peer Bindings (G)
	Set to 0 to indicate that the request is for a specific PMIPv6 BCE.
	draft-muhanna-mext-binding-revocation [6]


Table 5.7.1.2-2: Mobility Options in a BRA message for the LMA Initiated IPv4 Address Release
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of BRI.
	draft-ietf-netlmm-proxymip6 [4]

	IPv4 Home Address option
	M
	Set to the IPv4 home address of the UE's PDN connection received in BRI. 


	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]

	3GPP Specific PMIPv6 Error Code
	C
	Contain 3GPP Specific PMIPv6 Error Code
	Subclause 12.1.1.1


* * * Next Change * * *  
12
Information Elements

12.1
Additional Proxy Mobile IPv6 Information Elements

12.1.1
3GPP-Specific PMIPv6 Information Elements

12.1.1.0
General

This specification requires the encoding of additional 3GPP-specific Information Elements for PMIPv6 with the 3GPP Mobility Option, as defined by 3GPP TS 29. 282 [24]. The 3GPP specific Information Elements defined by this specification are listed in the table 12.1.1.0-2. 
Table 12.1.1.0-2: 3GPP Specific PMIPv6 Information Elements
	3GPP Specifix PMIPv6 Information eElement
	3GPP Specific PMIPv6 Information Element Description

	Protocol Configuration Options1
	3GPP PCO data, in the format from 3GPP TS 24.008 [16] subclauseection 10.5.6.

	3GPP Vendor-Specific PMIPv6 error2
	3GPP Vendor-Specific PMIPv6 error code, as specified in sSubclause 12.1.1.1

	PDN GW IP address3
	PDN GW IP address, as specified in Subclause 12.1.1.4

	DHCPv4 Address Allocation Procedure Indication4
	3GPP Vendor-Specific PMIPv6 DHCPv4 Address Allocation Procedure Indication, as specified in Ssubclause 12.1.1.5.

	Connection Set Identifier List
	Subclause 12.1.1.2

	PDN Type Indication
	Subclause 12.1.1.3



	Charging ID
	Subclause 12.1.1.8

	Selection Mode
	Subclause 12.1.1.9


Depending on the need for 3GPP-specific information content, there several items of this information element may be added to the PBU request, PBA, BRI, and/or the BRA.

The subtype for a 3GPP specific PMIPv6 Information Element shall be reserved in 3GPP TS 29.282 [24]. The data format of the 3GPP specific PMIPv6 Information Element shall be defined in this specification. If the data format is defined by another specification, that specification shall be referenced in the table above.
The syntaxt of a 3GPP specific infomation element may contain extra octets, of which contents is not specified in this release. Such octets, when received, shall be ignored by the MAG/LMA.
 NOTE:
3GPP specifications may define the additional fields to a 3GPP specific PMIPv6 for the future releases. Therefore, these bytes may be present when the peer implements PMIPv6 functionality defined in a later release. 
12.1.1.1
3GPP Specific PMIPv6 error code

The purpose of the 3GPP Specific PMIPv6 error code information element is to carry an additional PMIPv6 error code which is relevant to 3GPP. 

	Bits

	Octets
	8
	7
	6
	5
	4
	3
	2
	1

	1
	PMIPv6 Error Code 

	2-n
	These octet(s) is/are present only if explicitly specified


Figure 12.1.1.1-1: 3GPP Specific PMIPv6 error code
The 3GPP Specific PMIPv6 Error Codes are used in Proxy Binding Acknowledgement message and Binding Revocation Acknowledgement message. The 3GPP Specific PMIPv6 Error Code uses the GTPv2 Cause Value name space as defined in 3GPP TS 29.274 [22]. The GTPv2 cause values applicable as 3GPP Specific PMIPv6 Error Code are listed in table 12.1.1.1-1. 3GPP TS 29.274 [22] reserves a PMIP Cause Value range for the 3GPP Specific PMIPv6 Error Codes defined in table 12.1.1.1-2.

Table 12.1.1.1-1: GTPv2 Cause Value applicable as 3GPP Specific PMIPv6 Error Code

	GTPv2 Cause Value

	Mandatory IE incorrect

	Mandatory IE missing

	Optional IE incorrect

	No memory is available

	Missing or unknown APN

	APN access denied – no subscription

	


Table 12.1.1.1-2: Other 3GPP Specific PMIPv6 Error Code

	Error Code
	Value

	MISSING_TIMESTAMP_OPTION
	xx

	MISSING_GRE_KEY_OPTION
	xx

	MISSING_SERVICE_SELECTION_OPTION
	xx

	 MULTIPLE_HNP_NOT_ALLOWED
	xx


* * * Next Change * * *  
12.1.1.3
PDN Type Indication

The purpose of the PDN type indication option is to indicate the GW decision to change the PDN type and a cause for the change. This attribute is set by the LMA in the PBA. 
The MAG shall set the PDN type accordingly, if this option is present in the PBA.

	Bits

	Octets
	8
	7
	6
	5
	4
	3
	2
	1

	1
	PDN type

	2
	Cause


Figure 12.1.1.3-1: PMIPv6 PDN type indication

The following defines the value of the PMIPv6 PDN type indication.

	PDN type value 

	#1:         IPv4

#2:         IPv6


	Cause value as defined in 3GPP TS 29.274[13]
#18:

New PDN type due to subscription limitation;

#19:

New PDN type due to network preference;


12.1.1.4
PDN GW IP address

The purpose of the PDN GW IP address information element is to carry the IP address of the PDN GW to which the receiving Serving GW shall send a PBU on the chained S8 interface. This information element shall be included only in a PBU  for initial attach or handover sent on S2a or S2b interface for S2a/S2b - PMIP based S8 chaining scenario.The content and encoding of the PDN GW IP address is depicted on Figure 12.1.1.4-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1-4/32
	IPv4 or IPv6 Address
	

	
	5/33-n
	These octet(s) is/are present only if explicitly specified
	


Figure 12.1.1.4-1: PDN GW IP Address
* * * Next Change * * *  
12.1.1.6
Charging ID

The Charging ID is defined in figure 12.1.1.6-1. 

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1-4
	Charging ID value
	

	
	5-n
	These octet(s) is/are present only if explicitly specified
	


Figure 12.1.1.6-1: Charging ID
* * * End of Changes * * *  
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