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1. Introduction
A short message VPN flow for VAS SMS is not described in 3GPP TS 23.142 v0.3.0.
2. Reason for Change
A new text for a short message personal signature procedure is added in chapter 7.7. 
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.142 v0.3.0.
* * * First Change * * * *

7.7
Short Message Virtual Private Network (VPN)
The originating user and the terminating user are in the same VPN and support sending messages to local numbers in the VPN. The local number may be a short number which binding to mobile number. The mapping table with local number to mobile number shall be stored in the VAS AS. The VAS AS receiving a checking message from SMS Node checks that the originating user activating VPN service, then replace local number by terminating user’s mobile number.
Editor’s note: It is an open question to SA1 that whether VPN service is available in one PLMN.
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Figure 7.7-1 Short Message Virtual Private Network Procedure
1. The SMS Node receives a short message to local number from MS and need ask the VAS AS to check whether the sending MS has activated VAS.
2.-3. The VAS AS checks that the sending MS has activated VPN service and the destination is a local number. The VAS AS indicates the SMS Node there is active originating VAS for sending MS.

4. The VAS AS replaces the local number by its mobile number and continues according to the general procedure described in sub-clause 7.x step 4 and following.
* * * End of Change * * * *
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