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	Ericsson, Huawei
	
	
	
	
	
	
	

	C4-111807
	1012
	7.18
	CR
	Format of Public User Identities and SIP/TEL URI
	Orange
	TEI10
	23.003
	0282r3
	F
	Rel-10
	
	

	C4-111808
	
	6.5
	CR
	Add vSRVCC updates for subscriber data
	NEC
	vSRVCC-CT
	23.008
	0347
	B
	Rel-11
	
	

	C4-111809
	
	6.5
	CR
	Add vSRVCC updates to the Gr interface
	NEC
	vSRVCC-CT
	29.002
	1037
	B
	Rel-11
	
	

	C4-111810
	
	6.5
	CR
	Add vSRVCC updates to the S6a interface
	NEC
	vSRVCC-CT
	29.272
	0370
	B
	Rel-11
	
	

	C4-111811
	
	6.5
	CR
	Add vSRVCC updates to the Diameter AVP code table
	NEC
	vSRVCC-CT
	29.230
	0234
	B
	Rel-11
	
	

	C4-111812
	
	6.5
	CR
	Add vSRVCC updates to the IWF function
	NEC
	vSRVCC-CT
	29.305
	0021
	B
	Rel-11
	
	

	C4-111813
	
	6.5
	CR
	Add vSRVCC updates to the GTP based interfaces
	NEC
	vSRVCC-CT
	29.274
	0989
	B
	Rel-11
	
	

	C4-111814
	
	6.5
	CR
	Add vSRVCC updates to the Sv interface
	NEC
	vSRVCC-CT
	29.280
	0039
	B
	Rel-11
	
	

	C4-111815
	
	6.7
	Discussion
	Clarification on Modify Access Bearers procedure
	NEC
	TEI11
	
	
	
	
	
	

	C4-111816
	
	6.7
	CR
	Clarification on Modify Access Bearers procedure
	NEC
	TEI11
	29.274
	0990
	F
	Rel-11
	
	

	C4-111817
	
	6.7
	CR
	Clarification on Bearer Contexts to be modified IE in Modify Bearer Request message
	NEC
	TEI11
	29.274
	0991
	F
	Rel-11
	
	

	C4-111818
	
	6.7
	CR
	Polygon encoding correction
	NEC
	TEI11
	29.171
	0020
	F
	Rel-11
	
	

	C4-111819
	
	6.7
	Discussion
	Handling MME partial failure for ISR enabled UEs
	Juniper Networks
	
	
	
	
	
	
	

	C4-111820
	
	6.7
	CR
	CR: Handling MME partial failure for ISR enabled UEs
	Juniper networks
	TEI11
	23.007
	0173
	F
	Rel-11
	
	

	C4-111821
	
	6.7
	CR
	CR: Adding new cause of Delete Session Request
	Juniper Networks
	TEI11
	29.274
	0992
	F
	Rel-11
	
	

	C4-111822
	
	8.2
	CR
	Essential correction to handling of EPDN session for UICCless UE
	Cisco
	TEI9
	29.274
	0993
	F
	Rel-9
	
	

	C4-111823
	
	8.2
	CR
	Essential correction to handling of EPDN session for UICCless UE
	Cisco
	TEI10
	29.274
	0994
	A
	Rel-10
	
	

	C4-111824
	
	8.2
	CR
	Essential correction to handling of EPDN session for UICCless UE
	Cisco
	TEI9
	29.060
	0830
	F
	Rel-9
	
	

	C4-111825
	
	8.2
	CR
	Essential correction to handling of EPDN session for UICCless UE
	Cisco
	TEI10
	29.060
	0831
	A
	Rel-10
	
	

	C4-111826
	
	8.2
	CR
	RANAP Cause code range alignment with RANAP specification 
	Cisco
	TEI6
	29.060
	0832
	F
	Rel-6
	
	

	C4-111827
	
	8.2
	CR
	RANAP Cause code range alignment with RANAP specification 
	Cisco
	TEI7
	29.060
	0833
	A
	Rel-7
	
	

	C4-111828
	
	8.2
	CR
	RANAP Cause code range alignment with RANAP specification 
	Cisco
	TEI8
	29.060
	0834
	A
	Rel-8
	
	

	C4-111829
	
	8.2
	CR
	RANAP Cause code range alignment with RANAP specification 
	Cisco
	TEI9
	29.060
	0835
	A
	Rel-9
	
	

	C4-111830
	
	8.2
	CR
	RANAP Cause code range alignment with RANAP specification 
	Cisco
	TEI10
	29.060
	0836
	A
	Rel-10
	
	

	C4-111831
	
	8.2
	CR
	Correction to ULI and UCI IE inclusion condition in Change Notification Req 
	Cisco
	TEI9
	29.274
	0995
	F
	Rel-9
	
	

	C4-111832
	
	8.2
	CR
	Correction to ULI and UCI IE inclusion condition in Change Notification Req 
	Cisco
	TEI10
	29.274
	0996
	A
	Rel-10
	
	

	C4-111833
	
	8.2
	CR
	Protocol indicator to make SGW aware of EPDN session
	Cisco
	TEI9
	29.274
	0997
	F
	Rel-9
	
	

	C4-111834
	
	8.2
	CR
	Protocol indicator to make SGW aware of EPDN session
	Cisco
	TEI10
	29.274
	0998
	A
	Rel-10
	
	

	C4-111835
	
	8.2
	CR
	PDU Notification Request correction for dual address PDP
	Cisco
	TEI9
	29.060
	0837
	F
	Rel-9
	
	

	C4-111836
	
	8.2
	CR
	PDU Notification Request correction for dual address PDP
	Cisco
	TEI10
	29.060
	0838
	A
	Rel-10
	
	

	C4-111837
	
	8.2
	CR
	Correction to header TEID of Suspend Notification over S3/S16
	Cisco
	TEI9
	29.274
	0999
	F
	Rel-9
	
	

	C4-111838
	
	8.2
	CR
	Correction to header TEID of Suspend Notification over S3/S16
	Cisco
	TEI10
	29.274
	1000
	A
	Rel-10
	
	

	C4-111839
	
	7.17
	CR
	Removal of PCO from Failed Bearer Context of Delete Bearer Request
	Cisco
	TEI10
	29.274
	1001
	F
	Rel-10
	
	

	C4-111840
	
	8.2
	CR
	Extended IE handling when received fields are less than expected fields
	Cisco
	TEI9
	29.274
	1002
	A
	Rel-10
	
	

	C4-111841
	
	6.2
	P-CR
	Detection of Node Failure without Restart
	Cisco
	FS_EPC_NR
	
	
	
	
	
	

	C4-111842
	
	5
	WID
	Single Radio Voice Call Continuity from UTRAN/GERAN to E-UTRAN/HSPA
	Ericsson, ST-Ericsson
	rSRVCC-CT
	
	
	
	
	
	

	C4-111843
	
	6.9.8
	CR
	SWx Restoration
	Ericsson
	TEI11
	29.273
	0225
	B
	Rel-11
	
	

	C4-111844
	
	6.6
	CR
	Server-Assignment-Type AVP definition
	Ericsson
	TEI11
	29.229
	0235
	B
	Rel-11
	
	

	C4-111845
	
	7.19.4
	CR
	VPLMN Address Allowed
	Ericsson
	TEI10
	23.008
	0348
	F
	Rel-10
	
	

	C4-111846
	
	7.19.4
	CR
	VPLMN Address Allowed
	Ericsson
	TEI10
	23.008
	0349
	A
	Rel-11
	
	

	C4-111847
	
	8.7.3
	CR
	Active-APN AVP
	Ericsson
	TEI9
	29.272
	0371
	F
	Rel-9
	
	

	C4-111848
	
	8.7.3
	CR
	Active-APN AVP
	Ericsson
	TEI9
	29.272
	0372
	A
	Rel-10
	
	

	C4-111849
	
	8.7.3
	CR
	Context Identifier and GTPv1
	Ericsson
	TEI9
	29.272
	0373
	F
	Rel-9
	
	

	C4-111850
	
	8.7.3
	CR
	Context Identifier and GTPv1
	Ericsson
	TEI9
	29.272
	0374
	A
	Rel-10
	
	

	C4-111851
	
	8.7.4
	Discussion
	Session Handling in S6b
	Ericsson
	
	
	
	
	
	
	

	C4-111852
	
	8.7.4
	CR
	Session Handling in S6b
	Ericsson
	TEI9
	29.273
	0226
	F
	Rel-9
	
	

	C4-111853
	
	8.7.4
	CR
	Session Handling in S6b
	Ericsson
	TEI9
	29.273
	0227
	A
	Rel-10
	
	

	C4-111854
	
	6.9.9
	CR
	Correction to Cancel Location for Initial Attach
	ZTE
	TEI11
	29.272
	0375
	F
	Rel-11
	
	

	C4-111855
	
	8.2
	CR
	Conditional IE missing cause value
	ZTE
	SAES
	29.276
	0053
	F
	Rel-8
	
	

	C4-111856
	
	8.2
	CR
	Conditional IE missing cause value
	ZTE
	SAES
	29.276
	0054
	A
	Rel-9
	
	

	C4-111857
	
	8.3
	Discussion
	Discussion on interworking of different PMIP protocol stacks over IPv4 transport
	ZTE
	TEI9
	
	
	
	
	
	

	C4-111858
	
	8.3
	CR
	Interworking of different PMIP protocol stacks over IPv4 transport
	ZTE
	TEI9
	29.275
	0208
	F
	Rel-9
	
	

	C4-111859
	
	8.3
	CR
	New Service and Protocol service name for different PMIP protocol stack
	ZTE
	TEI9
	29.303
	0054
	F
	Rel-9
	
	

	C4-111860
	
	8.3
	CR
	Use of new Service and Protocol service name for DNS lookup PMIPv6 peer
	ZTE
	TEI9
	23.003
	0302
	F
	Rel-9
	
	

	C4-111861
	
	11
	Discussion
	Work Plan input after CT4#54
	CT4 Chairman
	
	
	
	
	
	
	

	C4-111862
	
	8.7.5
	CR
	Cancellation Type initial attach
	Nokia Siemens Networks
	TEI8
	29.002
	1039
	F
	Rel-8
	
	

	C4-111863
	
	6.9.10
	CR
	Extension parameter for Release Call
	Nokia Siemens Networks
	TEI11
	23.078
	0837
	B
	Rel-11
	
	

	C4-111864
	
	6.9.10
	CR
	Extension parameter for Release Call 
	Nokia Siemens Networks
	TEI11
	29.078
	0414
	B
	Rel-11
	
	

	C4-111865
	
	8.5
	CR
	ScfID parameter length
	Nokia Siemens Networks
	TEI4
	29.078
	0415
	F
	Rel-4
	
	

	C4-111866
	
	8.4
	CR
	OIP/OIR and TIP/TIR data syntax
	Nokia Siemens Networks
	TEI8
	29.364
	0021
	F
	Rel-8
	
	

	C4-111867
	
	8.7.2
	CR
	AVP code alignment with 29.212
	Nokia Siemens Networks
	TEI9
	29.230
	0235
	F
	Rel-9
	
	

	C4-111868
	
	8.7.2
	CR
	AVP code alignment with 29.212
	Nokia Siemens Networks
	TEI10
	29.230
	0236
	F
	Rel-10
	
	

	C4-111869
	
	8.7.2
	CR
	AVP code alignment with 32.299
	Nokia Siemens Networks
	TEI8
	29.230
	0237
	F
	Rel-8
	
	

	C4-111870
	
	8.7.2
	CR
	AVP code alignment with 32.299
	Nokia Siemens Networks
	TEI8
	29.230
	0238
	A
	Rel-9
	
	

	C4-111871
	
	8.7.2
	CR
	AVP code alignment with 32.299
	Nokia Siemens Networks
	TEI8
	29.230
	0239
	A
	Rel-10
	
	

	C4-111872
	
	6.9.7
	CR
	AVP range reservation for 32.299
	Nokia Siemens Networks
	TEI11
	29.230
	0240
	B
	Rel-11
	
	

	C4-111873
	
	8.7.2
	CR
	AVP code alignment with 29.214
	Nokia Siemens Networks
	TEI7
	29.230
	0241
	F
	Rel-7
	
	

	C4-111874
	
	8.7.2
	CR
	AVP code alignment with 29.214
	Nokia Siemens Networks
	TEI7
	29.230
	0242
	A
	Rel-8
	
	

	C4-111875
	
	8.7.2
	CR
	AVP code alignment with 29.214
	Nokia Siemens Networks
	TEI9
	29.230
	0243
	F
	Rel-9
	
	

	C4-111876
	
	8.7.2
	CR
	AVP code alignment with 29.214
	Nokia Siemens Networks
	TEI10
	29.230
	0244
	F
	Rel-10
	
	

	C4-111877
	
	8.7.2
	CR
	Experimental Result Code alignment with 29.061
	Nokia Siemens Networks
	TEI6
	29.230
	0245
	F
	Rel-6
	
	

	C4-111878
	
	8.7.2
	CR
	Experimental Result Code alignment with 29.061
	Nokia Siemens Networks
	TEI6
	29.230
	0246
	A
	Rel-7
	
	

	C4-111879
	
	8.7.2
	CR
	Experimental Result Code alignment with 29.061
	Nokia Siemens Networks
	TEI6
	29.230
	0247
	A
	Rel-8
	
	

	C4-111880
	
	8.7.2
	CR
	Experimental Result Code alignment with 29.061
	Nokia Siemens Networks
	TEI6
	29.230
	0248
	A
	Rel-9
	
	

	C4-111881
	
	8.7.2
	CR
	Experimental Result Code alignment with 29.061
	Nokia Siemens Networks
	TEI6
	29.230
	0249
	A
	Rel-10
	
	

	C4-111882
	
	7.18
	Discussion
	Sh Service Data empty tag
	Alcatel-Lucent
	
	
	
	
	
	
	

	C4-111883
	
	7.18
	CR
	Handling of User Profile Update when emergency
	Alcatel-Lucent
	EMC1
	29.228
	0547
	F
	Rel-10
	
	

	C4-111884
	
	7.19.4
	CR
	VPLMN Address Allowed data defined per VPLMN
	Alcatel-Lucent
	TEI10
	23.008
	0350
	F
	Rel-10
	
	

	C4-111885
	
	7.19.4
	CR
	VPLMN Address Allowed data defined per VPLMN
	Alcatel-Lucent
	TEI10
	23.008
	0351
	A
	Rel-11
	
	

	C4-111886
	
	7.1
	CR
	Clarification of LCLS negotiation and handling of tones or announcements
	Alcatel-Lucent, Ericsson
	LCLS-CN
	23.284
	0016
	F
	Rel-10
	
	

	C4-111887
	
	7.7
	CR
	Incorportation of latest ITU-T ECN package and proposed ammendment
	Ericsson
	ECSRA_LAA-CN
	29.238
	0028
	F
	Rel-10
	
	

	C4-111888
	
	6.9.1
	CR
	Addition of Anonymous Call Rejection in the CS layered architecture
	Ericsson
	ACR_CS-CN
	23.205
	0250
	B
	Rel-11
	
	

	C4-111889
	
	6.9.1
	CR
	Addition of Anonymous Call Rejection in the CS layered architecture
	Ericsson
	ACR_CS-CN
	23.231
	0044
	B
	Rel-11
	
	

	C4-111890
	
	6.9.1
	CR
	Anonymous Call Rejection interactions with CUG
	Ericsson
	ACR_CS-CN
	23.085
	0003
	B
	Rel-11
	
	

	C4-111891
	
	5
	WID
	System Improvements to Machine-Type Communication WID
	Ericsson, ST-Ericsson
	SIMTC-CN_Pow
	
	
	
	
	
	

	C4-111892
	
	5
	WID
	WID on enhancement for Selected IP Traffic Offload
	Huawei
	eSIPTO
	
	
	
	
	
	

	C4-111893
	
	5
	WID
	WID on enhancement for Local IP Access
	Huawei
	eLIPA
	
	
	
	
	
	

	C4-111894
	
	6.2
	P-CR
	P-CR on SGW failure with ISR
	Huawei
	FS_ EPC_NR
	
	
	
	
	
	

	C4-111895
	
	6.7
	Discussion
	Discussion on S4 SGSN to S4 SGSN SRNS Relocation
	Huawei
	TEI11
	
	
	
	
	
	

	C4-111896
	
	6.7
	CR
	Forward Relocation Request message
	Huawei
	TEI11
	29.274
	1003
	F
	Rel-11
	
	

	C4-111897
	
	6.7
	CR
	Reference RFC update
	Huawei
	TEI11
	29.060
	0839
	F
	Rel-11
	
	

	C4-111898
	
	6.7
	CR
	Reference RFC update
	Huawei
	TEI11
	29.281
	0045
	F
	Rel-11
	
	

	C4-111899
	
	6.9.6
	CR
	Reference RFC update
	Huawei
	TEI11
	29.272
	0376
	F
	Rel-11
	
	

	C4-111900
	
	6.9.6
	CR
	Reference RFC update
	Huawei
	TEI11
	29.172
	0015
	F
	Rel-11
	
	

	C4-111901
	
	6.9.11
	Discussion
	Status of LIPA Mobility and SIPTO at the Local Network (LIMONET)
	Huawei
	TEI11
	
	
	
	
	
	

	C4-111902
	
	7.17
	Discussion
	Discussion on S1 handover procedure
	Huawei
	TEI10
	
	
	
	
	
	

	C4-111903
	
	7.17
	CR
	Modify Bearer Request message
	Huawei
	TEI10
	29.274
	1004
	F
	Rel-10
	
	

	C4-111904
	
	7.17
	Discussion
	Discussion on Delete Session Request in Detach procedure
	Huawei
	TEI10
	
	
	
	
	
	

	C4-111905
	
	7.17
	CR
	Delete Session Request message
	Huawei
	TEI10
	29.274
	1005
	F
	Rel-10
	
	

	C4-111906
	
	7.17
	CR
	Downlink Data Notification for S4
	Huawei
	TEI10
	29.274
	1006
	F
	Rel-10
	
	

	C4-111907
	
	7.19.5
	CR
	A or AAAA records for the SGW on S5 or S8
	Huawei
	TEI10
	29.303
	0055
	F
	Rel-10
	
	

	C4-111908
	
	7.19.5
	CR
	SGSN selection
	Huawei
	TEI10
	29.303
	0056
	F
	Rel-10
	
	

	C4-111909
	
	8.2
	CR
	Create Session message
	Huawei
	TEI9
	29.274
	1007
	F
	Rel-9
	
	

	C4-111910
	
	8.2
	CR
	Create Session message
	Huawei
	TEI9
	29.274
	1008
	A
	Rel-10
	
	

	C4-111911
	
	8.2
	CR
	MEI in Modify Bearer Request
	Huawei
	TEI9
	29.274
	1009
	F
	Rel-9
	
	

	C4-111912
	
	8.2
	CR
	MEI in Modify Bearer Request
	Huawei
	TEI9
	29.274
	1010
	A
	Rel-10
	
	

	C4-111913
	
	6.9.12
	CR
	MAP-READAY-FOR-SM for IP-SM-GW
	Huawei
	TEI10
	29.002
	1040
	F
	Rel-11
	
	

	C4-111914
	
	6.6
	CR
	Clarification on Receiving Sh-Notif Error Response
	Huawei
	TEI10
	29.328
	0393
	F
	Rel-11
	
	

	C4-111915
	
	7.19.6
	CR
	Correction on DIAMETER_AUTHORIZATION_REJECTED
	Huawei
	TEI10
	29.272
	0377
	F
	Rel-10
	
	

	C4-111916
	
	7.19.6
	CR
	Removal of PGW for an APN
	Huawei
	TEI10
	29.272
	0378
	F
	Rel-10
	
	

	C4-111917
	
	7.19.7
	CR
	Emergency NAI for UICC-less Terminal
	Huawei
	TEI10
	23.003
	0303
	F
	Rel-10
	
	

	C4-111918
	
	7.19.7
	CR
	IMS emergency calls for UICC-less WLAN UE
	Huawei
	TEI10
	29.234
	0172
	F
	Rel-10
	
	

	C4-111919
	
	7.19.8
	CR
	Correction on Trust Relationship Indication
	Huawei
	TEI10
	29.273
	0228
	F
	Rel-10
	
	

	C4-111920
	
	8.7.3
	CR
	APN-AMBR for GPRS
	Huawei
	TEI9
	29.272
	0379
	F
	Rel-9
	
	

	C4-111921
	
	8.7.3
	CR
	APN-AMBR for GPRS
	Huawei
	TEI9
	29.272
	0380
	A
	Rel-10
	
	

	C4-111922
	
	8.7.3
	CR
	APN-AMBR for GPRS
	Huawei
	TEI9
	29.002
	1041
	F
	Rel-9
	
	

	C4-111923
	
	8.7.3
	CR
	APN-AMBR for GPRS
	Huawei
	TEI9
	29.002
	1042
	A
	Rel-10
	
	

	C4-111924
	
	8.7.3
	CR
	Addition of AMBR for GPRS
	Huawei
	TEI9
	23.008
	0352
	F
	Rel-9
	
	

	C4-111925
	
	8.7.3
	CR
	Addition of AMBR for GPRS
	Huawei
	TEI9
	23.008
	0353
	A
	Rel-10
	
	

	C4-111926
	
	8.7.3
	CR
	Addition of AMBR for GPRS
	Huawei
	TEI9
	23.008
	0354
	A
	Rel-11
	
	

	C4-111927
	
	7.1
	CR
	LCLS Configuration Applicability
	Huawei, China Mobile
	LCLS-CN
	23.284
	0017
	F
	Rel-10
	
	

	C4-111928
	
	7.1
	CR
	MSC Backward LCLS Negotiation
	Huawei, China Mobile
	LCLS-CN
	23.284
	0018
	F
	Rel-10
	
	

	C4-111929
	
	7.1
	CR
	LCLS Connect during Handover
	Huawei
	LCLS-CN
	23.284
	0019
	F
	Rel-10
	
	

	C4-111930
	
	7.1
	CR
	BSS Internal Handover not Change LCLS
	Huawei
	LCLS-CN
	23.284
	0020
	F
	Rel-10
	
	

	C4-111931
	
	7.1
	Discussion
	Discussion on BSS Initiated LCLS Break
	Huawei
	LCLS-CN
	
	
	
	
	
	

	C4-111932
	
	6.9.2
	Info
	3GPP / IETF Coordination,proposed procedural changes
	CT Chairman
	
	
	
	
	
	
	

	C4-111933
	
	8.2
	CR
	Correcting F-Container type definition
	NSN
	SAES
	29.274
	1011
	F
	Rel-8
	
	

	C4-111934
	
	8.2
	CR
	Correcting F-Container type definition
	NSN
	SAES
	29.274
	1012
	A
	Rel-9
	
	

	C4-111935
	
	8.2
	CR
	Correcting F-Container type definition
	NSN
	SAES
	29.274
	1013
	A
	Rel-10
	
	

	C4-111936
	
	7.12
	Discussion
	eSRVCC related H.248 Requirements
	Nokia Siemens Networks
	
	
	
	
	
	
	

	C4-111937
	
	6.9.5
	CR
	Definition of CSS number for VCSG
	Qualcomm Incorporated
	VCSG-St3
	23.003
	0304
	B
	Rel-11
	
	

	C4-111938
	
	7.19.9
	Discussion
	Limitations of using common CSG ID for ePLMN HO
	Qualcomm Incorporated
	
	
	
	
	
	
	

	C4-111939
	
	6.8
	CR
	HLR/HSS domain selection function alignment with Stage 2 requirement
	China Mobile
	TEI11
	23.018
	0182
	B
	Rel-11
	
	

	C4-111940
	
	7.1
	CR
	Update of mid-call announcement/tone examples
	Ericsson
	LCLS-CN
	23.284
	0021
	F
	Rel-10
	
	

	C4-111941
	
	7.1
	CR
	Negotiation of LCLS support
	Ericsson
	LCLS-CN
	23.284
	0022
	F
	Rel-10
	
	

	C4-111942
	
	7.1
	CR
	Indication of LCLS Negotiation type
	Ericsson
	LCLS-CN
	29.205
	0034
	F
	Rel-10
	
	

	C4-111943
	
	7.19.8
	CR
	Removing deletion of PDN-GW Id from DeRegistration Notification
	Nokia Siemens Networks
	TEI10
	29.273
	0229
	F
	Rel-10
	
	

	C4-111944
	
	4
	LS in
	Reply LS on SGs paging with IMSI for CSFB 
	TSG CT WG1
	TEI9/10 (CSFB)
	
	
	
	
	
	

	C4-111945
	
	4
	LS in
	Reply LS on Maximum number of IKEv2 security associations
	TSG CT WG1
	
	
	
	
	
	
	

	C4-111946
	
	4
	LS in
	Reply LS on Clarifications for MM Back-off Timer
	TSG CT WG1
	NIMTC
	
	
	
	
	
	

	C4-111947
	
	6.5
	LS in
	LS on relationship between the UE SRVCC and vSRVCC capability indicators
	TSG CT WG1
	Single Radio Video Call Continuity
	
	
	
	
	
	

	C4-111948
	
	6.7
	LS in
	LS on the condition to deactivate ISR by the SGSN
	TSG CT WG1
	ISR
	
	
	
	
	
	

	C4-111949
	
	4
	LS in
	LS on network-initiated detach procedure with “re-attach required”
	TSG CT WG1
	NIMTC
	
	
	
	
	
	

	C4-111950
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