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	C4-112381
	
	7.1
	CR
	Correction to Procedures for Indication of LCLS Capability
	Ericsson
	LCLS-CN
	29.205
	0036
	F
	Rel-10
	
	

	C4-112382
	
	7.1
	CR
	Correction to Procedures for Backward LCLS Negotiation
	Ericsson
	LCLS-CN
	29.205
	0037
	F
	Rel-10
	
	

	C4-112383
	
	7.1
	CR
	Correction to Procedures for LCLS in Answer message
	Ericsson
	LCLS-CN
	29.205
	0038
	F
	Rel-10
	
	

	C4-112384
	
	7.1
	CR
	Correction to Procedures for LCLS Negotiation Change
	Ericsson
	LCLS-CN
	29.205
	0039
	F
	Rel-10
	
	

	C4-112385
	
	7.1
	CR
	Correction to Procedures for LCLS Status Update
	Ericsson
	LCLS-CN
	29.205
	0040
	F
	Rel-10
	
	

	C4-112386
	
	7.1
	CR
	Correction to Procedures for LCLS Status Change
	Ericsson
	LCLS-CN
	29.205
	0041
	F
	Rel-10
	
	

	C4-112387
	
	7.2
	CR
	Corrections to Stage 2 Procedures for Access Transfer Function
	Ericsson, Alcatel-Lucent
	eSRVCC
	23.334
	0013
	F
	Rel-10
	
	

	C4-112388
	
	6.15
	Discussion
	Status of SIMTC
	Ericsson
	SIMTC
	
	
	
	
	
	

	C4-112389
	
	5
	WID
	Stage 3 for System Improvements to Machine-Type
	Ericsson
	SIMTC
	
	
	
	
	
	

	C4-112390
	
	5
	WID
	Service Identification for RRC Improvements in CT4
	China Mobile
	
	
	
	
	
	
	

	C4-112391
	
	4
	LS out
	Reply LS on Service Identification for RRC Improvements in GERAN
	China Mobile
	
	
	
	
	
	
	

	C4-112392
	
	4
	LS in
	LS on Transport of UTRAN/E-UTRAN transparent containers via S3/Gn
	TSG RAN WG3
	LTE-Interfaces, TEI-10
	
	
	
	
	
	

	C4-112393
	
	4
	LS in
	LS on Application ID for Sy protocol
	TSG CT WG3
	QoS_SSL-CT3
	
	
	
	
	
	

	C4-112394
	
	4
	LS in
	LS on Application ID for Sd protocol
	TSG CT WG3
	SAPP-CT3
	
	
	
	
	
	

	C4-112395
	
	4
	LS in
	LS on TFT operation on S4-SGSN accesses to PGW
	TSG CT WG3
	SAES-St3-PCC
	
	
	
	
	
	

	C4-112396
	
	4
	LS in
	Forwarded LS on guidelines for national IP Interconnection
	TSG CT WG3
	
	
	
	
	
	
	

	C4-112397
	
	4
	LS in
	Reply LS on Inter-MSC handover failures and lists of permitted algorithms in the context of A5/4
	TSG GERAN WG2
	
	
	
	
	
	
	

	C4-112398
	
	4
	LS in
	LS on Service Identification for RRC Improvements in GERAN
	TSG GERAN
	-
	
	
	
	
	
	

	C4-112399
	
	4
	LS in
	LS on Release 11 Features
	TSG SA
	All 
	
	
	
	
	
	

	C4-112400
	
	7.1
	CR
	LCLS negotiation clarifications and correction
	Nokia Siemens Networks
	LCLS-CN
	23.284
	0023
	F
	Rel-10
	Withdrawn
	LCLS is out of CT4#54bis agenda

	C4-112401
	2177
	6.19
	CR
	Cancellation Type initial attach
	Nokia Siemens Networks
	TEI11
	29.002
	1039r3
	F
	Rel-11
	
	

	C4-112402
	1865
	6.18
	CR
	ScfID parameter length
	Nokia Siemens Networks
	TEI11
	29.078
	0415r1
	F
	Rel-11
	
	

	C4-112403
	
	6.1
	P-CR
	IMS-Subscription Data
	Nokia Siemens Networks
	
	
	
	
	
	
	

	C4-112404
	
	6.1
	P-CR
	End User
	Nokia Siemens Networks
	
	
	
	
	
	
	

	C4-112405
	
	6.1
	P-CR
	IMS DIT
	Nokia Siemens Networks
	
	
	
	
	
	
	

	C4-112406
	
	6.17
	CR
	PDN Type and DAF dependency case
	Nokia Siemens Networks
	TEI11
	29.274
	1066
	F
	Rel-11
	
	

	C4-112407
	
	7.4
	CR
	Learn capability of MUPSAP from PDN connection ID
	ZTE
	TEI10
	29.275
	0216
	F
	Rel-10
	
	

	C4-112408
	
	7.4
	CR
	Learn capability of MUPSAP from PDN connection ID
	ZTE
	TEI10
	29.275
	0217
	A
	Rel-11
	
	

	C4-112409
	2348
	6.8
	CR
	CSG access control in CS domain
	Alcatel-Lucent
	TEI11
	23.018
	0185
	F
	Rel-11
	
	

	C4-112410
	
	6.19
	Discussion
	P-CSCF failure recovery over the PMIP based S5 interface.


	Hitachi
	
	23.380
	
	
	Rel-11
	
	

	C4-112411
	2251
	7.3
	CR
	Referencing Information Elements defined outside GTP
	Nokia Siemens Networks, Alcatel-Lucent, NEC
	TEI10
	29.274
	1018r1
	F
	Rel-10
	
	

	C4-112412
	2252
	7.3
	CR
	Referencing Information Elements defined outside GTP
	Nokia Siemens Networks, Alcatel-Lucent, NEC
	TEI10
	29.274
	1019r1
	A
	Rel-11
	
	

	C4-112413
	2253
	7.3
	CR
	Referencing Information Elements defined outside GTP
	Nokia Siemens Networks, Alcatel-Lucent, NEC
	TEI10
	29.060
	0840r1
	F
	Rel-10
	
	

	C4-112414
	2254
	7.3
	CR
	Referencing Information Elements defined outside GTP
	Nokia Siemens Networks, Alcatel-Lucent, NEC
	TEI10
	29.060
	0841r1
	A
	Rel-11
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