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	Rel-11
	
	

	C4-120733
	
	6.15
	CR
	S2a related changes when Trusted WLAN Access is used
	Cisco
	SaMOG_WLAN-CN
	29.275
	0240
	B
	Rel-11
	
	

	C4-120734
	
	6.22
	CR
	Mapping of NAS ESM/SM Cause codes to S11/S4 Cause codes
	Cisco
	TEI11
	29.274
	1198
	F
	Rel-11
	
	

	C4-120735
	
	6.22
	CR
	Release of old S3 GTP-C TEIDs during I-RAT HO with ISR active
	Cisco
	TEI11
	29.274
	1199
	F
	Rel-11
	
	

	C4-120736
	
	6.22
	CR
	ULI inclusion condition during Service Request procedure when ISR is active
	Cisco, Alcatel-Lucent
	TEI11
	29.274
	1200
	F
	Rel-11
	
	

	C4-120737
	
	6.22
	CR
	Inclusion of EARP in the CPC Request message of the secondary PDP Context
	Cisco
	TEI11
	29.060
	0895
	F
	Rel-11
	
	

	C4-120738
	
	6.22
	CR
	UCI encoding correction for two digit MNC
	Cisco
	TEI11
	29.060
	0896
	F
	Rel-11
	
	

	C4-120739
	
	7.1
	CR
	SRVCC support for UTRAN (HSPA) to UTRAN/GERAN for Gn SGSN
	Cisco
	TEI9
	29.060
	0897
	F
	Rel-9
	Withdrawn
	Withdrawn before the meeting.

	C4-120740
	
	7.1
	CR
	SRVCC support for UTRAN (HSPA) to UTRAN/GERAN for Gn SGSN
	Cisco
	TEI9
	29.060
	0898
	A
	Rel-10
	Withdrawn
	Withdrawn before the meeting.

	C4-120741
	
	7.1
	CR
	SRVCC support for UTRAN (HSPA) to UTRAN/GERAN for Gn SGSN
	Cisco
	TEI9
	29.060
	0899
	A
	Rel-11
	Withdrawn
	Withdrawn before the meeting.

	C4-120742
	
	6.15
	CR
	Default APN for 'Trusted WLAN access'
	Juniper Networks, Alcatel-Lucent, Huawei, Ericsson
	SAMOG_WLAN-CN
	29.273
	0269
	B
	Rel-11
	
	

	C4-120743
	
	6.15
	CR
	Informing Serving SSID to the AAA Server
	Juniper Networks, Alcatel-Lucent, Ericsson, ZTE
	SAMOG_WLAN-CN
	29.273
	0270
	B
	Rel-11
	
	

	C4-120744
	
	6.15
	Discussion
	Transmission of IPv4 Subnet Prefix Length and IPv4 Default Router Address from PGW to TWAG
	Juniper Networks, Alcatel Lucent, Orange
	
	
	
	
	
	
	

	C4-120745
	
	6.15
	CR
	Addition of Subnet Mask and Default Router Address in Create Session Response for Trusted WLAN Access over S2a
	Juniper Networks, Alcatel-Lucent, Cisco, Orange
	SAMOG_WLAN-CN
	29.274
	1201
	B
	Rel-11
	
	

	C4-120746
	
	6.15
	CR
	Clarifying the use of Default Router Address Option in case of Trusted WLAN access
	Juniper Networks
	SAMOG_WLAN-CN
	29.275
	0241
	B
	Rel-11
	Revised in 809
	

	C4-120747
	
	6.23
	Discussion
	P-CSCF failure recovery over the PMIP based S5 interface.
	Hitachi, NEC
	TEI11
	
	
	
	
	
	

	C4-120748
	
	6.23
	CR
	P-CSCF failure recovery support for PMIP
	Hitachi
	TEI11
	23.380
	0036
	B
	Rel-11
	
	

	C4-120749
	
	6.23
	CR
	P-CSCF recovery support for PMIP
	Hitachi
	TEI11
	29.275
	0242
	B
	Rel-11
	
	

	C4-120750
	
	6.23
	CR
	P-CSCF recovery support for PMIP
	Hitachi
	TEI11
	29.282
	0017
	B
	Rel-11
	
	

	C4-120751
	
	6.22
	CR
	Clarify mandatory/conditional IE inclusion in error response msg
	Hitachi
	TEI11
	29.274
	1202
	F
	Rel-11
	
	

	C4-120752
	319
	6.6
	CR
	VCSG procedures over S7a/S7d
	Alcatel-Lucent
	VCSG-St3
	29.272
	0382r5
	B
	Rel-11
	
	

	C4-120753
	320
	6.6
	CR
	Delete CSG subscription Data over S7a /d
	Alcatel-Lucent
	VCSG-St3
	29.272
	0394r2
	B
	Rel-11
	
	

	C4-120754
	
	6.13.3
	P-CR
	TS 29.nnn Diameter protocols for SMS Skeleton
	Alcatel-Lucent, Verizon Wireless
	
	
	
	
	
	
	

	C4-120755
	
	6.13.2
	P-CR
	TS 29.nnn Diameter protocols for SMS Scope
	Alcatel-Lucent, Verizon Wireless
	
	
	
	
	
	
	

	C4-120756
	
	6.13.3
	P-CR
	TS 29.nnn procedures for E interface 
	Alcatel-Lucent, Verizon Wireless
	
	
	
	
	
	
	

	C4-120757
	
	6.13.3
	Discussion
	Routing considerations for E interface for SMS in MME
	Alcatel-Lucent, Verizon Wireless
	
	
	
	
	
	
	

	C4-120758
	
	6.13.3
	Discussion
	Interworking use cases for SMS in MME 
	Alcatel-Lucent, 
	
	
	
	
	
	
	

	C4-120759
	
	6.13.3
	LS out
	Interface naming for SMS in MME architecture 
	Alcatel-Lucent, 
	
	
	
	
	
	
	

	C4-120760
	
	6.13.3
	CR
	SMS in MME IWF general
	Alcatel-Lucent, Verizon Wireless, Huawei
	SIMTC-PS_ONLY
	29.305
	0030
	B
	Rel-11
	
	

	C4-120761
	
	6.17
	P-CR
	TR 29.818 Recommendations
	Alcatel-Lucent, Verizon Wireless
	
	
	
	
	
	
	

	C4-120762
	
	5
	WID
	Generic user group over Sh
	Alcatel-Lucent, Verizon Wireless
	
	
	
	
	
	
	

	C4-120763
	
	6.6
	CR
	VCSG Reset procedure over S7a/S7d
	Alcatel-Lucent
	VCSG-St3
	29.272
	0416
	B
	Rel-11
	
	

	C4-120764
	
	7.1
	Discussion
	PLMN-ID encoding in GTP Target ID IE
	Alcatel-Lucent
	
	
	
	
	
	
	

	C4-120765
	
	6.20
	CR
	Network Provided Location Information Retrieval via Bearer Related Procedure
	Alcatel-Lucent
	NWK-PL2IMS-CT
	29.060
	0900
	B
	Rel-11
	
	

	C4-120766
	
	6.20
	CR
	Network Provided Location Information Retrieval via Bearer Related Procedure
	Alcatel-Lucent
	NWK-PL2IMS-CT
	29.274
	1203
	B
	Rel-11
	Withdrawn
	Withdrawn before the meeting.

	C4-120767
	
	6.3
	CR
	Back-off timer for PGW/GGSN failure
	NTT DOCOMO
	eNR_EPC
	23.007
	0207
	F
	Rel-11
	
	

	C4-120768
	
	5
	WID
	Stage 3 for System Improvements to Machine-Type Communications
	Ericsson
	SIMTC
	
	
	
	
	
	

	C4-120769
	
	6.22
	CR
	Mapping between Gn/Gp and NAS Cause values
	Cisco
	TEI11
	29.060
	0901
	F
	Rel-11
	
	

	C4-120770
	
	6.25.5
	CR
	Corrections to ASN.1 code
	NEC, one2many
	ETWS
	29.168
	0025
	F
	Rel-11
	
	

	C4-120771
	
	6.12
	CR
	CS to PS SRVCC capability indicator on Sv
	NEC
	rSRVCC-CT
	29.280
	0051
	B
	Rel-11
	
	

	C4-120772
	
	6.18
	CR
	Multimedia Priority Control of Media Gateway resources
	Ericsson
	eMPS_Gateway
	23.334
	0015
	B
	Rel-11
	
	

	C4-120773
	
	6.18
	CR
	Multimedia Priority Control of Media Gateway resources
	Ericsson
	eMPS_Gateway
	23.333
	0052
	B
	Rel-11
	
	

	C4-120774
	
	6.13.2
	P-CR
	Procedures for S6m TS
	Ericsson
	
	
	
	
	
	
	

	C4-120775
	
	6.13.3
	Discussion
	SMPP for T4 (and Tsp) reference point
	Acision
	SIMTC_Reach
	
	
	
	
	
	

	C4-120776
	
	6.1
	P-CR
	IMS DIT alternative
	Ericsson
	UDC_DM
	
	
	
	
	
	

	C4-120777
	
	6.1
	P-CR
	IMS Private Identity Object Class
	Ericsson
	UDC_DM
	
	
	
	
	
	

	C4-120778
	
	6.1
	P-CR
	IMS Public Identity Object Class
	Ericsson
	UDC_DM
	
	
	
	
	
	

	C4-120779
	
	6.1
	P-CR
	IMS Service Profile Object Class
	Ericsson
	UDC_DM
	
	
	
	
	
	

	C4-120780
	
	6.1
	P-CR
	IMS Alias Group Object Class
	Ericsson
	UDC_DM
	
	
	
	
	
	

	C4-120781
	
	6.22
	CR
	Clarification to "SGW node name" IE presence in Forward Relocation Request and Context Response messages
	Nokia Siemens Networks
	TEI11
	29.274
	1204
	F
	Rel-11
	
	

	C4-120782
	
	6.22
	CR
	Clarification to "SGW S11/S4 IP Address and TEID for Control Plane" IE presence in Context Response message
	Nokia Siemens Networks
	TEI11
	29.274
	1205
	F
	Rel-11
	Revised in 810
	

	C4-120783
	
	6.13.3
	Discussion
	Diameter Commands for the C interface
	Alcatel-Lucent, Verizon Wireless
	
	
	
	
	
	
	

	C4-120784
	
	6.19
	Discussion
	Future proof SIRIG design
	Vodafone
	SIRIG
	
	
	
	
	
	

	C4-120785
	
	6.19
	CR
	Introduction of SIRIG feature
	Vodafone
	SIRIG
	23.060
	
	B
	Rel-11
	
	

	C4-120786
	
	6.19
	CR
	GTP-U extension header for SIRIG
	Vodafone
	SIRIG
	29.281
	0056
	B
	Rel-11
	
	

	C4-120787
	
	6.15
	CR
	Avoiding registration of PDN-GW identity for TWAN
	Nokia Siemens Networks, Alcatel-Lucent
	SaMOG_WLAN- CN
	29.273
	0271
	B
	Rel-11
	
	

	C4-120788
	
	6.15
	CR
	Indication of trust relationship
	Nokia Siemens Networks
	SaMOG_WLAN- CN
	29.275
	0243
	B
	Rel-11
	
	

	C4-120789
	
	6.15
	CR
	Indication of trust relationship
	Nokia Siemens Networks
	SaMOG_WLAN- CN
	29.274
	1206
	B
	Rel-11
	
	

	C4-120790
	
	6.25.6
	CR
	Recovering from AAA Server failure
	Nokia Siemens Networks
	TEI11
	29.273
	0272
	B
	Rel-11
	
	

	C4-120791
	
	7.1
	CR
	Providing Serving Network to the GGSN
	Orange
	TEI11
	29.060
	0902
	F 
	Rel-11
	
	

	C4-120792
	
	7.1
	CR
	Providing Serving Network to the GGSN
	Orange
	TEI10
	29.060
	0903
	F 
	Rel-10
	
	

	C4-120793
	
	7.1
	CR
	Providing Serving Network to the GGSN
	Orange
	TEI9
	29.060
	0904
	F 
	Rel-9
	
	

	C4-120794
	
	7.1
	CR
	Providing Serving Network to the GGSN
	Orange
	TEI9
	29.060
	0905
	F 
	Rel-8
	
	

	C4-120795
	
	7.1
	CR
	QoS Negotiation Clarification
	Orange 
	TEI 11
	29.060
	0906
	F
	Rel-11
	
	

	C4-120796
	
	6.18
	CR
	Additional Changes for Support of Multimedia Priority Service (MPS) over Iq Interface
	Applied Communication Sciences, National Communica
	eMPS_ Gateway
	23.334
	0016
	F
	Rel-11
	
	

	C4-120797
	
	6.18
	CR
	Support of Multimedia Priority Service (MPS) over Mp Interface
	Applied Communication Sciences, National Communica
	eMPS_ Gateway
	23.333
	0053
	B
	Rel-11
	
	

	C4-120798
	
	4
	LS in
	Assignment of 3 digit MNCs
	ITU-T Study Group 2
	
	
	
	
	
	
	

	C4-120799
	
	6.12
	LS in
	LS on notification of IP/Ports and codec for rSRVCC
	TSG RAN WG3
	rSRVCC-RAN_UTRA
	
	
	
	
	
	

	C4-120800
	
	6.6
	CR
	Retrieval of VPLMN CSG subscription information for CS domain
	ZTE
	VCSG-St3
	23.012
	0040
	B
	Rel-11
	
	

	C4-120801
	
	6.14
	CR
	PDN GW selection for S2c during tunnel establishment
	ZTE
	LOBSTER-CT
	29.273
	0273
	B
	Rel-11
	
	

	C4-120802
	
	6.19
	Discussion
	DCSP solution for the SIRIG
	NTT DOCOMO
	SIRIG
	
	
	
	
	Revised in 807
	

	C4-120803
	
	6.15
	CR
	Reuse of IETF 802.11 attributes
	Amdocs
	SaMOG_WLAN-CN
	29.273
	0274
	B
	Rel-11
	Revised in 817
	

	C4-120804
	
	6.20
	CR
	CSG ID and Local Time for NPLI
	Huawei
	NWK-PL2IMS-CT
	29.329
	0195
	B
	Rel-11
	
	

	C4-120805
	
	6.15
	CR
	Adding indicator of trust relationship
	Nokia Siemens Networks
	SaMOG_WLAN- CN
	29.282
	0018
	B
	Rel-11
	
	

	C4-120806
	
	6.25.7
	Discussion
	Duplicated AVP Names in TS 29.230 
	Alcatel-Lucent
	
	
	
	
	
	
	

	C4-120807
	802
	6.19
	Discussion
	DCSP solution for the SIRIG
	NTT DOCOMO
	SIRIG
	
	
	
	
	
	

	C4-120808
	599
	6.22
	Discussion
	Adding Originating Node IE to the Delete Session Request for ISR cases
	Nokia Siemens Networks
	
	
	
	
	
	
	

	C4-120809
	746
	6.15
	CR
	Clarifying the use of Default Router Address Option in case of Trusted WLAN access
	Juniper Networks, Cisco
	SAMOG_WLAN-CN
	29.275
	0241r1
	B
	Rel-11
	
	

	C4-120810
	782
	6.22
	CR
	Clarification to "SGW S11/S4 IP Address and TEID for Control Plane" IE presence in Context Response message
	Nokia Siemens Networks
	TEI11
	29.274
	1205r1
	F
	Rel-11
	
	

	C4-120811
	
	6.12
	LS out
	LS response on notification of IP/Ports and codec for rSRVCC
	Huawei
	rSRVCC-CT
	
	
	
	
	
	

	C4-120812
	
	6.13.2
	P-CR
	Protocol Selection for T4 Reference Point
	Huawei
	SIMTC-Reach
	
	
	
	
	
	

	C4-120813
	
	6.13.2
	P-CR
	TS 29.xyz Skeleton for T4
	Huawei
	SIMTC-Reach
	
	
	
	
	
	

	C4-120814
	598
	6.22
	CR
	IPv4 address allocation
	Nokia Siemens Networks
	TEI11
	29.274
	1182r1
	F
	Rel-11
	
	

	C4-120815
	648
	6.20
	CR
	Network provided Location Information
	Huawei
	NWK-PL2IMS-CT
	29.060
	0883r1
	B
	Rel-11
	
	

	C4-120816
	649
	6.20
	CR
	Network provided Location Information
	Huawei
	NWK-PL2IMS-CT
	29.274
	1187r1
	B
	Rel-11
	
	

	C4-120817
	803
	6.15
	CR
	Reuse of IETF 802.11 attributes
	Amdocs, Orange, Nokia Siemens Networks, Cisco
	SaMOG_WLAN-CN
	29.273
	0274r1
	B
	Rel-11
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