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	C4-131893
	
	1
	Agenda
	Preliminary agenda for CT4#63
	CT4 Chairman
	
	
	
	
	
	
	
	

	C4-131894
	
	1
	Agenda
	Detailed agenda & time plan for CT4#63: status at document deadline
	CT4 Chairman
	
	
	
	
	
	
	
	

	C4-131895
	
	1
	Agenda
	Detailed agenda & time plan for CT4#63: status on eve of meeting
	CT4 Chairman
	
	
	
	
	
	
	
	

	C4-131896
	
	2
	DAD
	Proposed allocation of documents to agenda items for CT4#63: status at document deadline
	CT4 Chairman
	
	
	
	
	
	
	
	

	C4-131897
	
	2
	DAD
	Proposed allocation of documents to agenda items for CT4#63: status on eve of meeting
	CT4 Chairman
	
	
	
	
	
	
	
	

	C4-131898
	
	9
	Discussion
	CT4 Aspects of the Workplan
	CT4 Chairman
	
	
	
	
	
	
	
	

	C4-131899
	
	3
	Report
	CT4#62 meeting report for approval
	MCC
	
	
	
	
	
	
	
	

	C4-131900
	1652
	6.6
	CR
	Restart Indication
	one2many
	REP_WMD
	29.168
	0040r2
	B
	Rel-12
	
	
	

	C4-131901
	1653
	6.6
	CR
	eNB Restart Indication
	one2many
	REP_WMD
	29.168
	0042r1
	B
	Rel-12
	
	
	

	C4-131902
	1657
	6.6
	CR
	PWS message data restoration
	one2many
	REP_WMD
	23.007
	0260r1
	B
	Rel-12
	
	
	

	C4-131903
	
	6.6
	CR
	eNB ID in WRWR
	one2many
	REP_WMD
	29.168
	0046
	B
	Rel-12
	
	
	

	C4-131904
	
	6.6
	CR
	Correction to table 4.3.2-1
	one2many
	REP_WMD
	29.168
	0047
	F
	Rel-12
	Withdrawn
	This CR superseded by the two alternatives submitted in C4-131930 and C4-132029
	

	C4-131905
	
	7.29.4
	CR
	removal of the IMS service level trace feature
	Huawei, Vodafone
	TEI11
	23.008
	0406
	F
	Rel-11
	
	
	

	C4-131906
	
	7.29.4
	CR
	removal of the IMS service level trace feature
	Huawei, Vodafone
	TEI11
	29.228
	0608
	F
	Rel-11
	
	
	

	C4-131907
	
	7.29.4
	CR
	removal of the IMS service level trace feature
	Huawei, Vodafone
	TEI11
	29.328
	0481
	F
	Rel-11
	
	
	

	C4-131908
	
	7.29.4
	CR
	removal of the IMS service level trace feature
	Huawei, Vodafone
	TEI11
	29.329
	0212
	F
	Rel-11
	
	
	

	C4-131909
	
	6.14
	CR
	Support of RTP transport multiplexing (Iq, stage 2)
	Alcatel-Lucent
	RTCP-MUX
	23.334
	0039
	B
	Rel-12
	
	
	

	C4-131910
	
	6.14
	CR
	Support of RTP transport multiplexing (Iq, stage 3)
	Alcatel-Lucent
	RTCP-MUX
	29.334
	0051
	B
	Rel-12
	
	
	

	C4-131911
	
	6.4
	P-CR
	Example end-to-end network scenario 
	Alcatel-Lucent
	eMEDIASEC-CT
	
	
	
	
	
	
	

	C4-131912
	
	6.4
	P-CR
	TCP connection establishment (clause 4.4.2)
	Alcatel-Lucent
	eMEDIASEC-CT
	
	
	
	
	
	
	

	C4-131913
	
	6.4
	P-CR
	Example traffic flow (communication establishment) 
	Alcatel-Lucent
	eMEDIASEC-CT
	
	
	
	
	
	
	

	C4-131914
	1853
	6.6
	CR
	Restoration of warning message delivery upon eNB failure/restart
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	REP_WMD
	23.007
	0258r2
	B
	Rel-12
	
	
	

	C4-131915
	1599
	6.15.3
	CR
	Core Network Operator selection origin
	Alcatel-Lucent
	TEI12
	29.274
	1376r1
	F
	Rel-12
	
	
	23.060-1819

	C4-131916
	1600
	6.15.3
	CR
	Core Network Operator selection origin
	Alcatel-Lucent
	TEI12
	29.060
	0966r1
	F
	Rel-12
	Revised in 
	
	23.060-1819

	C4-131917
	
	6.6
	Discussion
	Restoration of warning message delivery upon eNB failure/restart
	Alcatel-Lucent,Alcatel-Lucent Shanghai Bell
	REP_WMD
	
	
	
	
	
	This only for CT4/RAN3 joint session.
RAN3 number is R3-132176
	

	C4-131918
	
	6.7
	INFO
	Progress of eMBMS restoration work item
	Alcatel-Lucent
	eMBMS_Rest
	
	
	
	
	
	
	

	C4-131919
	
	6.7
	CR
	Non-transient SGmb path failure
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	eMBMS_Rest
	23.007
	0266
	B
	Rel-12
	
	
	

	C4-131920
	
	6.7
	CR
	Detection of peer MBMS node restart and SGmb path failure/recovery
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	eMBMS_Rest
	23.007
	0267
	B
	Rel-12
	
	
	

	C4-131921
	
	6.7
	CR
	Non-transient SGi-mb path failure
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	eMBMS_Rest
	23.007
	0268
	B
	Rel-12
	
	
	

	C4-131922
	
	6.11
	P-CR
	Overload control on S2a/S2b
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	GOCMe
	
	
	
	
	Revised in 2085
	
	

	C4-131923
	
	6.15.3
	LS out
	Reply LS on Charging aspects for Network Sharing (MOCN GWCN)
	Alcatel-Lucent
	
	
	
	
	
	
	
	

	C4-131924
	
	6.15.15
	Discussion
	MT non-call CS services for UEs camping over LTE
	Alcatel-Lucent
	
	
	
	
	
	
	
	

	C4-131925
	
	6.15.16
	CR
	HRPD Sector ID IE
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	29.276
	0064
	F
	Rel-12
	
	
	

	C4-131926
	
	11
	Information
	FIRST PROPOSAL - CTx meeting calendar 2015
	CT WG Chairmen
	
	
	
	
	
	
	
	

	C4-131927
	
	8.16
	CR
	Correction on Trace information
	ZTE
	TEI10
	29.274
	1388
	F
	Rel-10
	
	
	

	C4-131928
	
	8.16
	CR
	Correction on Trace information
	ZTE
	TEI10
	29.274
	1389
	A
	Rel-11
	
	
	

	C4-131929
	
	8.16
	CR
	Correction on Trace information
	ZTE
	TEI10
	29.274
	1390
	A
	Rel-12
	
	
	

	C4-131930
	
	6.6
	CR
	Unsuccessful Outcome
	one2many
	REP_WMD
	29.168
	0048
	F
	Rel-12
	
	
	

	C4-131931
	
	6.11
	P-CR
	Pseudo-CR on Propagation of MME/SGSN identity to PGW
	NSN
	GOCMe
	
	
	
	
	Revised in 2088
	
	

	C4-131932
	
	6.15.17
	CR
	Multi-Vendor eNB Plug and Play
	NSN
	SON-NM-MUPPET
	23.003
	0365
	B
	Rel-12
	
	
	

	C4-131933
	
	6.15.17
	LS out
	LS on FQDNs to support Multi-vendor Plug and Play (MvPnP) feature
	NSN
	SON-NM-MUPPET
	
	
	
	
	
	
	

	C4-131934
	
	6.15.3
	CR
	Variable length parameters in GTPv2 IEs
	NSN
	TEI12
	29.274
	1391
	F
	Rel-12
	
	
	

	C4-131935
	
	6.13
	P-CR
	Non-supporting V-PLMN considerations (Sol-C, Sol-D)
	Ericsson
	PCSCF_RES
	
	
	
	
	
	
	

	C4-131936
	
	6.13
	P-CR
	Mechanism reusability for non-IMS services (Sol-C, Sol-D)
	Ericsson
	PCSCF_RES
	
	
	
	
	
	
	

	C4-131937
	
	6.13
	P-CR
	Editorial changes to Sol-D comparison table
	Ericsson
	PCSCF_RES
	
	
	
	
	
	
	

	C4-131938
	1794
	6.15.7
	CR
	Cx Charging Information Download
	NSN
	TEI12
	29.228
	0607r3
	F
	Rel-12
	
	
	

	C4-131939
	
	6.3
	CR
	Alert Service Center sent over S6c
	NSN
	Dia-SGSN_SMS
	29.272
	0529
	F
	Rel-12
	
	
	

	C4-131940
	
	6.3
	CR
	S6c support for HSS and SMS Router
	NSN
	Dia-SGSN_SMS
	29.305
	0051
	F
	Rel-12
	
	
	

	C4-131941
	
	6.13
	P-CR
	Fix FFS in the solution B
	NEC
	P-CSCF_RES
	
	
	
	
	
	
	

	C4-131942
	
	6.13
	P-CR
	Non 3GPP support in the solution B
	NEC
	P-CSCF_RES
	
	
	
	
	
	
	

	C4-131943
	
	6.13
	P-CR
	Comparison table for the solution B
	NEC
	P-CSCF_RES
	
	
	
	
	
	
	

	C4-131944
	
	8.18
	CR
	Updating IMEI URN draft reference
	BlackBerry
	TEI8
	23.003
	0366
	F
	Rel-8
	
	
	

	C4-131945
	
	8.18
	CR
	Updating IMEI URN draft reference
	BlackBerry
	TEI8
	23.003
	0367
	A
	Rel-9
	
	
	

	C4-131946
	
	8.18
	CR
	Updating IMEI URN draft reference
	BlackBerry
	TEI8
	23.003
	0368
	A
	Rel-10
	
	
	

	C4-131947
	
	8.18
	CR
	Updating IMEI URN draft reference
	BlackBerry
	TEI8
	23.003
	0369
	A
	Rel-11
	
	
	

	C4-131948
	
	8.18
	CR
	Updating IMEI URN draft reference
	BlackBerry
	TEI8
	23.003
	0370
	A
	Rel-12
	
	
	

	C4-131949
	1791
	6.2
	CR
	Optimized LCS procedure between GMLC and combined MME/SGSN
	Cisco
	Dia_SGSN_GMLC
	29.172
	0023r3
	B
	Rel-12
	
	
	

	C4-131950
	
	5
	WID
	Revision of WID Diameter based interface between SGSN-GMLC
	Cisco
	Dia_SGSN_GMLC
	
	
	
	
	
	
	

	C4-131951
	
	6.2
	INFO
	Information on Tracking Progress of workitem Dia_SGSN_GMLC
	Cisco
	Dia_SGSN_GMLC
	
	
	
	
	
	
	

	C4-131952
	
	6.11
	P-CR
	Frequency of Inclusion of Load/Overload Control Information
	Cisco, Verizon
	GOCME
	
	
	
	
	
	
	

	C4-131953
	
	6.11
	P-CR
	Description of Loss algorithm
	Cisco, Alcatel-Lucent, Verizon
	GOCME
	
	
	
	
	
	
	

	C4-131954
	
	6.11
	P-CR
	Load Control Information parameter: APN List
	Cisco, Verizon
	GOCME
	
	
	
	
	
	
	

	C4-131955
	
	6.11
	P-CR
	Enforcement of overload control
	Cisco
	GOCME
	
	
	
	
	
	
	

	C4-131956
	
	6.11
	INFO
	Information on the Progress of the GTP-C Overload Control Mechanism workitem
	Cisco
	GOCME
	
	
	
	
	
	
	

	C4-131957
	
	6.15.18
	Discussion
	Discussion on re-establishment of SGs/Gs association after restart/failure of VLR
	Cisco
	TEI12
	
	
	
	
	Revised in 2086
	
	

	C4-131958
	
	6.15.18
	CR
	Re-establishment of the SGs/Gs association after restart/failure of VLR
	Cisco
	TEI12
	23.007
	0269
	F
	Rel-12
	Revised in 2087
	
	

	C4-131959
	
	6.15.3
	CR
	Removing APN-AMBR from Modify Bearer Response
	Cisco
	TEI12
	29.274
	1392
	F
	Rel-12
	
	
	

	C4-131960
	
	6.15.3
	CR
	Clarification on encoding of bit rates when converting bits per second received over Diameter interfaces to kilo bits per second over GTPv2
	Cisco
	TEI12
	29.274
	1393
	F
	Rel-12
	
	
	

	C4-131961
	
	6.15.3
	CR
	Clarification on encoding of bit rates when converting bits per second received over Diameter interfaces to kilo bits per second over GTPv1
	Cisco
	TEI12
	29.060
	0970
	F
	Rel-12
	
	
	

	C4-131962
	
	7.3
	CR
	Error handling when the PCC rule is removed due to the S-GW restoration support
	ZTE, Ericsson, China Mobile
	eNR_EPC
	23.007
	0270
	F
	Rel-11
	
	
	

	C4-131963
	
	7.3
	CR
	Error handling when the PCC rule is removed due to the S-GW restoration support
	ZTE, Ericsson, China Mobile
	eNR_EPC
	23.007
	0271
	A
	Rel-12
	
	
	

	C4-131964
	
	7.3
	LS out
	Reply LS on error handling when the PCC rule is removed due to the S-GW restoration support
	ZTE
	eNR_EPC
	
	
	
	
	
	
	

	C4-131965
	
	6.15.19
	CR
	Negotiation of TWAN connection modes on STa
	ZTE
	eSaMOG_St3
	29.273
	0352
	B
	Rel-12
	
	
	

	C4-131966
	
	6.15.19
	CR
	Support HO indication on the S2a GTP interface
	ZTE
	eSaMOG_St3
	29.274
	1394
	B
	Rel-12
	
	
	

	C4-131967
	
	6.15.19
	CR
	Clarification on how to use PCO and APCO on the S2a GTP interface
	ZTE
	eSaMOG_St3
	29.274
	1395
	B
	Rel-12
	
	
	

	C4-131968
	
	6.15.19
	CR
	3GPP Access to TWAN Handover procedures without optimization
	ZTE
	eSaMOG_St3
	29.275
	0286
	B
	Rel-12
	
	
	

	C4-131969
	
	6.15.19
	CR
	Clarification on how to use PCO and APCO on the S2a PMIP interface
	ZTE
	eSaMOG_St3
	29.275
	0287
	B
	Rel-12
	
	
	

	C4-131970
	1573
	6.15.13
	CR
	Diameter based protocols with SMS for IMS UE without MSISDN
	Alcatel-Lucent
	SMSMI-CT
	29.338
	0009r1
	B
	Rel-12
	
	
	

	C4-131971
	
	6.13
	P-CR
	Double registration solution
	Alcatel-Lucent
	P-CSCF_RES
	
	
	
	
	
	
	

	C4-131972
	
	6.13
	P-CR
	Keep alive mechanism
	Alcatel-Lucent
	P-CSCF_RES
	
	
	
	
	
	
	

	C4-131973
	
	6.15.12
	Discussion
	Camel error handling after SRF link failure
	Alcatel-Lucent
	
	
	
	
	
	
	
	

	C4-131974
	
	6.15.13
	Discussion
	Routing considerations with SMS for IMS UE without MSISDN 
	Alcatel-Lucent
	SMSMI-CT
	
	
	
	
	
	
	

	C4-131975
	
	6.15.13
	CR
	IWFs with SMS for IMS UE without MSISDN
	Alcatel-Lucent, Verizon Wireless 
	SMSMI-CT
	29.305
	0052
	B
	Rel-12
	
	
	

	C4-131976
	
	6.15.13
	CR
	Forwarding of Diameter based SRI for SMS 
	Alcatel-Lucent
	TEI12
	29.305
	0053
	F
	Rel-12
	
	
	

	C4-131977
	
	6.15.20
	CR
	Purge clarification
	NSN
	TEI12
	29.272
	0530
	F
	Rel-12
	
	
	

	C4-131978
	1845
	7.3
	CR
	PGW behaviors upon GTP Error indication
	Huawei
	eNR_EPC
	23.007
	0262r2
	F
	Rel-11
	
	
	

	C4-131979
	1679
	7.3
	CR
	PGW behaviors upon GTP Error indication
	Huawei
	eNR_EPC
	23.007
	0263r1
	F
	Rel-12
	
	
	

	C4-131980
	1871
	7.15
	CR
	NSWO via the trusted WLAN
	Huawei
	SaMOG_WLAN- CN
	29.273
	0342r3
	F
	Rel-11
	
	
	

	C4-131981
	1847
	7.15
	CR
	NSWO via the trusted WLAN
	Huawei
	SaMOG_WLAN- CN
	29.273
	0343r2
	A
	Rel-12
	
	
	

	C4-131982
	1860
	7.29.3
	CR
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	Huawei
	TEI11
	23.007
	0264r2
	F
	Rel-11
	
	
	

	C4-131983
	1861
	7.29.3
	CR
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	Huawei
	TEI11
	23.007
	0265r2
	A
	Rel-12
	
	
	

	C4-131984
	1862
	7.29.3
	CR
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	Huawei
	TEI11
	29.275
	0284r2
	F
	Rel-11
	
	
	

	C4-131985
	1863
	7.29.3
	CR
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	Huawei
	TEI11
	29.275
	0285r2
	A
	Rel-12
	
	
	

	C4-131986
	1797
	7.21
	CR
	Parameter Mapping for S6aS6d-Indicator in NOR
	Huawei
	TEI11
	29.305
	0049r3
	F
	Rel-11
	
	
	

	C4-131987
	1798
	7.21
	CR
	Parameter Mapping for S6aS6d-Indicator in NOR
	Huawei
	TEI11
	29.305
	0050r3
	A
	Rel-12
	
	
	

	C4-131988
	
	5
	Discussion
	Discussion on Notification Enhancement for Update of IMS Service Data
	Huawei
	
	
	
	
	
	
	
	

	C4-131989
	
	5
	WID
	New WID on Enhancement for Notification of IMS Service Data Update
	Huawei
	
	
	
	
	
	
	
	

	C4-131990
	
	6.13
	P-CR
	PCR on Command for Release of IMS PDN connection
	Huawei
	P-CSCF_Rest
	
	
	
	
	
	
	

	C4-131991
	
	6.13
	P-CR
	PCR on IP Overlapping with PCRF based Alternative
	Huawei
	P-CSCF_Rest
	
	
	
	
	
	
	

	C4-131992
	
	6.13
	P-CR
	PCR on Diameter realm for IMS PDN connection with PCRF based
	Huawei
	P-CSCF_Rest
	
	
	
	
	
	
	

	C4-131993
	
	6.13
	P-CR
	PCR on Continuation of the Terminating Procedure
	Huawei
	P-CSCF_Rest
	
	
	
	
	
	
	

	C4-131994
	
	6.13
	P-CR
	PCR on Objective Compliance with PCRF based Alternative
	Huawei
	P-CSCF_Rest
	
	
	
	
	
	
	

	C4-131995
	
	6.15.12
	Discussion
	Discussion on Download of SGSN CAMEL Subscription Information
	Huawei
	
	
	
	
	
	
	
	

	C4-131996
	
	6.15.12
	CR
	SGSN CAMEL Subscription Indication
	Huawei
	TEI12
	29.272
	0531
	F
	Rel-12
	
	
	

	C4-131997
	
	6.15.9
	CR
	MTRR for PSI/ATI/USSD
	Huawei
	TEI12
	23.018
	0200
	F
	Rel-12
	
	
	

	C4-131998
	
	6.15.19
	CR
	PGW update on SWx
	Huawei
	eSaMOG_St3
	29.273
	0353
	F
	Rel-12
	
	
	

	C4-131999
	
	6.15.11
	CR
	reflective QoS for BBF convergence
	Huawei
	TEI12
	29.273
	0354
	B
	Rel-12
	
	
	

	C4-132000
	
	6.15.10
	CR
	GERAN Iu Mode
	Huawei, Ericsson
	TEI-12
	23.284
	0045
	F
	Rel-12
	
	
	

	C4-132001
	
	6.11
	P-CR
	Pseudo-CR on Load control Information ID
	Huawei, Verizon
	GOCMe
	
	
	
	
	Revised in 2089
	
	

	C4-132002
	
	6.11
	P-CR
	Overload Status
	Huawei
	GOCMe
	
	
	
	
	
	
	

	C4-132003
	
	6.15.3
	CR
	Cleanup the Editors note
	Huawei
	TEI12
	29.277
	0029
	F
	Rel-12
	
	
	

	C4-132004
	
	6.15.3
	CR
	Correct the value of the Selection Mode IE
	Huawei
	TEI12
	29.274
	1396
	F
	Rel-12
	
	
	

	C4-132005
	
	6.15.3
	CR
	Cause IE condition in the Delete Session Request
	Huawei
	TEI12
	29.274
	1397
	F
	Rel-12
	
	
	

	C4-132006
	
	6.15.3
	CR
	Cause IE condition in the Delete PDP Context Request
	Huawei
	TEI12
	29.060
	0971
	F
	Rel-12
	
	
	

	C4-132007
	
	6.15.3
	CR
	S1-U eNodeB F-TEID in Create Bearer Response
	Huawei
	TEI12
	29.274
	1398
	F
	Rel-12
	
	
	

	C4-132008
	
	7.13.2
	CR
	MME Initiated Removal of MME Registration for SMS
	Huawei
	SIMTC-Reach
	29.272
	0532
	F
	Rel-11
	
	
	

	C4-132009
	
	7.13.2
	CR
	MME Initiated Removal of MME Registration for SMS
	Huawei
	SIMTC-Reach
	29.272
	0533
	A
	Rel-12
	
	
	

	C4-132010
	
	7.13.2
	CR
	MME Initiated Removal of MME Registration for SMS
	Huawei
	SIMTC-Reach
	29.002
	1166
	F
	Rel-11
	
	
	

	C4-132011
	
	7.13.2
	CR
	MME Initiated Removal of MME Registration for SMS
	Huawei
	SIMTC-Reach
	29.002
	1167
	A
	Rel-12
	
	
	

	C4-132012
	
	7.13.2
	CR
	Parameter Mapping for MME Initiated Removal of MME Registration for SMS
	Huawei
	SIMTC-Reach
	29.305
	0054
	F
	Rel-11
	
	
	

	C4-132013
	
	7.13.2
	CR
	Parameter Mapping for MME Initiated Removal of MME Registration for SMS
	Huawei
	SIMTC-Reach
	29.305
	0055
	A
	Rel-12
	
	
	

	C4-132014
	
	7.15
	CR
	EPC Access Authorization
	Huawei
	SaMOG_WLAN- CN
	29.273
	0355
	F
	Rel-11
	
	
	

	C4-132015
	
	7.15
	CR
	EPC Access Authorization
	Huawei
	SaMOG_WLAN- CN
	29.273
	0356
	A
	Rel-12
	
	
	

	C4-132016
	
	7.22
	CR
	SS code used in the Paging message
	Huawei, Ericsson
	SAES2-CSFB
	29.274
	1399
	F
	Rel-11
	
	
	

	C4-132017
	
	7.22
	CR
	SS code used in the Paging message
	Huawei, Ericsson
	SAES2-CSFB
	29.274
	1400
	A
	Rel-12
	
	
	

	C4-132018
	
	7.29.3
	CR
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	Huawei
	TEI-11
	23.380
	0047
	F
	Rel-11
	
	
	

	C4-132019
	
	7.29.2
	CR
	Update of Homogeneous Support of IMS Voice Over PS Sessions
	Huawei
	TEI11
	29.002
	1168
	F
	Rel-11
	
	
	

	C4-132020
	
	7.29.2
	CR
	Update of Homogeneous Support of IMS Voice Over PS Sessions
	Huawei
	TEI11
	29.002
	1169
	A
	Rel-12
	
	
	

	C4-132021
	
	8.16
	CR
	PGW IP Addresses in Initial Messages
	Huawei
	TEI8
	29.274
	1401
	F
	Rel-8
	
	
	

	C4-132022
	
	8.16
	CR
	PGW IP Addresses in Initial Messages
	Huawei
	TEI8
	29.274
	1402
	F
	Rel-9
	
	
	

	C4-132023
	
	8.16
	CR
	PGW IP Addresses in Initial Messages
	Huawei
	TEI8
	29.274
	1403
	F
	Rel-10
	
	
	

	C4-132024
	
	8.16
	CR
	PGW IP Addresses in Initial Messages
	Huawei
	TEI8
	29.274
	1404
	F
	Rel-11
	
	
	

	C4-132025
	
	8.16
	CR
	PGW IP Addresses in Initial Messages
	Huawei
	TEI8
	29.274
	1405
	F
	Rel-12
	
	
	

	C4-132026
	
	8.19.1
	CR
	Direct IP connectivity via non 3GPP access network
	Huawei
	TEI8
	29.273
	0357
	F
	Rel-8
	
	
	

	C4-132027
	
	8.19.1
	CR
	Direct IP connectivity via non 3GPP access network
	Huawei
	TEI8
	29.273
	0358
	A
	Rel-9
	
	
	

	C4-132028
	
	8.19
	CR
	Direct IP connectivity via non 3GPP access network
	Huawei
	TEI8
	29.273
	0359
	
	Rel-10
	
	
	

	C4-132029
	
	6.6
	CR
	Non-backwards compatible Unsuccessful Outcome
	one2many
	REP_WMD
	29.168
	0049
	F
	Rel-12
	
	
	

	C4-132030
	
	5
	WID
	Revised WID on UE Power Consumption Optimizations, Stage 3 
	Ericsson
	
	
	
	
	
	
	
	

	C4-132031
	
	6.6
	Discussion
	Discussion on the restoration of Public Warning message Delivery at eNB failure
	Ericsson
	REP_WMD
	
	
	
	
	
	This only for CT4/RAN3 joint session.
RAN3 number is R3-132175
	

	C4-132032
	
	6.11
	P-CR
	Update on the Overload Control parameter - Overload-Sequence-Number
	Ericsson
	GOCME
	
	
	
	
	Revised in 2083
	
	

	C4-132033
	
	6.15.3
	CR
	PGW and SGW Charging alignment in downlink
	Ericsson, Alcatel Lucent, Cisco, Verizon 
	TEI12
	29.274
	1406
	B
	Rel-12
	
	
	

	C4-132034
	
	6.4
	P-CR
	Reference update: draft-ietf-mmusic-udptl-dtls
	Ericsson
	eMEDIASEC-CT
	
	
	
	
	
	
	

	C4-132035
	
	6.4
	Discussion
	DISCUSION on preventing TLS establishment collision without a TLS B2BUA
	Ericsson
	eMEDIASEC-CT
	
	
	
	
	
	
	

	C4-132036
	
	6.4
	P-CR
	TCP connection establishment by passive clients
	Ericsson
	eMEDIASEC-CT
	
	
	
	
	
	
	

	C4-132037
	
	6.4
	P-CR
	MSRP IWF clarification
	Ericsson
	eMEDIASEC-CT
	
	
	
	
	
	
	

	C4-132038
	
	8.19.2
	CR
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	Ericsson
	TEI8
	29.109
	0089
	F
	Rel-8
	
	
	

	C4-132039
	
	8.19.2
	CR
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	Ericsson
	TEI8
	29.109
	0090
	A
	Rel-9
	
	
	

	C4-132040
	
	8.19.2
	CR
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	Ericsson
	TEI8
	29.109
	0091
	A
	Rel-10
	
	
	

	C4-132041
	
	8.19.2
	CR
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	Ericsson
	TEI8
	29.109
	0092
	A
	Rel-11
	
	
	

	C4-132042
	
	6.15.19
	CR
	STa Authentication for Trusted WLAN access
	Ericsson
	eSaMOG_St3
	29.273
	0360
	B
	Rel-12
	
	
	

	C4-132043
	
	6.15.21
	CR
	Adding E-SMLC provided Cell info and Cell Portion
	Ericsson
	TEI12
	29.171
	0025
	B
	Rel-12
	
	
	

	C4-132044
	
	6.15.21
	CR
	Adding E-SMLC provided Cell info and Cell Portion
	Ericsson
	TEI12
	29.172
	0024
	B
	Rel-12
	
	
	

	C4-132045
	
	6.15.21
	CR
	New AVPs for SLg on Cell-Info and Cell-Portion
	Ericsson
	TEI12
	29.230
	0370
	B
	Rel-12
	
	
	

	C4-132046
	
	7.20
	CR
	TimeZone retrieval from a Gn/Gp-SGSN
	Ericsson
	NWK-PL2IMS-CT
	29.002
	1170
	F
	Rel-11
	
	
	

	C4-132047
	
	7.20
	CR
	TimeZone retrieval from a Gn/Gp-SGSN
	Ericsson
	NWK-PL2IMS-CT
	29.002
	1171
	A
	Rel-12
	
	
	

	C4-132048
	
	6.4
	P-CR
	P-CR on clarification of eMediaSec requirements
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132049
	
	6.4
	P-CR
	P-CR on TLS to TLS interworking not in scope
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132050
	
	6.4
	P-CR
	P-CR on different TLS domains
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132051
	
	6.4
	P-CR
	P-CR on TCP client/server role assignment
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132052
	
	6.4
	P-CR
	P-CR on TCP Interworking in the MGW 
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132053
	
	6.4
	P-CR
	P-CR on Iq Requirements for End-to-access edge security for TCP-based media using TLS
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132054
	
	6.4
	P-CR
	P-CR on Iq Requirements for End-to-end security for TCP-based media using TLS
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132055
	
	6.4
	P-CR
	P-CR on Iq Procedures for End-to-access edge security for TCP-based media using TLS
	NSN
	eMEDIASEC
	
	
	
	
	
	
	

	C4-132056
	
	6.4
	P-CR
	P-CR on Iq Procedures for End-to-end security for TCP-based media using TLS
	NSN
	eMEDIASEC
	
	
	
	
	Withdrawn
	
	

	C4-132057
	1630
	4
	LS in
	LS on SMSC Usage Restriction 
	TSG SA WG1
	TEI11
	
	
	
	
	
	
	

	C4-132058
	1632
	6.15.3
	LS in
	LS to SA2 and CT4 on Charging aspects for Network Sharing (MOCN GWCN)
	TSG SA WG5
	CH8
	
	
	
	
	
	
	

	C4-132059
	1737
	4
	LS in
	LS on Roaming Forwarding of signalling for CS fall back
	TSG SA WG2
	TEI12
	
	
	
	
	
	
	

	C4-132060
	
	4
	LS in
	Reply LS on End-to-end QoS handling of MTSI
	TSG CT WG1
	End-to-end MTSI
	
	
	
	
	
	
	

	C4-132061
	
	4
	LS in
	Reply LS on UEPCOP CT considerations
	TSG CT WG1
	MTCe-UEPCOP
	
	
	
	
	
	
	

	C4-132062
	
	4
	LS in
	Reply LS on CSFB priority call handling in a network supporting Multimedia Priority Service
	TSG CT WG1
	eMPS, eMPS-CN
	
	
	
	
	
	
	

	C4-132063
	
	4
	LS in
	Reply LS to SA WG4 LS on End-to-end QoS handling of MTSI.
	TSG CT WG3
	E2EMTSI-CT
	
	
	
	
	
	
	

	C4-132064
	
	4
	LS in
	LS on error handling when the PCC rule is removed due to the S-GW restoration support
	TSG CT WG3
	eNR_EPC
	
	
	
	
	
	
	

	C4-132065
	
	4
	LS in
	Reply LS on new work item on "IMS support for RTP / RTCP transport multiplexing
	TSG CT WG3
	RTCP_MUX
	
	
	
	
	
	
	

	C4-132066
	
	4
	LS in
	Reply LS on UEPCOP considerations
	TSG RAN WG2
	MTCe-UEPCOP, FS_MTCe_RAN
	
	
	
	
	
	
	

	C4-132067
	
	4
	LS in
	Reply LS on Mitigating excessive signalling from frequent small data
	TSG RAN WG2
	MTCe-SDDTE, FS_MTCe_RAN
	
	
	
	
	
	
	

	C4-132068
	
	4
	LS in
	LS on Standardization of a Diameter interface for Circuit Switched (CS) Domain Charging
	TSG SA WG5
	CHARP
	
	
	
	
	
	
	

	C4-132069
	
	4
	LS in
	LS on FQDN formats used in MvPnC procedures
	TSG SA WG5
	SON-NM-MUPPET
	
	
	
	
	
	
	

	C4-132070
	
	6.15.4
	Discussion
	Proximity-based Services (ProSe) stage 2 status and potential CT impacts
	Qualcomm Incorporated
	
	
	
	
	
	
	
	

	C4-132071
	
	6.15.7
	Discussion
	Discussion on synchronization between the HSS and the TAS
	China Mobile
	
	
	
	
	
	
	
	

	C4-132072
	
	6.15.7
	CR
	Repository Data sharing about supplementary service between HSS and TAS
	China Mobile
	TEI12
	29.328
	0482
	B
	Rel-12
	
	
	

	C4-132073
	
	6.15
	CR
	Call Forwarding Options
	NSN
	TEI12
	23.082
	0018
	F
	Rel-12
	
	
	

	C4-132074
	
	6.3
	CR
	Drawings about IWF description for Gdd support
	Alcatel-Lucent
	Dia_SGSN_SMS
	29.305
	0056
	B
	Rel-12
	
	
	

	C4-132075
	
	6.6
	Discussion
	Reload discussion
	one2many
	REP_WMD-RFR_PWS
	
	
	
	
	
	This only for CT4/RAN3 joint session.
RAN3 number is R3-132015.
	

	C4-132076
	
	6.6
	CR
	Reload Request
	one2many
	REP_WMD-RFR_PWS
	36.413
	1157
	B
	Rel-12
	
	This only for CT4/RAN3 joint session.
RAN3 number is R3-132016.
	

	C4-132077
	
	6.6
	Discussion
	Restoration of warning message delivery upon eNB failure/ restart
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	REP_WMD-RFR_PWS
	
	
	
	
	Withdrawn
	Same as C4-131917
	

	C4-132078
	
	6.6
	CR
	PWS Restart Indication
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	REP_WMD-RFR_PWS
	36.300
	
	B
	Rel-12
	
	This only for CT4/RAN3 joint session.
RAN3 number is R3-132161
	

	C4-132079
	
	6.6
	Discussion
	Discussion paper answering the LS from CT4
	Ericsson
	REP_WMD-RFR_PWS-Core
	
	
	
	
	
	This only for CT4/RAN3 joint session.
RAN3 number is R3-132258
	

	C4-132080
	
	5
	Discussion
	MTCe Small Data and Device Triggering Enhancements (MTCe-SDDTE)
	Huawei
	
	
	
	
	
	
	
	

	C4-132081
	
	5
	WID
	New WI on CT aspects of Network Provided Location Information for IMS Trusted WLAN Access Network
	China Telecom, Alcatel-Lucent, Alcatel-Lucent Shan
	
	
	
	
	
	
	New WID
	

	C4-132082
	
	5
	WID
	Updates of P4C-_F-CT WID
	Huawei 
	
	
	
	
	
	
	Revised WID
	

	C4-132083
	2032
	6.11
	P-CR
	Update on the Overload Control parameter - Overload-Sequence-Number
	Ericsson
	GOCME
	
	
	
	
	
	
	

	C4-132084
	
	6.6
	Discussion
	Discussion on the necessity of retrieving broadcast status of warning message
	ZTE
	
	
	
	
	
	
	This only for CT4/RAN3 joint session.

RAN3 number is R3-132211
	

	C4-132085
	1922
	6.11
	P-CR
	Overload control on S2a/S2b
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	GOCMe
	
	
	
	
	
	
	

	C4-132086
	1957
	6.15.18
	Discussion
	Discussion on re-establishment of SGs/Gs association after restart/failure of VLR
	Cisco
	TEI12
	
	
	
	
	
	
	

	C4-132087
	1958
	6.15.18
	CR
	Re-establishment of the SGs/Gs association after restart/failure of VLR
	Cisco
	TEI12
	23.007
	0269r1
	F
	Rel-12
	
	
	

	C4-132088
	1931
	6.11
	P-CR
	Pseudo-CR on Propagation of MME/SGSN identity to PGW
	NSN
	GOCMe
	
	
	
	
	
	
	

	C4-132089
	2001
	6.11
	P-CR
	Pseudo-CR on Load control Information ID
	Huawei, Verizon
	GOCMe
	
	
	
	
	
	
	

	C4-132090
	1954
	6.11
	P-CR
	Load Control Information parameter: APN List
	Cisco, Verizon
	GOCME
	
	
	
	
	
	
	

	C4-132091
	
	4
	LS in
	Reply LS on new work item on "IMS support for RTP / RTCP transport multiplexing"
	TSG SA WG4
	
	
	
	
	
	
	
	

	C4-132092
	
	4
	LS in
	LS on Improved end-to-end QoS handling of MTSI
	TSG SA WG4
	E2EMTSI-S4
	
	
	
	
	
	
	

	C4-132093
	
	4
	LS in
	LS on End-to-end fixed-mobile interworking
	TSG SA WG4
	E2EMTSI-S4
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