Page 1



3GPP TSG CT4 Meeting #66bis
C4-141744
Sophia Antipolis, France; 20th – 24th October 2014



        Revision of C4-141555

	CR-Form-v11

	CHANGE REQUEST

	

	
	29.274
	CR
	1503
	rev
	2
	Current version:
	10.13.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Target Cell Identification in E-UTRAN to GERAN PS Handover

	
	

	Source to WG:
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	TEI9
	
	Date:
	2014-10-06

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Stage 2 requires to pass the Target Cell Identification in the Forward Relocation Request message during an E-UTRAN to GERAN PS Handover. 

TS 23.401subclause 5.5.2.3.1, step 3:

The Source MME determines from the 'Target System Identifier' IE that the type of handover is IRAT Handover to GERAN A/Gb mode. The Source MME initiates the Handover resource allocation procedure by sending a Forward Relocation Request (IMSI, Target Identification (shall be set to "empty"), MM Context, PDN Connections, MME Tunnel Endpoint Identifier for Control Plane, MME Address for Control plane, Source to Target Transparent Container, Packet Flow ID, XID parameters (if available), Target Cell Identification, MS Info Change Reporting Action (if available), CSG Information Reporting Action (if available), UE Time Zone, ISR Supported, RAN Cause, Serving Network) message to the target SGSN. 

However TS 29.274 does not specify any corresponding requirement. TS 29.274 currently specifies that:

· the Target Identification IE is passed in the Forward Relocation Request message during SRNS relocation procedure and handover to UTRAN/E-UTRAN procedures. 
· the Source Identification IE (which also contain the target cell id) shall be included on the S16 interface if the message is used for PS handover from GERAN/UTRAN to GERAN A/Gb mode.
The current encoding of the Source Identification IE does not allow to transfer a source ECGI. Besides TS 48.018 subclause 10.4.30 states that for a PS handover from E-UTRAN, the BSSGP PS Handover Request message does contain neither a Source Cell Identifier nor a Source RNC Identifier.
Subclause 8.51 contains the following text:

The Target Type is Cell Identifier for handover to GERAN and RAN Information Relay towards GERAN.
It is assumed that the Target Identification IE shall be used to convey the Target Cell ID during an E-UTRAN to GERAN PS Handover. 



	
	

	Summary of change:
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* * * First Change * * * *

7.3.1
Forward Relocation Request

A Forward Relocation Request message shall be sent from the source MME to the target MME over S10 interface as part of S1-based handover relocation procedure from the source MME to the target SGSN, or from the source SGSN to the target MME over S3 interface as part of Inter RAT handover and combined hard handover and SRNS relocation procedures, or from source SGSN to the target SGSN over S16 interface as part of SRNS Relocation and PS handover procedures.

A Forward Relocation Request message shall also be sent from the source MME to the target SGSN over S3 interface as part of SRVCC from E-UTRAN to UTRAN or GERAN with DTM HO support procedures and from source SGSN to the target SGSN over S16 interface as part of SRVCC from UTRAN (HSPA) to UTRAN or GERAN with DTM HO support.

Forward Relocation procedure across S10 interface (when KASME is taken into use) shall be performed according to the Rules on Concurrent Running of Security Procedures, which are specified in 3GPP TS 33.401 [12].

Table 7.3.1-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.1-1: Information Elements in a Forward Relocation Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	C
	The IMSI shall be included in the message except for the case:

· If the UE is emergency attached and the UE is UICCless.

The IMSI shall be included in the message but not used as an identifier 

· if UE is emergency attached but IMSI is not authenticated.


	IMSI
	0

	Sender's F-TEID for Control Plane
	M
	This IE specifies the address and the TEID for control plane message which is chosen by the source MME/SGSN.

This information shall be used by the target MME/SGSN to the source MME/SGSN when sending subsequent contol plane Initial messages related to the GTP tunnel for this UE.
	F-TEID
	0

	MME/SGSN UE EPS PDN Connections
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of PDN Connections
	PDN Connection 
	0

	SGW S11/S4 IP Address and TEID for Control Plane
	M
	
	F-TEID
	1

	SGW node name
	C
	This IE shall be included if the source MME or SGSN has the source SGW FQDN.
	FQDN
	0

	MME/SGSN UE MM Context
	M
	
	MM Context
	0

	Indication Flags
	C
	This IE shall be included if any of the flags are set to 1.
· Direct Forwarding Indication: This flag shall be set to 1 if direct forwarding is supported in the S1 based handover procedure. This flag shall not be set to 1 if the message is used for other handover procedures.

· Idle mode Signalling Reduction Supported Indication flag: This flag shall be set to 1 if the source MME/SGSN and associated SGW are capable to establish ISR for the UE.

· Unauthenticated IMSI: This flag shall be set to 1 if the IMSI present in the message is not authenticated and is for an emergency attached UE. 
· Change Reporting support indication flag: This flag shall be set to 1 if the Source S4-SGSN/MME supports Location Change Reporting mechanism. See NOTE1. See NOTE 2.
· CSG Change Reporting Support Indication flag: This flag shall be set to 1 if the Source S4-SGSN/MME supports CSG Information Change Reporting mechanism. See NOTE1. See NOTE 2.
· Management Based MDT allowed flag: This flag shall be set to 1 for the S1 based inter-MME handover procedure over the S10 interface, if Management Based Minimization of Drive Tests (MDT) is allowed. See 3GPP TS 36.413 [10] and 3GPP TS 32.422 [18].

	Indication
	0

	E-UTRAN Transparent Container
	C
	This IE shall be included to contain the "Source to Target Transparent Container", if the message is used for UTRAN/GERAN to E-UTRAN inter RAT handover procedure, E-UTRAN intra RAT handover procedure and 3G SGSN to MME combined hard handover and SRNS relocation procedure. The Container Type shall be set to 3.
	F-Container
	0

	UTRAN Transparent Container
	C
	This IE shall be included to contain the "Source to Target Transparent Container", if the message is used for PS handover to UTRAN Iu mode procedures, SRNS relocation procedure and E-UTRAN to UTRAN inter RAT handover procedure. The Container Type shall be set to 1.
	F-Container
	1

	BSS Container
	C
	This IE shall be included to contain the "Source BSS to Target BSS Transparent Container" if the message is used for PS handover to GERAN A/Gb mode and E-UTRAN to GERAN A/Gb mode inter RAT handover procedure. The Container Type shall be set to 2.
	F-Container     
	2

	Target Identification
	C
	This IE shall be included if the message is used for SRNS relocation procedure and handover to UTRAN/E-UTRAN procedures.
	Target Identification
	0

	
	CO
	This IE shall be included on the S3 interface if the message is used for PS handover from E-UTRAN to GERAN A/Gb mode.
	
	

	HRPD access node S101 IP address
	C
	This IE shall be included only if the HRPD pre registration was performed at the source MME
	IP-Address
	0

	1xIWS S102 IP address
	C
	This IE shall be included only if the 1xRTT CS fallback pre registration was performed at the source MME
	IP-Address
	1

	S1-AP Cause
	C
	This IE is the information received from the source eNodeB, and the source MME shall include this IE in the message. Refer to the 3GPP TS 29.010 [42] for the mapping of cause values between S1AP, RANAP and BSSGP.
	F-Cause
	0

	RANAP Cause
	C
	This IE is the information from the source RNC, the source SGSN shall include this IE in the message. Refer to the 3GPP TS 29.010 [42] for the mapping of cause values between S1AP, RANAP and BSSGP.
	F-Cause
	1

	BSSGP Cause
	C
	This IE is the information received from source BSS, and the source SGSN shall include this IE in the message. Refer to the 3GPP TS 29.010 [42] for the mapping of cause values between S1AP, RANAP and BSSGP.
	F-Cause
	2

	Source Identification
	C
	This IE shall be included on the S16 interface if the message is used for PS handover from GERAN/UTRAN to GERAN A/Gb mode.
	Source Identification
	0

	Selected PLMN ID
	C
	The old MME/SGSN shall include this IE if the selected PLMN identity is available. The Selected PLMN ID IE indicates the core network operator selected for the UE in a shared network. 
	Selected PLMN ID
	0

	Recovery
	C
	 If contacting the peer for the first time 
	Recovery
	0

	Trace Information
	C
	This IE shall be included when session trace is active for this IMSI/IMEI.
	Trace Information
	0

	Subscribed RFSP Index
	CO
	This IE shall be included during inter-MME/SGSN mobility procedures, if the source MME/SGSN receives it from an HSS.
	RFSP Index
	0

	RFSP Index in Use
	CO
	This IE shall be included only during inter-MME/SGSN mobility procedures, if the source MME/SGSN supports the feature.
	RFSP Index
	1

	CSG ID
	CO
	This IE shall be included on the S3/S10/S16 interfaces if the source MME/SGSN receives it from the source eNodeB/RNC. It indicates the target CSG ID for a handover to a CSG cell or hybrid cell.
	CSG ID
	0

	CSG Membership Indication
	CO
	This IE shall be included on the S3/S10/S16 interfaces by the source MME/SGSN if the CSG access mode is received from the source eNodeB/RNC and indicates the target cell is a hybrid cell, or if the UE has emergency bearer(s) and the target cell is a CSG cell.
	CMI
	0

	UE Time Zone
	CO
	When available, this IE shall be included by the source MME/S4-SGSN. 
	UE Time Zone
	0

	Serving Network


	CO
	This IE shall be included to indicate the current Serving Network. 
	Serving Network
	0

	MME/S4-SGSN LDN
	O
	This IE is optionally sent by the MME/S4-SGSN to the peer MME/S4-SGSN on the S3/S10/S16 interfaces (see 3GPP TS 32.423 [44]), when communicating the LDN to the peer node for the first time.
	Local Distinguished Name (LDN)
	0

	Additional MM context for SRVCC
	CO
	This IE shall be sent by the source MME/S4-SGSN to the target MME/S4-SGSN on the S3/S10/S16 interfaces if MS Classmark2, MS Classmark3 and the Supported Codec are available in the source MME/S4-SGSN.
	Additional MM context for SRVCC
	0

	Additional flags for SRVCC
	CO
	This IE shall be sent by the source MME/S4-SGSN to the target MME/S4-SGSN on the S3/S10/S16 interfaces if ICS Indicator is available in the source MME/S4-SGSN.
	Additional flags for SRVCC
	0

	STN-SR
	CO
	This IE shall be sent by the source MME/S4-SGSN to the target MME/S4-SGSN on the S3/S10/S16 interfaces if STN-SR is available in the source MME/S4-SGSN.
	STN-SR
	0

	C-MSISDN
	CO
	This IE shall be sent by the source MME/S4-SGSN to the target MME/S4-SGSN on the S3/S10/S16 interfaces if C-MSISDN is available in the source MME/S4-SGSN. The C-MSISDN is defined in 3GPP TS 23.003 [2].
	MSISDN
	0

	MDT Configuration
	CO
	This IE shall be sent by the source MME to the target MME on the S10 interface for the S1-based handover relocation procedure, if the Job Type indicates Immediate MDT. See 3GPP TS 32.422 [18] subclause 4.2.6.
	MDT Configuration
	0

	SGSN node name
	CO
	This IE shall be sent by the source SGSN on the S3 interface if both source SGSN and associated SGW support ISR. See NOTE 3.
	FQDN
	1

	MME node name
	CO
	This IE shall be sent by the source MME on the S3 interface if both source MME and associated SGW support ISR. See NOTE 3.
	FQDN
	2

	User CSG Information (UCI)
	CO
	This IE shall be sent by the source MME/S4-SGSN on the S3/S10/S16 interfaces if the source MME/SGSN has reported to the PGW that the UE is in a CSG or hybrid cell. It shall then contain the last User CSG information that the source MME/S4-SGSN has reported to the PGW. 

The absence of this IE indicates that the UE has not been reported to the PGW as being in a CSG or hybrid cell. 
	UCI
	0

	Private Extension
	O
	
	Private Extension
	VS

	NOTE 1:
3GPP TS 23.401 [3] (e.g. subclause 5.3.2.1) and 3GPP TS 23.060 [35] (e.g. subclause 9.2.2.1) defines the MME/SGSN shall send the MS Info Change Reporting Support Indication to the PGW. In such case MME/SGSN shall use the Change Reporting Support Indication and/or CSG Change Reporting Support Indication (whichever is applicable), even if stage 2 refers to MS Info Change Reporting Support Indication. 

NOTE 2:
The receiver shall ignore the per UE Change Reporting Support Indication and CSG Change Reporting Support Indication flags, as included within the Indication Flags IE above, if these flags are included per PDN connection i.e. within the Indication Flags IE of the MME/SGSN UE EPS PDN Connections IE.
NOTE 3:
According to the 3GPP TS 23.401 [3], during an inter-RAT handover procedure for a UE with ISR activated, the source MME/SGSN should select the ISR associated CN node for this UE as the target CN node for the inter RAT HO when the ISR associated CN node can serve the target access. This parameter is exchanged when ISR is being activated and used in the source MME/SGSN for this decision upon subsequent inter-RAT handover.


The PDN Connection grouped IE shall be coded as depicted in Table 7.3.1-2.

Table 7.3.1-2: MME/SGSN UE EPS PDN Connections within Forward Relocation Request

	Octet 1
	
	PDN Connection IE Type = 109 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	APN
	M
	
	APN
	0

	APN Restriction
	C
	This IE denotes the restriction on the combination of types of APN for the APN associated with this EPS bearer Context. The target MME or SGSN determines the Maximum APN Restriction using the APN Restriction. 

If available, the source MME/S4SGSN shall include this IE.
	APN Restriction
	0

	Selection Mode
	CO
	When available, this IE shall be included by the source MME/S4-SGSN
	Selection Mode
	0

	IPv4 Address
	C
	This IE shall not be included if no IPv4 Address is assigned. See NOTE 1.
	IP Address
	0

	IPv6 Address
	C
	This IE shall not be included if no IPv6 Address is assigned.
	IP Address
	1

	Linked EPS Bearer ID
	M
	This IE identifies the default bearer of the PDN Connection.
	EBI
	0

	PGW S5/S8 IP Address for Control Plane or PMIP
	M
	This IE shall include the TEID in the GTP based S5/S8 case and the GRE key in the PMIP based S5/S8 case.
	F-TEID
	0

	PGW node name
	C
	This IE shall be included if the source MME or SGSN has the PGW FQDN.
	FQDN
	0

	Bearer Contexts 
	C
	Several IEs with this type and instance values may be included as necessary to represent a list of Bearers.
	Bearer Context
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	M
	
	AMBR
	0

	Charging characteristics
	C
	This IE shall be present if charging characteristics was supplied by the HSS to the MME/SGSN as a part of subscription information.
	Charging characteristics
	0

	Change Reporting Action
	C
	This IE shall be included whenever available at the source MME/SGSN. 
	Change Reporting Action
	0

	CSG Information Reporting Action
	CO
	This IE shall be included whenever available at the source MME/SGSN.
	CSG Information Reporting Action
	0

	Indication Flags
	CO
	This IE shall be included if any of the flags are set to 1.
· Change Reporting support indication flag: This flag shall be set to 1 if the Source S4-SGSN/MME supports Location Change Reporting mechanism and if the S4-SGSN/MME has indicated the support for the Location Change Reporting mechanism to the PGW, during the session establishment and/or modification procedures. See NOTE 2.
· CSG Change Reporting Support Indication flag: This flag shall be set to 1 if the Source S4-SGSN/MME supports CSG Information Change Reporting mechanism and if the S4-SGSN/MME has indicated the support for the CSG Informatoin Change Reporting to the PGW, during the session establishment and/or modification procedures. See NOTE 2.
	Indication
	0

	Signalling Priority Indication  
	CO
	The source SGSN/MME shall include this IE if the UE indicated low access priority when establishing the PDN connection.
	Signalling Priority Indication
	0

	Change to Report Flags
	CO
	This IE shall be included by the SGSN if any one of the applicable flags is set to 1. See NOTE3.

Applicable flags:
· Serving Network Change to Report: This flag shall be set to 1 if the source SGSN has detected a Serving Network change during a RAU procedure without SGSN change but has not yet reported this change to the PGW.
· Time Zone Change to Report: This flag shall be set to 1 if the source SGSN has detected a UE Time Zone change during a RAU procedure without SGSN change but has not yet reported this change to the PGW.
	Change to Report Flags
	0

	NOTE 1: 
For deferred IPv4 address allocation, if the MME/S4-SGSN receives the PDN address "0.0.0.0" from PGW during "eUTRAN Initial Attach", "PDP Context Activation", "UE requested PDN Connectivity", then the MME/S4-SGSN shall include this IPv4 address "0.0.0.0". 

NOTE 2:
3GPP TS 23.401 [3] (e.g. subclause 5.3.2.1) and 3GPP TS 23.060 [35] (e.g. subclause 9.2.2.1) defines the MME/SGSN shall send the MS Info Change Reporting Support Indication to the PGW. In such case MME/SGSN shall use the Change Reporting Support Indication and/or CSG Change Reporting Support Indication (whichever is applicable), even if stage 2 refers to MS Info Change Reporting Support Indication. 

NOTE 3:   When UE is camping on the 3G and performs a Service Request procedure, as specified in the subclause 6.12.1 of 3GPP TS 23.060 [35], if Service Type indicates Signalling, the signalling connection is established between the MS and the SGSN for sending upper-layer signalling messages, e.g. Activate PDP Context Request, but the resources for active PDP context(s) are not allocated, therefore the change of Serving Network or UE Time Zone may not be reported to SGW/PGW for the existing PDP Contexts.


The Bearer Context grouped IE shall be coded as depicted in Table 7.3.1-3.

Table 7.3.1-3: Bearer Context within MME/SGSN UE EPS PDN Connections within Forward Relocation Request

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	TFT
	C
	This IE shall be present if a TFT is defined for this bearer.
	Bearer TFT
	0

	SGW S1/S4/S12 IP Address and TEID for user plane
	M
	
	F-TEID
	0

	PGW S5/S8 IP Address and TEID for user plane
	C
	This IE shall be present for GTP based S5/S8
	F-TEID
	1

	Bearer Level QoS
	M
	
	Bearer Level QoS
	0

	BSS Container
	CO
	The MME/S4 SGSN shall include the Packet Flow ID, Radio Priority, SAPI, PS Handover XID parameters in the TAU/RAU/Handover procedure, if available. See Figure 8.48-2. The Container Type shall be set to 2.
	F-Container
	0

	Transaction Identifier
	C
	This IE shall be sent over S3/S10/S16 if the UE supports A/Gb and/or Iu mode.
	TI
	0

	Bearer Flags
	CO
	Applicable flags:
-    ASI (Activity Status Indicator): the source S4-SGSN    shall set this indicator to 1 on the S16 interface if the bearer context is preserved in the CN without an associated RAB. 
	Bearer Flags
	0


* * * Next Change * * * *

8.51
Target Identification

The Target Identification information element is coded as depicted in Figure 8.51-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 121 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	Target Type
	

	
	6 to (n+4)
	Target ID
	


Figure 8.51-1: Target Identification

Target Type values are specified in Table 8.51-1.

The Target Type is RNC ID for SRNS relocation procedure, handover to UTRAN and RAN Information Relay towards UTRAN or GERAN operating in GERAN Iu mode. In this case the "Target ID" field shall contain a non-transparent copy of the corresponding IEs (see subclause 8.2.2) and be encoded as specified in Figure 8.51-1a below. The "Target RNC-ID" part of the "Target ID" parameter is specified in 3GPP TS 25.413 [33]. 
NOTE 1:
The ASN.1 parameter "Target ID" is forwarded non-transparently in order to maintain backward compatibility.

NOTE 2:
The preamble of the "Target RNC-ID" (numerical value of e.g. 0x20) shall not be included into octets 6 to (n+4). Also, the optional "iE-Extensions" parameter shall not be included into the GTP IE.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	6
	MCC digit 2
	MCC digit 1
	

	
	7
	MNC digit 3
	MCC digit 3
	

	
	8
	MNC digit 2 
	MNC digit 1
	

	
	9 to 10
	LAC
	

	
	11
	RAC (see NOTE 3)
	

	
	12 to 13
	RNC-ID
	

	
	a to (a+1)
	Extended RNC-ID (optional)
	


Figure 8.51-1a: Target ID for Type RNC ID
If only two digits are included in the MNC, then bits 5 to 8 of octet 7 (MNC digit 3) shall be coded as "1111".

The location area code (LAC) consists of 2 octets. Bit 8 of octet 9 is the most significant bit and bit 1 of octet 10 is the least significant bit. The coding of the location area code is the responsibility of each administration. Coding using full hexadecimal representation shall be used.
The RNC-ID consists of 2 octets and contains 12 bits long value (see 3GPP TS 25.413 [7]). Bit 4 of octet 12 is the most significant bit and bit 1 of octet 13 is the least significant bit (bits 8 to 5 of octet 12 are set to 0). The coding of the RNC-ID is the responsibility of each administration. Coding using full hexadecimal representation shall be used.
If the optional Extended RNC-ID is not included, then the length variable 'n' = 8 and the overall length of the IE is 13 octets. Otherwise, 'n' = 10 and the overall length of the IE is 15 octets. 

NOTE 3:
In the "TargetRNC-ID" ASN.1 type definition in 3GPP TS 25.413 [7] the "RAC" parameter is marked as optional. RAC is however always available at an SGSN/MME when it sends the RAC in e.g. a GTPv2 Forward Relocation Request message.

If the optional Extended RNC-ID is included, then the receiver shall ignore the RNC-ID.
The Target Type is Macro eNodeB ID for handover to E-UTRAN Macro eNodeB and RAN Information Relay towards E-UTRAN. In this case the coding of the Target ID field shall be coded as depicted in Figure 8.51-2.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	6
	MCC digit 2
	MCC digit 1
	

	
	7
	MNC digit 3
	MCC digit 3
	

	
	8
	MNC digit 2 
	MNC digit 1
	

	
	9
	Spare
	Macro eNodeB ID
	

	
	10 to 11
	Macro eNodeB ID
	

	
	12 to 13
	Tracking Area Code (TAC)
	


Figure 8.51-2: Target ID for Type Macro eNodeB

The Macro eNodeB ID consists of 20 bits. Bit 4 of Octet 9 is the most significant bit and bit 1 of Octet 11 is the least significant bit. The coding of the Macro eNodeB ID is the responsibility of each administration. Coding using full hexadecimal representation shall be used.
The Target Type is Home eNodeB ID for handover to E-UTRAN Home eNodeB. In this case the coding of the Target ID field shall be coded as depicted in Figure 8.51-3.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	6
	MCC digit 2
	MCC digit 1
	

	
	7
	MNC digit 3
	MCC digit 3
	

	
	8
	MNC digit 2 
	MNC digit 1
	

	
	9
	Spare
	Home eNodeB ID
	

	
	10 to 12
	Home eNodeB ID
	

	
	13 to 14
	Tracking Area Code (TAC)
	


Figure 8.51-3: Target ID for Type Home eNodeB

The Home eNodeB ID consists of 28 bits. See 3GPP TS 36.413 [10]. Bit 4 of Octet 9 is the most significant bit and bit 1 of Octet 12 is the least significant bit. The coding of the Home eNodeB ID is the responsibility of each administration. Coding using full hexadecimal representation shall be used.
The Target Type is Cell Identifier for E-UTRAN handover to GERAN and RAN Information Relay towards GERAN. In this case the coding of the Target ID field shall be same as the Octets 3 to 10 of the Cell Identifier IEI in 3GPP TS 48.018 [34].

Table 8.51-1: Target Type values and their meanings

	Target Types
	Values (Decimal)

	RNC ID
	0

	Macro eNodeB ID
	1

	Cell Identifier
	2

	Home eNodeB ID
	3

	<spare>
	4 to 255


* * * For Information * * * *

8.59
Source Identification

The Source Identification information element is coded as depicted in Figure 8.59-1.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 129 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5 to 12
	Target Cell ID
	

	
	13
	Source Type
	

	
	14 to (n+4)
	Source ID
	


Figure 8.59-1: Source Identification

The Target Cell ID shall be same as the Octets 3 to 10 of the Cell Identifier IEI in 3GPP TS 48.018 [34].

Source Type values are specified in Table 8.59-1.

If the Source Type is Cell ID, this indicates PS handover from GERAN A/Gb mode. In this case the coding of the Source ID field shall be same as the Octets 3 to 10 of the Cell Identifier IEI in 3GPP TS 48.018 [34].

If the Source Type is RNC ID, this indicates PS handover from GERAN Iu mode, or inter-RAT handover from UTRAN. In this case the Source ID field shall include a transparent copy of the corresponding parameter (see subclause 8.2.2), the Source RNC-ID as specified within the "Source ID" parameter in 3GPP TS 25.413 [33].
NOTE:
In fact, the ASN.1/PER encoded binary value of the "Source RNC ID" shall be copied into octets 14 to (n+4).
Table 8.59-1: Source Type values and their meanings

	Source Types
	Values (Decimal)

	Cell ID
	0

	RNC ID
	1

	reserved (NOTE)
	2

	<spare>
	3-255

	NOTE:

This value was allocated in an earlier version of the protocol and shall not be used.


* * * End of Changes * * * *

