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* * * First Change * * * *

6.2.x
 Identification of Impacted Data

There are three alternative mechanisms for identification of impacted data described in the TR. The selected options are summarized in the following table. 
	Interfaces
	Evaluation

	
	Identification with Service Indication (see clause 5.2.2)
	Identification by Data in the Request (see clause 5.2.3)
	Identification for All (see clause 5.2.4)

	IMS Sh
	Available, proposed to be reused.
	Not proposed.
	Not proposed.

	IMS Cx
	Not available.
	Available and proposed if whole user profile excluding Public User Identities is shared; Otherwise, not proposed.
	Simple, proposed to apply.

	D/Gr/S6a/S6d
	Not available.
	tbd.
	Proposed, with reuse of Reset command.


* * * Next Change * * * *

6.3.x
Identification of Impacted Data
It is recommended:
-
Reuse Service Indication for Identification of Impacted Data over IMS Sh interface.
-
For IMS Cx interface, use identification by the data in the Request if full user profile is shared; Otherwise, use identification for all.
Editor’s Note:
It is to be determined if other solutions can be applied for shared data update for S6a/S6d interfaces, e.g. IDR/IDA and DSR/DSA, in which shared data can be identified by the data in the Request.

* * * End of Changes * * * *

