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1. Introduction

In TS 23.380 CR0054, there is an editor’s note for ISR, as following

7.
Upon reception of the P-CSCF Restoration indication from the HSS, the MME/SGSN from the received IMSI, identifies the UE and finds the corresponding IMS APN. 
Editor’s Note: 
It is FFS the analysis on ISR implications.
ISR active means that the UE is registered at MME and at SGSN and may reselect freely between RAs and TAs under the registered MME and SGSN. And the related MME and SGSN are both registered at SGW and HSS.  So when the subscriber data related to both MME and SGSN are changed or updated in HLR/HSS, HSS shall update data of both SGSN and MME.   

· New added P-CSCF Restoration indication IE has been supported in the Diameter and MAP interface between HSS and SGSN, MME via TS 29.272 CR0567, TS 29.002 CR1181 and TS 29.305 CR0058.  
· After receiving P-CSCF Restoration Indication from S-CSCF, HLR/HSS shall send the indication to both MME and SGSN, unless MME and SGSN don’t support it. And the action in SGSN and MME are described in TS 29.060 CR0987 and TS 29.274 CR1499.
In other words, procedure, message and IE related to P-CSCF Restoration in HLR/HSS, SGSN and MME, have been supported and described implicitly when ISR function is activated.  
2. Proposal
It is recommended to delete the editor’s note for ISR.

