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* * * First Change * * * *

5.3.2
Simple Data Types

This subclause specifies common simple data types.

Table 5.3.2-1: Simple Data Types
	Type Name
	Type Definition
	Description

	Dnn
	string
	String representing a Data Network as defined in subclause 9A of 3GPP TS 23.003 [7].

	Gpsi
	string
	String identifying a Gpsi shall contain either an External Id or an MSISDN. It shall be formatted as follows for:

-External Identifier "extid-<extid>, <extid> shall be formatted according to subclause 19.7.2 of 3GPP TS 23.003 [7] that describes an External Identifier.

-MSISDN "msisdn-<msisdn>, <msisdn> shall be formatted according to subclause 3.3 of 3GPP TS 23.003 [7] that describes an MSISDN.

In an OpenAPI Specification [3] schema, the format shall be designated as "Gpsi". 

pattern: '(msisdn-[0-9]{5,15}|extid-.+|.+)'

	GroupId
	string
	String identifying a group of devices network internal globally unique ID which identifies a set of IMSI subclause 19.9 of 3GPP TS 23.003 [7]s. 
pattern: '(^groupid-[A-Fa-f0-9]{8}-[0-9]{3}-[0-9]{2,3}-([A-Fa-f0-9][A-Fa-f0-9]){1,10}$)'.

	Pei
	string
	String Identifying a Permanent Equipment, if it contains an IMEI or IMEISV it is defined as specified in subclause 6.2 of 3GPP TS 23.003 [7]. 
pattern: '(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)'.

	Supi
	string
	String identifying a Supi shall contain either an IMSI or an NAI. It shall be formatted as follows for:

-IMSI "imsi-<imsi>, <imsi> shall be formatted according to subclause 2.2 of 3GPP TS 23.003 [7] that describes an IMSI.

-NAI "nai-<nai>, <nai> shall be formatted according to subclause 14.3 of 3GPP TS 23.003 [7] that describes an NAI.

To enable that the value is used as part of a URI, the string shall only contain characters allowed according to the "lower-with-hyphen" naming convention defined in 3GPP TS 29.501 [2]. In an OpenAPI Specification [3] schema, the format shall be designated as "Supi".
pattern: '(imsi-[0-9]{5,15}|nai-.+|.+)'

	NfInstanceId
	string
	String uniquely identifying a NF instance. The format of the NF Instance ID shall be a Universally Unique Identifier (UUID) version 4, as described in IETF RFC 4122 [15].

	AmfId
	string
	String identifying the AMF ID composed of AMF Region ID (8 bits), AMF Set ID (10 bits) and AMF Pointer (6 bits) as specified in subclause 2.10.1 of 3GPP TS 23.003 [7].
It is encoded as a string of 6 hexadecimal characters (i.e., 24 bits)
Pattern: '^[A-Fa-f0-9]{6}$'

	RfspIndex
	integer
	Unsigned integer represents the "Subscriber Profile ID for RAT/Frequency Priority" as specified in 3GPP TS 36.413 [16].

Minimum = 1. Maximum = 256.


* * * End of Changes * * * *


