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1. Introduction

Within SA2 specification (TS 23.273), UE can invoke the MO-LR service request towards core network to obtain the location information of itself. Besides, UE can also require the core network to transfer its location information to the dedicated external client in order to execute specific service UE requires in the MO-LR request.

Therefore, in accordance with SA2 content described in TS 23.273, it is reasonable to update the service operation of GMLC to support Ngmlc_Location_ LocationUpdateNotify service operation.

2. Reason for Change

Relevant description is missing.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 29.515 v0.3.0.

FIRST CHANGE
5.2.2.3
LocationUpdateNotify
5.2.2.3.1
General
The service operation is used during the procedure:

-
5GC-MO-LR Procedure (see 3GPP TS 23.273 [2], clause 6.2)

The LocationUpdateNotify enables the UE to update UE location information towards the consumer NF. The notification is delivered to VGMLC address which is locally configured on AMF or provided by UE or HGMLC address which may be locally configured on VGMLC or retrieved from UDM of UE.
The NF Service Consumer (e.g. AMF) shall invoke the service operation by sending POST to the URI of the "loc-update-notify" custom operation on the "Individual UE Context" resource. See also figure 5.2.2.3.1-1.
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Figure 5.5.2.3.1-1: NF Service Consumer notify location update information of the UE
1.
The NF Service Consumer shall send a POST request to the resource URI of "loc-update-notify" custom operation of the "Individual UE context" resource of the GMLC. The payload body of the POST request shall contain event causing the location estimate (5GC-MO-LR), location estimate, age of location estimate, accuracy indication, LCS QoS class, and may contain pseudonym indicator, identity of the LCS client, identity of the AF, GMLC address, service identity specified by UE.

2a.
On success, "204 No Content" shall be returned.
2b.
On failure, one of the HTTP status code shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error.
END OF CHANGES
3GPP

SA WG2 TD


_1631125405.vsd
NF Service Consumer


GMLC


1. POST {locationUpdateNotificationAdress}/{ueId}/loc-update-notify (LocationUpdateNotifyData)


2a. 204 No Content
2b. 4xx/5xx (ProblemDetails)



