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* * * First Change * * * *
[bookmark: _Toc21948840][bookmark: _Toc24978713][bookmark: _Toc34346438][bookmark: _Toc34740515][bookmark: _Toc34747874][bookmark: _Toc34748250][bookmark: _Toc34749240][bookmark: _Toc35940293]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[7]	3GPP TS 29.335: "User Data Repository Access Protocol over the Ud interface; Stage 3".
[8]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[9]	OpenAPI Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md
[10]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[11]	IETF RFC 7807: "Problem Details for HTTP APIs".
[12]	IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[13]	3GPP TS 23.003: "Numbering, addressing and identification".
[14]	3GPP TS 33.203: "Access security for IP-based services".
[15]	3GPP TS 29.503: "Unified Data Management Services; Stage 3".
[16]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[17]	IETF RFC 4740: "Diameter Session Initiation Protocol (SIP) Application".
[18]	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[19]	IETF RFC 4412: "Communications Resource Priority for the Session Initiation Protocol".
[20]	3GPP TS 29.228: " IP Multimedia (IM) Subsystem Cx and Dx interfaces;Signalling flows and message contents".
[21]	3GPP TS 29.218: " IP Multimedia (IM) session handling; IM call model; Stage 2".
[22]	IETF RFC 3261: "SIP: Session Initiation Protocol".
[23]	IETF RFC 8497: "Marking SIP messages to be logged".
[24]	3GPP TS 24.323: "3GPP IP Multimedia Subsystem (IMS) service level tracing Management Object (MO)".
[25]	3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".
[26]	3GPP TS 29.273: "Evolved Packet System (EPS); 3GPP EPS AAA interfaces".
[27]	IETF RFC 4776: "Dynamic Host Configuration Protocol (DHCPv4 and DHCPv6) Option for Civic Addresses Configuration Information".
[28]	IETF RFC 2045: "Multipurpose Internet Mail Extensions(MIME) Part One: Format of Internet Message Bodies".
[29]	ETSI ES 283 034: "Network Attachment Sub-System (NASS); e4 interface based on the DIAMETER protocol".
[30]	3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[X1] 	3GPP TS 23.380: "IP Multimedia Subsystem (IMS); IMS Restoration Procedures".
* * * Next Change * * * *
[bookmark: _Toc21948852][bookmark: _Toc24978725][bookmark: _Toc34346450][bookmark: _Toc34740527][bookmark: _Toc34747886][bookmark: _Toc34748262][bookmark: _Toc34749252][bookmark: _Toc35940305][bookmark: _Toc34346465][bookmark: _Toc34740542][bookmark: _Toc34747901][bookmark: _Toc34748277][bookmark: _Toc34749267][bookmark: _Toc35940320]5.2.2.1	Introduction
For the Nhss_imsUEContextManagement service the following service operations are defined:
-	Registration
-	DeregistrationNotification
-	Deregistration
-	Authorize
-	Update
-	RestorationInfoGet
-	RestorationInfoUpdate
IMS restoration procedures are specified in 3GPP TS 23.380 [X1].
The Nhss_imsUEContextManagement Service is used by Consumer NFs (I-CSCF/S-CSCF) to:
-	register at the HSS by means of the Registration service operation (S-CSCF)
-	get notified by means of the DeregistrationNotification service operation when HSS decides to deregister the registered consumer NF (S-CSCF)
-	deregister from the HSS by means of the Deregistration service operation (S-CSCF)
-	request registration authorization from HSS by means of the Authorize service operation (I-CSCF)
-	update registration information stored at the HSS by means of the Update service operation (S-CSCF)
-	retrieve Restoration Information stored at the HSS by means of the RestorationInfoGet service operation (S-CSCF)
-	update Restoration Information stored at the HSS by means of the RestorationInfoUpdate service operation (S-CSCF)
* * * Next Change * * * *
5.2.2.6.2	Restoration Information Retrieval
Figure 5.2.2.6.2-1 shows a scenario where the NF service consumer (S-CSCF) sends a request to the HSS to retrieve the information related to a specific registration for a registered user (e.g. during a registration procedure, or during a terminating request procedure). The request contains the IMS UE's identity (/{imsUeId}) which shall be an IMPU.


Figure 5.2.2.6.2-1: Restoration Information Retrieval
1.	The NF service consumer (S-CSCF) sends a GET request to the resource representing the UE's S-CSCF restoration information.
2a.	On success, the HSS responds with "200 OK" with the message body containing the UE's S-CSCF restoration information. The S-CSCF shall send a request to the HSS to retrieve the UE's IMS profile as specified in clause 5.3.2.2.4.
2b.	If there is no valid restoration data for the UE, HTTP status code "404 Not Found" shall be returned and it should include additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.
* * * Next Change * * * *
[bookmark: _Toc34346468][bookmark: _Toc34740545][bookmark: _Toc34747904][bookmark: _Toc34748280][bookmark: _Toc34749270][bookmark: _Toc35940323]5.2.2.7.2	Restoration Information Update
S-CSCF backup and update of S-CSCF restoration information in HSS is specified in clause 4.6 of 3GPP TS 23.380 [X1].
Figure 5.2.2.7.2-1 shows a scenario where the S-CSCF sends a request to update restoration information at the HSS (see also 3GPP TS 23.228 [6] clause 4.24). The request contains the IMS UE's identity (/{imsUeId}) which shall be an IMPU.


Figure 5.2.2.7.2-1: Restoration Information Update
1.	The S-CSCF sends a PUT request to the resource representing the UE's S-CSCF restoration information to update or create S-CSCF restoration information.
2a.	If there are S-CSCF restoration information related to the IMS Public Identity stored in the HSS, the HSS updates the Scscf Restoration Information resource by replacing it with the received restoration information and responds with "200 OK" or "204 No Content".
2b.	If the resource does not exist (there is no previous S-CSCF restoration information stored in HSS for that user), HSS stores the received S-CSCF restoration data and responds with HTTP Status Code "201 created".
2c.	If the request can't be accepted (e.g. the S-CSCF is not allowed to create/update the restoration information), HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PUT response body.
* * * End of Changes * * * *
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