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4 (U)SAT Framework

4.5
Exception Handling

4.5.1
General Behaviour

Test Area Reference: Ufw_Exh_Genb

4.5.1.1
Conformance requirement

4.5.1.1.1
Normal execution

· CRRN1: If more than one Applet shall be triggered by the currently processed event all Exceptions shall be caught by the USAT Framework and shall not be sent to the terminal. The USAT Framework shall proceed with the triggering.

· CRRN2: If only one Applet shall be triggered by the currently processed event and an ISOException with the reason code REPLY_BUSY is thrown, it shall be sent to the terminal using the Status Word 0x9300.

· CRRN3: If only one Applet shall be triggered by the currently processed event other Exceptions than an ISOException with the reason code REPLY_BUSY shall not be propagated to the terminal.

4.5.1.1.2
Parameter errors

No requirements.

4.5.1.1.3
Context errors

No requirements.

4.5.1.2
Test area files

Test Source:
Test_Ufw_Exh_Genb.java

Test Applet:
Ufw _Exh_Genb_1.java



Ufw _Exh_Genb_2.java

Cap File:
ufw_exh_genb.cap

4.5.1.3
Test coverage

	CRR Number
	Test Case Number

	CRRN1
	1, 2, 3, 4


4.5.1.4 Test procedure

	Id
	Description
	API/CAT RE Expectation
	APDU Expectation

	0
	Applet1 is installed and registers to EVENT_FORMATTED_SMS_PP_ENV EVENT_UNFORMATTED_SMS_PP_ENV and

Applet2 is installed and registers to 

EVENT_UNFORMATTED_SMS_PP_ENV and EVENT_UNFORMATTED_SMS_CB
	
	

	1
	ISOException REPLY_BUSY is not sent to the terminal in multi triggering

1- Send an envelope Event Unformatted SMS PP ENV (multi triggering event, multi registered applets)

4- Send an envelope Event Unformatted SMS PP ENV (multi triggering event, multi registered applets)

 
	1- Applet1 is triggered

2- Applet1 sends a ISOException with the reason code REPLY_BUSY then finalizes

Applet2 is triggered, does nothing and finalizes

4- Applet1 is triggered, does nothing and finalizes

Applet2 is triggered, sends a ISOException with the reason code REPLY_BUSY then finalizes


	3- SW = 90 00

5- SW = 90 00



	2
	ISOException REPLY_BUSY is sent to the terminal in single triggering

1- Send an envelope Event formatted SMS PP ENV to trigger Applet1 (single triggering event)

2- Send an envelope Event Unformatted SMS CB (multi triggering event, single registered applet)


	1- Applet1 is triggered, sends a ISOException with the reason code REPLY_BUSY then finalizes

2- Applet2 is triggered, sends a ISOException with the reason code REPLY_BUSY then finalizes
	1- SW = 93 00

2- SW = 93 00

	3
	Other exception than ISOException REPLY_BUSY are not sent to the terminal 

1- Send an envelope Event formatted SMS PP ENV to trigger Applet1 (single triggering event)

2- Send an envelope Event formatted SMS PP ENV to trigger Applet1 (single triggering event)
	1- Applet1 is triggered, sends a ISOException with reason code different to REPLY_BUSY then finalizes

2- Applet1 is triggered, sends a ToolkitException then finalizes
	1- SW = 90 00

2- SW = 90 00


4.5.2
Interaction with Multiple Triggering

Test Area Reference: Ufw_Exh_Imtg

4.5.2.1
Conformance requirement

4.5.2.1.1
Normal execution:

· CRRN1: An exception thrown by a toolkit applet, will not influence toolkit applets registered to the same event.

4.5.2.1.2
Parameter errors

No requirements.

4.5.2.1.3
Context errors

No requirements.

4.5.2.2
Test area files

Test Source:
Test_Ufw_Exh_Imtg.java

Test Applet:
Ufw_Exh_Imtg_1.java



Ufw_Exh_Imtg_2.java

Cap File:
ufw_exh_imtg.cap

4.5.2.3
Test coverage

	CRR Number
	Test Case Number

	CRRN1
	1, 2, 3


4.5.2.4
Test procedure

	Id
	Description
	API/CAT RE Expectation
	APDU Expectation

	0
	Load/install 2 toolkit applets registered to EVENT_UNFORMATTED_SMS_PP_ENV, EVENT_UNFORMATTED_SMS_PP_UPD, EVENT_UNFORMATTED_SMS_CB
Applet1: Priority= 0x01, 

Applet2: Priority= 0x02, 

(i.e. Applet1 is triggered before Applet2)
	
	

	1
	UNFORMATTED_SMS_PP_ENV is sent 


	1- Applet1 is triggered

2- NullPointerException is thrown

3- Applet2 is triggered
	

	2
	UNFORMATTED_SMS_PP_UPD is sent 


	1- Applet1 is triggered

2- NullPointerException is thrown

3- Applet2 is triggered
	

	3
	UNFORMATTED_SMS_CB is sent
	1- Applet1 is triggered

2- NullPointerException is thrown

3- Applet2 is triggered
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