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1	Introduction
This paper provides summary of discussions at RAN#113-e on:
CB: # QoE4_Mobility
- Whether signaling and management based QoE support mobility continuity?
- Introduce new IEs (e.g. indicate signalling/management based QoE, mark ongoing QoE measurement, indicate the pause status, etc) for QoE mobility?
-Whether/how to add the QoE configuration message or new IEs into the XnAP HANDOVER REQUEST, NGAP HANDOVER REQUIRED, NGAP HANDOVER REQUEST, and XnAP RETRIEVE UE CONTEXT RESPONSE?
- In the case when target gNB does not support QoE, RAN should release all QoE configuration? QoE reporting should be paused and the QoE configuration should be stored with limitation (e.g. a timer)? Target node should store the QoE configuration received from source node?
- Discuss the following aspects on overriding issue: Whether the overriding scenario exists for management based QoE and signalling based QoE? Postpone the discussion and waiting for other WGs (e.g. RAN2, SA4) input? A signalling based QoE configuration can override another management based QoE configuration? A signaling based QoE configuration can override another signaling based QoE configuration? A management based QoE configuration can override another management based QoE configuration?
- UE should keep performing the signalling/management based QoE measurement when UE is out of the area scope? Check with RAN2?
- Capture agreements and open issues
(Nok - moderator)
For first round of the discussion it is proposed to handle the above discussion points that are in relation with open points captured at previous meeting:
Whether a management based QoE configuration can be released before handover or if it must be propagated to target node to fulfil SA4 requirement on QoE measurement continuity; pending SA5 reply LS on support for management-based QoE and SA4 reply LS on ongoing session continuity requirement.
Whether a QoE Measurement Type indicator is included in QoE configuration and signaled to target node during Handover preparation and Retrieve UE Context Procedures
Whether a management based QoE configuration can override another management based QoE configuration and whether a signaling based QoE configuration can override another signaling based QoE configuration.
Upon reception of a non-supporting QoE configuration, whether the target node should discard the non-supporting QoE configuration or store it in order forward it to a subsequent node during future handovers/resume.
Input for first round is appreciated by EOB Friday, August 20.
2	For the Chairman’s Notes 
[To be completed]

3	Discussion
3.1 Issue 1 - Propagation of QMC configuration during mobility
The following open point has been captured by the chairman based on contributions to previous and present meeting: 
Whether a management based QoE configuration can be released before handover or if it must be propagated to target node to fulfil SA4 requirement on QoE measurement continuity; pending SA5 reply LS on support for management-based QoE and SA4 reply LS on ongoing session continuity requirement.
- Whether signaling and management based QoE support mobility continuity?
Status as per moderator's understanding: There is currently consensus on propagation of s-based QMC configuration for Xn HO, while some companies indicate that the CN will send the required configuration directly to the target node (see 3947, 4074) in case of NG HO. Also, as captured at previous meeting, for m-based QMC configuration this question is pending SA5 and SA4 reply. Please comment whether something is missing or wrong in this status.
	Company
	Comment

	
	

	
	

	
	



3.2 Issue 2 - Handling in case of HO to a non-supporting target gNB
The following open point has been captured by the chairman based on contributions to previous and present meeting: 
Upon reception of a non-supporting QoE configuration, whether the target node should discard the non-supporting QoE configuration or store it in order forward it to a subsequent node during future handovers/resume.
- In the case when target gNB does not support QoE, RAN should release all QoE configuration? QoE reporting should be paused and the QoE configuration should be stored with limitation (e.g. a timer)? Target node should store the QoE configuration received from source node?
Status as per moderator's understanding: In the submitted tdocs handling this question, there seems to be consensus to release the QMC configuration at the UE in this scenario. Please comment whether something is missing or wrong in this status.
	Company
	Comment

	
	

	
	

	
	



3.3 Issue 3 - Overriding configurations
The following open point has been captured by the chairman based on contributions to previous and present meeting: 
Whether a management based QoE configuration can override another management based QoE configuration and whether a signaling based QoE configuration can override another signaling based QoE configuration.
- Discuss the following aspects on overriding issue: Whether the overriding scenario exists for management based QoE and signalling based QoE? Postpone the discussion and waiting for other WGs (e.g. RAN2, SA4) input? A signalling based QoE configuration can override another management based QoE configuration? A signaling based QoE configuration can override another signaling based QoE configuration? A management based QoE configuration can override another management based QoE configuration?
Please provide your view.
	Company
	Comment

	
	

	
	

	
	



3.4 Issue 4 - Area scope handling
The following open point has been captured by the chairman based on contributions to the present meeting: 
- UE should keep performing the signalling/management based QoE measurement when UE is out of the area scope? Check with RAN2?
Please provide your view.
	Company
	Comment

	
	

	
	

	
	



3.5 Issue 5 - Inter-node transfer of additional information
The following open point has been captured by the chairman based on contributions to previous and present meeting: 
Whether a QoE Measurement Type indicator is included in QoE configuration and signaled to target node during Handover preparation and Retrieve UE Context Procedures
- Introduce new IEs (e.g. indicate signalling/management based QoE, mark ongoing QoE measurement, indicate the pause status, etc) for QoE mobility?
Please provide your view on whether any of this additional information, i.e. information available in the source node but not explicitly part of the QMC configuration provided by the OAM or the CN, should be transferred in case of inter-node mobility.
	Company
	Comment

	
	

	
	

	
	




4	Conclusion, Recommendations [if needed]
If needed
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