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1. Overall Description:

RAN3 realized that a LS from RAN2 to RAN4 in R2-2206662,RAN2 agreed handover scenario for Redcap UE. RAN3 discussed the need of exchanging SSB type information for Redcap over Xn so the source gNB can configure the Redcap UE to perform neighbour cell measurements that associated with NCD-SSBs or CD-SSBs.
RAN3 discussed a way to identify the Redcap-specific NCD-SSB, implicitly from the Rel-15 RRC MeasurementTimingConfiguration + XNAP (Rel17) RedCap Broadcast Information IE in the Served Cell Information NR IE.

(note that in the XNAP: Served Cell Information NR IE, from Rel-15 RRC:MeasurementTimingConfiguration can identify NCD-SSB implicitly)
However there was a question that if NCD-SSBs associated with a cell includes legacy NCD-SSB (supports neither camping on nor handover) and Redcap-specific NCD-SSB (supports handover while doesn’t support camping on), then how to distinguish them?
Therefore RAN3 would like to ask RAN2 if it would be possible to identify SSB type (NCD-SSBs) associated to a cell that is specific for Redcap from the SSB information carried in the MeasurementTimingConfiguration inter-node RRC message?
2. Actions:

To RAN2 group.

ACTION: 
RAN3 kindly requests RAN2 to answer the question above. 
3. Date of Next RAN3 Meetings:
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