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[bookmark: _Ref145428603]Introduction
Agreement 1: One “Provision Request message includes one “OD-SIB1 config R19” referring to the TS 38.331 definition, it is a RRC Container in octet string (presence M)  +  one NES Cell ID (presence M ) +  one Cell-A ID (presence O )
Agreement 2: Cell A gNB-CU encoding the SIBxx.
Agreement 3: The NES gNB-CU sends the indication to NES gNB-DU. The NES gNB-DU MAY go to OD-SIB 1 operation up to gNB-DU decision.


[bookmark: _Ref145530078][bookmark: _Ref148950769][bookmark: _Ref188370236]Text Proposal for BL CR for TS 38.423

*************** Start of TP ***************

[bookmark: _Toc20955156][bookmark: _Toc29991351][bookmark: _Toc36555751][bookmark: _Toc44497429][bookmark: _Toc45107817][bookmark: _Toc45901437][bookmark: _Toc51850516][bookmark: _Toc56693519][bookmark: _Toc64447062][bookmark: _Toc66286556][bookmark: _Toc74151251][bookmark: _Toc88653723][bookmark: _Toc97904079][bookmark: _Toc98868123][bookmark: _Toc105174407][bookmark: _Toc106109244][bookmark: _Toc113825065][bookmark: _Toc155959725]Editor’s Note: The procedure, message and the IE names are FFS
Editors Note: How to address the role of the NG-RAN node1 and NG-RAN node2 to be further discussed.

8.x.x	UL WUS Configuration Provision (FFS)
[bookmark: _CR8_4_3_1]8.x.x.1	General
The purpose of the UL WUS Configuration Provision procedure is to enable an NG-RAN node1 to provide UL WUS configuration information to NG-RAN node2 “and request NG-RAN node2 to transmit UL WUS configuration information (FFS)”.
“The procedure is also used to enable an NG-RAN node1 to request NG-RAN node2 to stop transmission of UL WUS configuration.  (FFS)”
The procedure uses non UE-associated signaling.	
[bookmark: _CR8_4_3_2][bookmark: _Toc20955158][bookmark: _Toc29991353][bookmark: _Toc36555753][bookmark: _Toc44497431][bookmark: _Toc45107819][bookmark: _Toc45901439][bookmark: _Toc51850518][bookmark: _Toc56693521][bookmark: _Toc64447064][bookmark: _Toc66286558][bookmark: _Toc74151253][bookmark: _Toc88653725][bookmark: _Toc97904081][bookmark: _Toc98868125][bookmark: _Toc105174409][bookmark: _Toc106109246][bookmark: _Toc113825067][bookmark: _Toc155959727]8.x.x.2	Successful Operation


[bookmark: _CRFigure8_4_3_21]Figure 8.x.x.2-1: UL WUS Configuration Provision, successful operation
If the “start with UL WUS Configuration” (details on this codepoint/choice of “start with UL WUS Configuration” are FFS) is included in the UL WUS CONFIGURATION PROVISION REQUEST (Naming FFS) message, the NG-RAN node2shall, if supported, broadcast UL WUS Configuration (Naming FFS) in SIBx (SIB naming FFS) and reply with the UL WUS CONFIGURATION PROVISION RESPONSE (Naming FFS) message. The NG-RAN node2 stores the UL WUS configuration information (Naming FFS).	
· If Cell-A ID (naming FFS) is included in the UL WUS CONFIGURATION PROVISION REQUEST (Naming FFS) message, the NG-RAN node2 shall, if supported, broadcast the UL WUS Configuration information (Naming FFS) in the cell indicated by Cell-A ID (naming FFS).

If the “stop” is included in the UL WUS CONFIGURATION PROVISION REQUEST (Naming FFS) message, the NG-RAN node2 shall, if supported, stop broadcasting UL WUS Configuration (Naming FFS) in SIBx (SIB naming FFS). NG-RAN node2 removes the received UL WUS Configuration.


[bookmark: _CR8_4_3_3][bookmark: _Toc20955159][bookmark: _Toc29991354][bookmark: _Toc36555754][bookmark: _Toc44497432][bookmark: _Toc45107820][bookmark: _Toc45901440][bookmark: _Toc51850519][bookmark: _Toc56693522][bookmark: _Toc64447065][bookmark: _Toc66286559][bookmark: _Toc74151254][bookmark: _Toc88653726][bookmark: _Toc97904082][bookmark: _Toc98868126][bookmark: _Toc105174410][bookmark: _Toc106109247][bookmark: _Toc113825068][bookmark: _Toc155959728]8.x.x.3	Unsuccessful Operation


[bookmark: _CRFigure8_4_3_31]Figure 8.x.x.3-1: UL WUS Configuration Provision, unsuccessful operation
[bookmark: _Hlk197073885]If the NG-RAN node2 cannot broadcast UL WUS Configuration in SIBx (Naming FFS), or a failure occurs during UL WUS Configuration Provision (Naming FFS), the NG-RAN node2 shall send UL WUS CONFIGURATION PROVISION FAILURE (Naming FFS) message. The message shall contain the Cause IE with an appropriate value.

[bookmark: _Toc20955160][bookmark: _Toc29991355][bookmark: _Toc36555755][bookmark: _Toc44497433][bookmark: _Toc45107821][bookmark: _Toc45901441][bookmark: _Toc51850520][bookmark: _Toc56693523][bookmark: _Toc64447066][bookmark: _Toc66286560][bookmark: _Toc74151255][bookmark: _Toc88653727][bookmark: _Toc97904083][bookmark: _Toc98868127][bookmark: _Toc105174411][bookmark: _Toc106109248][bookmark: _Toc113825069][bookmark: _Toc155959729]8.x.x.4	Abnormal Conditions
Void.

[bookmark: _Hlk44418834][bookmark: _Toc44497469][bookmark: _Toc45107857][bookmark: _Toc45901477][bookmark: _Toc51850556][bookmark: _Toc56693559][bookmark: _Toc64447102][bookmark: _Toc66286596][bookmark: _Toc74151291][bookmark: _Toc88653763][bookmark: _Toc97904119][bookmark: _Toc98868163][bookmark: _Toc105174447][bookmark: _Toc106109284][bookmark: _Toc113825105][bookmark: _Toc155959765]8.x.y	UL WUS Configuration Transmission Status Update (FFS)
[bookmark: _CR8_4_11_1][bookmark: _Toc44497470][bookmark: _Toc45107858][bookmark: _Toc45901478][bookmark: _Toc51850557][bookmark: _Toc56693560][bookmark: _Toc64447103][bookmark: _Toc66286597][bookmark: _Toc74151292][bookmark: _Toc88653764][bookmark: _Toc97904120][bookmark: _Toc98868164][bookmark: _Toc105174448][bookmark: _Toc106109285][bookmark: _Toc113825106][bookmark: _Toc155959766]8.x.y.1	General
This procedure is initiated by an NG-RAN node2 to inform a neighbouring NG-RAN node1 about a previously admitted UL WUS configuration provision being stopped.
The procedure uses non UE-associated signalling.
[bookmark: _CR8_4_11_2][bookmark: _Toc44497471][bookmark: _Toc45107859][bookmark: _Toc45901479][bookmark: _Toc51850558][bookmark: _Toc56693561][bookmark: _Toc64447104][bookmark: _Toc66286598][bookmark: _Toc74151293][bookmark: _Toc88653765][bookmark: _Toc97904121][bookmark: _Toc98868165][bookmark: _Toc105174449][bookmark: _Toc106109286][bookmark: _Toc113825107][bookmark: _Toc155959767]8.x.y.2	Successful Operation


[bookmark: _CRFigure8_4_11_21]Figure 8.x.y.2-1: UL WUS Configuration Transmission Status Update, successful operation
The NG-RAN node2 shall indicate that a previously admitted UL WUS configuration provision in the UL WUS CONFIGURATION PROVISION STATUS message is being stopped.

[bookmark: _CR8_4_11_3][bookmark: _Toc44497472][bookmark: _Toc45107860][bookmark: _Toc45901480][bookmark: _Toc51850559][bookmark: _Toc56693562][bookmark: _Toc64447105][bookmark: _Toc66286599][bookmark: _Toc74151294][bookmark: _Toc88653766][bookmark: _Toc97904122][bookmark: _Toc98868166][bookmark: _Toc105174450][bookmark: _Toc106109287][bookmark: _Toc113825108][bookmark: _Toc155959768]8.x.y.3	Unsuccessful Operation
[bookmark: _CR8_4_11_4][bookmark: _Toc44497473][bookmark: _Toc45107861][bookmark: _Toc45901481][bookmark: _Toc51850560][bookmark: _Toc56693563][bookmark: _Toc64447106][bookmark: _Toc66286600][bookmark: _Toc74151295][bookmark: _Toc88653767][bookmark: _Toc97904123][bookmark: _Toc98868167][bookmark: _Toc105174451][bookmark: _Toc106109288][bookmark: _Toc113825109][bookmark: _Toc155959769]Not applicable.
8.x.y.4	Abnormal Conditions
Void.
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9.x.x.x	UL WUS CONFIGURATION PROVISION REQUEST
This message is sent by the NG-RAN node1 to the peer NG-RAN node2 to request or stop provisioning of an UL WUS configuration in one or more cells.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE Request Type
	M
	
	
	
	YES
	reject

	>Start
	
	
	
	
	
	

	  >> UL WUS Configuration
	M
	
	OCTET STRING
	Includes the xyz message as defined in subclause a.b.c of TS 38.331 [10].
	–
	

	  >> NES Cell ID
	M
	
	NR CGI
9.2.2.7
	Indicate cell of the NG-RAN node1 for which the request applies.
	–
	

	  >> Cell-A ID
	O
	
	NR CGI
9.2.2.7
	Indicate the Cell-A ID of the NG-RAN node2 requested to provide the UL WUS configuration.
	–
	

	>Stop
	
	
	
	
	
	

	  >> NES Cell ID
	M
	
	NR CGI
9.2.2.7
	Indicate cell of the NG-RAN node1 for which the request applies.
	–
	

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject





9.1.3.y	UL WUS CONFIGURATION PROVISION RESPONSE
This message is sent by an NG-RAN node2 to a peer NG-RAN node1 to indicate that the UL WUS configuration will be provided by the NG-RAN node2.
Direction: NG-RAN node2 ® NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NES Cell ID
	M
	
	NR CGI
9.2.2.7
	Indicate cell of the NG-RAN node1 sent the request.
	YES
	reject

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject




9.1.3.z	UL WUS CONFIGURATION PROVISION FAILURE
This message is sent by an NG-RAN node2 to a peer NG-RAN node1 to indicate that the UL WUS configuration cannot be provided in the requested cells of the NG-RAN node2.
Direction: NG-RAN node2 ® NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	NES Cell ID
	M
	
	NR CGI
9.2.2.7
	Indicate cell of the NG-RAN node1 sent the request.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject



9.1.3.t	UL WUS CONFIGURATION PROVISION STATUS
This message is sent by an NG-RAN node2 to a peer NG-RAN node1 to report that an admitted UL WUS configuration provision is being stopped.
Direction: NG-RAN node2 ® NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	 Cell-A ID
	M
	
	NR CGI
9.2.2.7
	Indicate the Cell-A ID of the NG-RAN node2 performed the broadcasting for the UL WUS configuration.
	YES
	reject

	Provision Status
	M
	
	ENUMERATED (stopped, …)
	Indicates the provision of the UL WUS configuration in the assisting cells is stopped. 
	YES
	reject

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject
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