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For the Chairman’s Notes
Propose to capture the following:

Discussion
This SoD focus on UHI Enhancement for SCG Deactivation/Activation.
RAN3#127 bis meeting agreed:
Wait for RAN2 progress on whether to use absolute time, relative time or another form to express SCG activated time
We can find that RAN2#129 bis meeting discussed MHI Enhancement for SCG Deactivation/Activation and agreed that: 
UE reports the absolute time it has spent in PSCell with SCG activated in MHI.
Referring to RAN2’s progress, for network-based solution, [1-3] proposed that NW can collect absolute time (e.g. accumulated time) spent in the PSCell with SCG activated state.
Q1: NW can collect absolute time (e.g. accumulated time) spent in the PSCell with SCG activated state?


If Q1 is agreed, the spec impacts should be further discussed.
[1] proposed to add accumulated time with SCG activated in the Last Visited PSCell Information IE in TS38.413.
However, [3] proposed that only stage 2 description in TS37.340 is needed, considering MN or SN itself could know the PSCell activation/deactivation status and time duration with SCG activated. If any scenario is identified that the PSCell status information should be transmitted between nodes, such as from MN to target SN, the stage 3 impact can be discussed accordingly.
Q2: stage 2 or stage 3 TP to capture absolute time (e.g. accumulated time) in the PSCell with SCG activated state?


Another issue is whether additional information e.g. throughput threshold used for activating, average throughput, or number of activations is needed for UHI Enhancement for SCG Deactivation/Activation, [1-3] proposed that the additional information is unnecessary.
Q3: Additional information e.g. throughput threshold used for activating, average throughput, or number of activations is not needed for UHI Enhancement for SCG Deactivation/Activation?


Conclusion, Recommendations [if needed]
If needed.
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