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As asked by last TSG SA plenary, S2 QoS Ad Hoc group has reviewed TS 22.105 and the CR A013r2 to this specification and provides here two comments.

1°) Concerning the values of end-user performance expectations

S2 QoS Ad Hoc group understands that the values in section 5.5 are end to end for all call types. It would be useful to clarify this to avoid confusion. It is proposed that the following sentence is added to the introduction of section 5.5.

“5.5 
Supported End User QoS

This section outlines the QoS that shall be provided to the end user / applications. This section defines QoS requirements from end to end. The values in the tables are end to end, including mobile to mobile calls and satellite components.
Figure 2 below summarises the major groups of application in terms of QoS requirements. Applications and new applications may be applicable to one more groups.”

2°) Concerning traffic types

S2 QoS Ad Hoc group noticed an inconsistency between traffic types described in TS 22.105 section 5.2.1 and the common understanding in S2 QoS Ad Hoc group. In addition to guaranteed /constant bit rate and dynamically variable/non guaranteed bit rate , S2 QoS Ad Hoc group is considering dynamically variable traffic between a minimum guaranteed bit rate and a maximum bit rate for some real time applications. Consequently, S2 QoS Ad Hoc group asks S1 to add this third traffic type in section 5.2.1.

Proposed modification is :

“Traffic Types- It is required that the bearer service provides :
· guaranteed/constant bit rate, and a
· non-guaranteed/dynamically variable bit rate and
·  real time dynamically variable bit rate with a minimum guaranteed bit rate.”
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