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The discussion on how and where to define the CN part of the MS idle mode for UMTS has been going on for some time now. N1 considered earlier that creating a new idle mode specification rather than revising the GSM 03.22 would be appropriate. 

Many R99 specific CRs have been agreed on 23.022 after this proposal and additionally Compact EDGE CRs have been drafted by SMG2 on 03.22. So starting all over again to design a UMTS CN idle mode specification from scratch would not be possible to do for R99.

Due to this development N1 now sees splitting the 03.22 / 23.022 to CN and GSM parts as the most practical way forward. The reference specification for the split should ideally contain R99 CRs from both SMG2 and N1 to make it optimal starting point for the operation.

The split must be made together by SMG2 WPA and N1 and so an expert group meeting with the task of splitting the 03.22 / 23.022 is being proposed. The task would be to take the complete specification and to produce one version for SMG2 to maintain (mainly GSM cell selection) and another one for N1 (mainly PLMN selection and location registration).

N1 proposes that an ad-hoc meeting on this topic should be arranged right after the TSG#6 plenary if it is not possible to have the meeting even sooner.

Due to the urgency of the matter a draft proposal to outline the split has been drafted and this will be communicated by the N1 chairman to the SMG2 WPA chairman for immediate comments and actions.









































































