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6 Call Establishment

NOTE1: 
All message sequence charts in this clause are examples.  All valid call establishment message sequences can be derived from the example message sequences and associated message pre-conditions. 

NOTE2: 
The continuity indication in the IAM is not used to indicate that a continuity check will be performed on the current leg of the call, but it is used to indicate that a Continuity message can be expected as a result of a continuity check on a preceding ISUP circuit, or establishment of a preceding bearer connection.

6.1
Basic Mobile Originating Call

6.1.1 Forward bearer establishment

****First Modified Section **** 
The mobile originating call shall be established in accordance with 3GPP TS 23.108 [33]. The following paragraphs describe the additional requirements for the bearer independent CS core network. If an out-of-band transcoder control is applied for a speech call that shall be performed in accordance with 3GPP TS 23.153 [3].

MGW selection

The MSC shall select a MGW for the bearer connection before it performs the RAB assignment or the network side bearer establishment. This may happen either before sending the Initial Address message or after receiving the Bearer Information message. In the latter case, the MGW selection may be based on a possibly received MGW-id from the succeeding node. (Bullet 1 or bullet 2 in figure 6.2)

Initial addressing

The MSC indicates in the Initial Address message that forward bearer establishment is to be used. . If RAB assignment has not been completed, t he MSC indicates that the Continuity message will follow. If the MGW is selected at an earlier stage the MGW-id and/or bearer characteristics may be provided to the succeeding node in the Initial Address message. (Bullet 1 in figure 6.2)

Network side bearer establishment

After the succeeding node has provided the bearer address and binding reference in the Bearer Information message the MSC uses the Establish Bearer procedure to request the MGW to establish a bearer towards the destination MGW. To accomplish this, the MSC provides the MGW with the bearer address and the binding reference. (Bullet 2 in figure 6.2)

RAB assignment

Before the MSC starts the RAB assignment, the MSC uses the Prepare Bearer procedure to request the MGW to provide a bearer address and a binding reference. For a non-speech call the MSC also provides the MGW with a PLMN BC [4]. After the MGW has replied with the bearer address and the binding reference the MSC requests RAB assignment using the provided bearer address and binding reference. (Bullet 3 in figure 6.2)

Confirmation of bearer establishment

If the Initial Address message, which was sent to the succeeding node, indicated that the Continuity message will follow, the MSC sends the Continuity message when the RAB assignment is completed. (Bullet 4 in figure 6.2)

Through-connection

During the Prepare Bearer and Establish Bearer procedures, the MSC requests the MGW to through-connect the bearer terminations in such a manner that the bearer will be backward through-connected. (Bullets 2 and 3 in figure 6.2)

On reception of the answer indication, the MSC requests the MGW to both-way through-connect the bearer using the Change Through-Connect procedure. (Bullet 5 in figure 6.2)

Interworking function

An interworking function may be used by the MGW based on the PLMN BC [4] of the bearer termination. The activation of the possible interworking function in both bearer terminations will be requested by the MSC at reception of answer indication using the Activate Interworking Function procedure. (Bullet 5 in figure 6.2)
Voice Processing function

A voice processing function located on the MGW may be used to achieve desired acoustic quality on the bearer terminations. The activation of voice processing functions in the bearer terminations shall be requested by the MSC. For non-speech calls, the MSC has the ability to direct the MGW to disable voice processing functions. (Bullet 5 in figure 6.2)
Example

The figure 6.1 below shows the network model for the mobile originating call. The ‘squared’ line represents the call control signalling. The ‘dotted’ line represents the bearer control signalling and the bearer. The MSC seizes one context with two bearer terminations in the MGW. The bearer termination T1 is used for the bearer towards the RNC and the bearer termination T2 is used for the bearer towards the succeeding MGW.
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Figure 6.1 Basic Mobile Originating Call (network model)

The figure 6.2 below shows the message sequence chart example for the mobile originating call. In the example the MSC requests seizure of the network side bearer termination and establishment of the bearer when the Bearer Information message is received from the succeeding node. After the network side bearer termination is seized the MSC requests seizure of the access side bearer termination. At answer the MSC requests to both-way through-connect the bearer terminations. The possible activation of the interworking function in both terminations is requested by the MSC at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the MSC.
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 Figure 6.2 Basic Mobile Originating Call, Forward Bearer Establishment (message sequence chart)

****Next Modified Section ****

6.1.2 Backward bearer establishment

The basic mobile originating call shall be established in accordance with 3GPP TS 23.108 [33]. The following paragraphs describe the additional requirements for the bearer independent CS core network. If an out-of-band transcoder control is applied for a speech call that shall be performed in accordance with 3GPP TS 23.153 [3].

MGW selection

The MSC shall select a MGW for the bearer connection before it performs the RAB assignment or the network side bearer establishment. This may happen before sending the Initial Address message (Bullet 1 in figure 6.4).

Network side bearer establishment

The MSC uses the Prepare Bearer procedure to request the MGW to provide a bearer address and a binding reference. (Bullet 2 in figure 6.4) 

Initial addressing

The MSC indicates in the Initial Address message that forward bearer establishment is to be used. If RAB assignment has not been completed, the MSC indicates that the Continuity message will follow. The MSC also provides the MGW-id and/or bearer characteristics, bearer address and binding reference to the succeeding node in the Initial Address message. (Bullet 3 in figure 6.4)

RAB assignment

Before the MSC starts the RAB assignment, the MSC uses the Prepare Bearer procedure to request the MGW to provide a bearer address and a binding reference. For a non-speech call the MSC also provides the MGW with a PLMN BC [4]. After the MGW has replied with the bearer address and the binding reference the MSC requests RAB assignment using the provided bearer address and binding reference. (Bullet 1 in figure 6.4)

Confirmation of bearer establishment

If the Initial Address message was sent to the succeeding node indicating that the Continuity message will follow, the MSC sends the Continuity message when the RAB assignment is completed.

Through-connection

During the Prepare Bearer procedures, the MSC requests the MGW to through-connect the bearer terminations in such a manner that the bearer will be backward through-connected. (Bullets 1 and 2 in figure 6.4)

On reception of the answer indication, the MSC requests the MGW to both-way through-connect the bearer using the Change Through-Connect procedure. (Bullet 4 in figure 6.4)

Interworking function

An interworking function may be used by the MGW based on the PLMN BC [4] of the bearer termination. The activation of the possible interworking function in both bearer terminations will be requested by the MSC at reception of answer indication using the Activate Interworking Function procedure. (Bullet 4 in figure 6.4)
Voice Processing function

A voice processing function located on the MGW may be used to achieve desired acoustic quality on the bearer terminations. The activation of voice processing functions in the bearer terminations shall be requested by the MSC. For non-speech calls, the MSC has the ability to direct the MGW to disable voice processing functions. (Bullet 4 in figure 6.4)

Example

The figure 6.3 below shows the network model for the mobile originating call. The ‘squared’ line represents the call control signalling. The ‘dotted’ line represents the bearer control signalling and the bearer. The MSC seizes one context with two bearer terminations in the MGW. The bearer termination T1 is used for the bearer towards the RNC and the bearer termination T2 is used for the bearer towards the succeeding MGW.
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Figure 6.3 Basic Mobile Originating Call, Backward Bearer Establishment (network model)

The figure 6.4 below shows the message sequence chart example for the mobile originating call. In the example the MSC requests seizure of the access side bearer termination and network side bearer termination. As the RAB assignment has been completed before the Initial Address message, no Continuity message will be sent. At answer the MSC requests the MGW to both-way through-connect the bearer terminations. The possible activation of the interworking function in both bearer terminations will be requested by the MSC at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the MSC.
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            Figure 6.4 Basic Mobile Originating Call, Backward Bearer Establishment (message sequence chart)

****Next Modified Section ****
6.2 Basic Mobile Terminating Call

6.2.1
Forward bearer establishment

The basic mobile terminating call shall be established in accordance with 3GPP TS 23.108. The following paragraphs describe the additional requirements for the bearer independent CS core network. If an out-of-band transcoder control is applied for a speech call that shall be performed in accordance with 3GPP TS 23.153.

6.2.1.1
GMSC

MGW selection 
The GMSC shall select a MGW for the bearer connection before it performs the incoming side bearer establishment or the outgoing side bearer establishment. This may happen either before sending the Initial Address message or after receiving the Bearer Information message. If the GMSC received a MGW-id and/or a bearer characteristics from the preceding node and/or from the succeeding node, those may be used for the MGW selection. (Bullet 1 or bullet 4 in figure 6.6)

NOTE: As an implementation option, if there is no need for the GMSC to manipulate the bearer, the GMSC may perform call control signalling without any associated MGW. In that case the bearer related information shall be provided transparently through the GMSC.

Initial addressing 

The GMSC indicates in the Initial Address message that forward bearer establishment is to be used. The GMSC also indicates in the Initial Address message that the Continuity message will follow, if and only if, either of the following conditions is satisfied before sending the Initial Address message:

1. If the incoming Initial Address message indicated that the Continuity message will follow, no Continuity message has been received.

2. The incoming side bearer has not been established.

If the MGW is selected at early stage the MGW-id and the bearer characteristics may be provided to the succeeding node in the Initial Address message. (Bullet 1 in figure 6.6)

Outgoing side bearer establishment 

After the GMSC has received the bearer address and the binding reference in the Bearer Information message from the succeeding node, the GMSC requests the MGW to establish a bearer to the given destination MGW using the Establish Bearer procedure. The GMSC provides the MGW with the bearer address,  the binding reference. (Bullet 4 in figure 6.6)
Incoming side bearer establishment

The GMSC requests the MGW to prepare for the bearer establishment using the Prepare Bearer procedure. The GMSC requests the MGW to provide a bearer address, a binding reference and to notify when the bearer is established. (bullet 5 in figure 6.6) After the MGW has replied with the bearer address and the binding reference, the GMSC sends the Bearer Information message to the preceding node. The GMSC may also include the selected MGW-id and the bearer characteristics to the Bearer Information message.  (Bullet 6 in figure 6.6)

NOTE: The incoming side bearer establishment may take place either before or after HLR interrogation.

Through Connection

In the Prepare Bearer and Establish Bearer procedures, the GMSC requests the MGW to both-way through-connect the bearer termination. (Bullet 4 and bullet 5 in figure 6.6).

Confirmation of bearer establishment

If the Initial address message, which was  sent to the succeeding node, indicated that the Continuity message will follow, the Continuity message shall be sent  when the following conditions are satisfied:

1. If the incoming Initial Address message indicated that the Continuity message will follow, a Continuity message has been received from the preceding node. (Bullet 8 in figure 6.6).

2. If the GMSC selected a MGW, a notification of successful bearer establishment in the incoming side has been received from the MGW. (Bullet 7 in figure 6.6).

Voice Processing function

A voice processing function located on the MGW may be used to achieve desired acoustic quality on the bearer terminations. The activation of voice processing functions in the bearer terminations shall be requested by the GMSC. For non-speech calls, the GMSC has the ability to direct the MGW to disable voice processing functions. (Bullet 12 in figure 6.6) The voice activation request from the GMSC to MGWa may be issued as soon as Bullet 8 in figure 6.6, and may be issued as late as Bullet 12 in figure 6.6 as illustrated.
6.2.1.2
MSC

Call setup 

The MSC indicates to the UE in SETUP message that early RAB assignment is used in order to establish the bearer end-to-end before the UE starts alerting, if either of the following condition is satisfied before sending the SETUP message (bullet 2 in figure 6.6): 

1. If the Initial Address message indicated that the Continuity message will follow, no Continuity message has been received.

2. The network side bearer has not been established.

MGW selection 
The MSC shall select a MGW for the bearer connection before it performs the network side bearer establishment. This happens latest after the UE has sent the Call Confirmed message. If the MSC received a MGW-id and/or a bearer characteristics from the preceding node those may be used for MGW selection. (Bullet 3 in figure 6.6)

Network side bearer establishment 
The MSC requests the MGW to prepare for the bearer establishment using the Prepare Bearer procedure. The MSC requests the MGW to provide a bearer address, a binding reference and to notify when the bearer is established (bullet 3 in figure 6.6). After the MGW has replied with the bearer address and the binding reference, the MSC provides the Bearer Information message to the preceding node. The MSC may also provide the selected MGW-id and the bearer characteristics to the preceding node.

RAB assignment

The RAB assignment may be started when the following conditions are satisfied:

1. If the incoming Initial Address message indicated that the Continuity message will follow, a Continuity message has been received from the preceding node. (Bullet 9 in figure 6.6).

2. A notification of successful bearer establishment in the network side has been received from the MGW. (Bullet 6 in figure 6.6)
For the RAB assignment the MSC requests the MGW to prepare for the RAB assignment using the Prepare Bearer procedure. The MSC requests the MGW to provide a bearer address and a binding reference. For a non-speech call the MSC also provides the MGW with a PLMN BC [4]. After the MGW has replied with the bearer address and the binding reference the MSC requests the RAB assignment using the provided bearer address and the binding reference.

Called party alerting 

For a speech call at reception of the Alerting message, the MSC requests the MGW to provide a ringing tone to the calling party using the Send Tone procedure. (Bullet 10 in figure 6.6)

Called party answer

For a speech call, at reception of the Connect message, the MSC requests the MGW to stop providing the ringing tone to the calling party using the Send Tone procedure. (Bullet 11 in figure 6.6)

Through Connection

In the Prepare Bearer procedure, the MSC requests the MGW to through-connect the bearer terminations in such a manner that the bearer will be not through-connected. (Bullet 3 and bullet 9 in figure 6.6). 

At reception of the Connect message the MSC requests the MGW to both-way through-connect the bearer using the Change Through-Connection procedure. (Bullet 11 in figure 6.6)

Interworking function

An interworking function may be used by the MGW based on the PLMN BC [4] of the bearer termination. The activation of the possible interworking function in both bearer terminations will be requested by the MSC at reception of the Connect message using the Activate Interworking Function procedure. (Bullet 11 in figure 6.6)
Voice Processing function

A voice processing function located on the MGW may be used to achieve desired acoustic quality on the bearer terminations. The activation of voice processing functions in the bearer terminations shall be requested by the MSC. For non-speech calls, the MSC has the ability to direct the MGW to disable voice processing functions. (Bullet 11 in figure 6.6)

Example

The figure 6.5 below shows the network model for the basic mobile terminating call. The ‘squared’ line represents the call control signalling. The ‘dotted’ line represents the bearer control signalling and the bearer. The MSC seizes one context with two bearer terminations in the MGWb. The bearer termination T1 is used for the bearer towards the RNC and the bearer termination T2 is used for the bearer towards the GMSC selected MGWa. The GMSC seizes one context with two bearer terminations in the MGWa. The bearer termination T3 is used for the bearer towards the MSC selected MGWb and the bearer termination T4 is used for the bearer towards the preceding MGW.
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Figure 6.5 Basic Mobile Terminating Call Forward Bearer Establishment (network model)

The figure 6.6 below shows the message sequence example for the mobile terminating call. In the example the GMSC requests seizure of the outgoing side bearer termination and establishment of the bearer when the Bearer Information message is received from the MSC.. After the outgoing side bearer termination is seized the GMSC requests seizure of the incoming side bearer termination. The MGW sends a notification of an established incoming side bearer. The MSC requests seizure of the network side bearer termination when Call Confirmed message is received from the UE. The MGW sends a notification of an established network side bearer. When the Continuity message is received from the GMSC, the MSC requests seizure of the access side bearer termination. For a speech call the MSC requests MGW to provide a ringing tone to the calling party at alerting. At answer the MSC requests MGW to both-way through-connect the bearer. For a speech call the MSC requests MGW to stop the ringing tone at answer. The possible activation of the interworking function in both bearer terminations is requested by the MSC at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the (G)MSC.
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 Figure 6.6/1 Basic Mobile Terminating Call, Forward Bearer Establishment (message sequence chart)
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 Figure 6.6/2 Basic Mobile Terminating Call, Forward Bearer Establishment (message sequence chart continue)

****Next Modified Section ****

6.2.2
Backward bearer establishment

The basic mobile terminating call shall be established in accordance with 3GPP TS 23.108. The following paragraphs describe the additional requirements for the bearer independent CS core network. If an out-of-band transcoder control is applied for a speech call that shall be performed in accordance with 3GPP TS 23.153.

6.2.2.1
GMSC

MGW selection 
The GMSC shall select a MGW for the bearer connection before it performs the incoming side bearer establishment. This happens before sending the Initial Address message. If the GMSC received a MGW-id and/or a bearer characteristics from the preceding node, those may be used for the MGW selection. (Bullet 1 in figure 6.8)

NOTE: As an implementation option, if there is no need for the GMSC to manipulate the bearer, the GMSC may perform call control signalling without any associated MGW. In that case the bearer related information shall be provided transparently through the GMSC.

Outgoing side bearer establishment 

The GMSC requests the MGW to prepare for the bearer establishment using the Prepare Bearer procedure. The GMSC requests the MGW to provide a bearer address and a binding reference (bullet 1 in figure 6.8). After the MGW has replied with the bearer address and the binding reference, the GMSC sends the Initial Address message to the preceding node.

Initial addressing 

The GMSC indicates in the Initial Address message that backward bearer establishment is to be used. The GMSC also indicates in the Initial Address message that the Continuity message will follow, if either of the following condition is satisfied before sending the Initial Address message: 

1. If the incoming Initial Address message indicated that the Continuity message will follow, no Continuity message has been received.

2. The incoming side bearer has not been established.

The MGW-id and the bearer characteristics may be provided to the succeeding node in the Initial Address message. (Bullet 2 in figure 6.8)

Incoming side bearer establishment

The GMSC requests the MGW to establish a bearer to the given destination MGW and to notify when the bearer is established using the Establish Bearer procedure. The GMSC provides the MGW with the bearer address and the binding reference that were received from the preceding node in the Initial Address message. (Bullet 3 in figure 6.8)

NOTE: The incoming side bearer establishment may take place either before or after HLR interrogation.

Through Connection

In the Prepare Bearer and Establish Bearer procedures, the GMSC requests the MGW to both-way through-connect the bearer termination. (Bullet 1 and bullet 3 in figure 6.8)
Confirmation of bearer establishment

If the Initial address message was sent to the succeeding node indicating that the Continuity message will follow, the Continuity message shall be sent when the following conditions are satisfied:

1. If the incoming Initial Address message indicated that the Continuity message will follow, a Continuity message has been received from the preceding node. (Bullet 8 in figure 6.8)

2. If the GMSC selected a MGW, a notification of successful bearer establishment in the incoming side has been received from the MGW.

Voice Processing function

A voice processing function located on the MGW may be used to achieve desired acoustic quality on the bearer terminations. The activation of voice processing functions in the bearer terminations shall be requested by the GMSC. For non-speech calls, the GMSC has the ability to direct the MGW to disable voice processing functions. (Bullet 11 in figure 6.8) The voice activation request from the GMSC to MGWa may be issued as soon as Bullet 4 in figure 6.8, and may be issued as late as Bullet 11 in figure 6.8 as illustrated.

6.2.2.2
MSC

Call setup 

The MSC indicates to the UE in SETUP message that early RAB assignment is used in order to establish the bearer end-to-end before the UE starts alerting, if either of the following condition is satisfied before sending the SETUP message (bullet 5 in figure 6.8): 

1. If the Initial Address message indicated that the Continuity message will follow, no Continuity message has been received.

2. The network side bearer has not been established.

MGW selection 
The MSC shall select a MGW for the bearer connection before it performs the network side bearer establishment. This happens latest after the UE has sent the Call Confirmed message. If the MSC received a MGW-id and/or a bearer characteristics from the preceding node those may be used for MGW selection. (Bullet 6 in figure 6.8)

Network side bearer establishment 
The MSC requests the MGW to establish a bearer to the given destination MGW and to notify when the bearer is established using the Establish Bearer procedure. The MSC provides the MGW with the bearer address and the binding reference that were received from the preceding node in the Initial Address message. (Bullet 6 in figure 6.8)

RAB assignment

The RAB assignment may be started when the following conditions are satisfied:

1. If the incoming Initial Address message indicated that the Continuity message will follow, a Continuity message has been received from the preceding node.

2. A notification of successful bearer establishment in the network side has been received from the MGW. (Bullet 7 in figure 6.8).
For the RAB assignment the MSC requests the MGW to prepare for the RAB assignment using the Prepare Bearer procedure. The MSC requests the MGW to provide a bearer address and a binding reference. For a non-speech call the MSC also provides the MGW with a PLMN BC [4]. After the MGW has replied with the bearer address and the binding reference the MSC requests the RAB assignment using the provided bearer address and the binding reference.

Called party alerting 

For a speech call, at reception of the Alerting message, the MSC requests the MGW to provide a ringing tone to the calling party using the Send Tone procedure. (Bullet 9 in figure 6.8)

Called party answer

For a speech call, at reception of the Connect message, the MSC requests the MGW to stop providing the ringing tone to the calling party using the Send Tone procedure. (Bullet 10 in figure 6.8)

Through Connection

In the Prepare Bearer and Establish Bearer procedures the MSC requests the MGW to through-connect the bearer terminations in such a manner that the bearer will be not through-connected. (Bullet 6 and bullet 9 in figure 6.8)

At reception of the Connect message the MSC requests the MGW to both-way through-connect the bearer using the Change Through-Connection procedure. (Bullet 10 in figure 6.8)

Interworking function for a data call 

An interworking function may be used by the MGW based on the PLMN BC [4] of the bearer termination. The activation of the possible interworking function in both bearer terminations will be requested by the MSC at reception of the Connect message using the Activate Interworking Function procedure. (Bullet 10 in figure 6.8)
Voice Processing function

A voice processing function located on the MGW may be used to achieve desired acoustic quality on the bearer terminations. The activation of voice processing functions in the bearer terminations shall be requested by the MSC. For non-speech calls, the MSC has the ability to direct the MGW to disable voice processing functions. (Bullet 10 in figure 6.8)

Example

The figure 6.7 below shows the network model for the basic mobile terminating call. The ‘squared’ line represents the call control signalling. The ‘dotted’ line represents the bearer control signalling and the bearer. The MSC seizes one context with two bearer terminations in the MGWb. The bearer termination T1 is used for the bearer towards the RNC and the bearer termination T2 is used for the bearer towards the GMSC selected MGWa. The GMSC seizes one context with two bearer terminations in the MGWa. The bearer termination T3 is used for the bearer towards the MSC selected MGWb and the bearer termination T4 is used for the bearer towards the preceding MGW.
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Figure 6.7 Basic Mobile Terminating Call, Backward Bearer Establishment (network model)

The figure 6.8 below shows the message sequence example for the basic mobile terminating call. In the example the GMSC requests seizure of the outgoing side bearer termination before sending the Initial Address message. After the Initial Address message has been sent, the GMSC requests seizure of the incoming side bearer termination and establishment of the bearer. The MGW sends a notification of an established incoming side bearer. The MSC requests seizure of the network side bearer termination and establishment of the bearer when the Call Confirmed message is received from the UE. The MGW sends a notification of an established network side bearer. When the Continuity message is received from the GMSC, the MSC requests seizure of the access side bearer termination. For a speech call the MSC requests MGW to provide a ringing tone to the calling party at alerting. At answer the MSC requests MGW to both-way through-connect the bearer. For a speech call the MSC requests MGW to stop the ringing tone at answer. The possible activation of the interworking function in both bearer terminations is requested by the MSC at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the (G)MSC.
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Figure 6.8/1 Basic Mobile Terminating Call, Backward Bearer Establishment (message sequence chart)
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Figure 6.8/2 Basic Mobile Terminating Call, Backward Bearer Establishment (message sequence chart continue)

****Next Modified Section ****

15 Messages/Procedures and Their Contents

This clause contains the detailed description of the information flows used in bearer independent CS core network.

Each Information Element, IE, is marked as (M) Mandatory, (C) Conditional or (O) Optional. A mandatory information element shall always be present. A conditional information shall be present if certain conditions are fulfilled; if those conditions are not fulfilled it shall be absent. An optional information element may be present or absent, at the discretion of the application at the sending entity. This categorisation is a functional classification, i.e., stage 2 information and not a stage 3 classification to be used for the protocol.

The stage 2 and stage 3 message and information element names are not necessarily identical.

15.1
Messages between (G)MSC servers

Table 15.1 indicates messages between  (G)MSC servers in Nc interface. Only the new messages and information elements required by the bearer independent CS core network are shown.

Table 15.1: Messages between (G)MSC servers

Message
Message direction
Information element name
Information element required
Information element description

Initial Address
Forward
Bearer Establishment Direction
M
This information element indicates that the direction of bearer establishment.



Bearer Address
O
This information element indicates the bearer address of the MGW used by the preceding node.



Binding Reference
O
This information element indicates the bearer identifier in the MGW used by the preceding node.



MGW-id
O
This information element indicates the MGW selected by the preceding node.



Bearer Characteristics
O
This information element indicates the characteristics of the bearer.

Bearer Information
Backward
Bearer Address
O
This information element indicates the bearer address of the MGW used by the succeeding node.



Binding Reference
O
This information element indicates the bearer identifier in the MGW used by the succeeding node.



MGW-id
O
This information element indicates the MGW selected by the succeeding node.



Bearer Characteristics
O
This information element indicates the characteristics of the bearer.

Start DTMF
Both
Digit
M
This information element indicates the digit for DTMF tone generation.

Start DTMF Ack
Both




Stop DTMF
Both




Stop DTMF Ack
Both




15.2
Procedures between (G)MSC server and MGW

The chapters below indicates the procedures used between (G)MSC server and MGW in Mc interface. The procedures are logical, i.e. message identifiers are not part of the protocol. Several logical procedures can be combined to perform required transactions.

15.2.1
Change Flow Direction

This procedure is used to change the flow direction between bearer terminations within context.

Table 15.2: Procedures between (G)MSC server and MGW: Change Flow Direction

Procedure
Initiated
Information element name
Information element required
Information element description

Change Flow Direction
(G)MSC
Flow Direction
M
This information element specifies the flow direction between two bearer terminations within the context.

Change Flow Direction Ack
MGW




15.2.2
Join Bearer Terminations

This procedure is used to join all bearer terminations within the context.

Table 15.3: Procedures between (G)MSC server and MGW: Join Bearer Terminations

Procedure
Initiated
Information element name
Information element required
Information element description

Join Bearer Terminations
(G)MSC
Join Bearer Terminations
M
This information element requests to join the bearer terminations within the context.

Join Bearer Terminations Ack
MGW




15.2.3
Isolate Bearer Terminations

This procedure is used to isolate one bearer termination from the other bearer terminations within the context.

Table 15.4: Procedures between (G)MSC server and MGW: Isolate Bearer Terminations

Procedure
Initiated
Information element name
Information element required
Information element description

Isolate Bearer Termination
(G)MSC
Isolate Bearer Termination
M
This information element requests to isolate the bearer termination within the context.

Isolate Bearer Termination Ack
MGW




15.2.4
Establish Bearer

This procedure is used to request a bearer establishment. 

Table 15.5: Procedures between (G)MSC server and MGW: Establish Bearer

Procedure
Initiated
Information element name
Information element required
Information element description

Establish Bearer

 
(G)MSC
Bearer Establishment Request
M
This information element requests establishment of a bearer.



Binding Reference
M
This information element indicates the bearer identifier in the destination MGW.



Bearer Address
M
This information element indicates the bearer address of the destination MGW.



Notify Established Bearer
O
This information element requests a notification of an established bearer.



Through-Connection
O
This information element indicates the through-connection of the bearer termination.



PLMN BC
O
This information element indicates the PLMN bearer capabilities [4].



ISDN BC
O
This information element indicates the ISDN bearer capabilities [4].



Framing Protocol
O
This information element indicates the framing protocol to be used for the bearer.



Flow Direction
O
This information element specifies the flow direction between two bearer terminations within the context.

Establish Bearer Ack
MGW
Bearer Characteristics
M
This information element indicates the characteristics of the bearer.

15.2.5
Prepare Bearer

This procedure is used to prepare for a bearer establishment.

Table 15.6: Procedures between (G)MSC server and MGW: Prepare Bearer

Procedure
Initiated
Information element name
Information element required
Information element description

Prepare Bearer
(G)MSC
Binding Reference Request
M
This information element requests the bearer identifier in the MGW.



Bearer Address Request
M
This information element requests the bearer address of the MGW.



Notify Established Bearer
O
This information element requests a notification of an established bearer.




Through-Connection
O
This information element indicates the through-connection of the bearer termination.



PLMN BC
O
This information element indicates the PLMN bearer capabilities [4].



ISDN BC
O
This information element indicates the ISDN bearer capabilities [4].



Framing Protocol
O
This information element indicates the framing protocol to be used for the bearer.



Flow Direction
O
This information element specifies the flow direction between two bearer terminations within the context.

Prepare Bearer Ack
MGW
Binding Reference
M
This information element indicates the bearer identifier in the MGW.



Bearer Address
M
This information element indicates the bearer address of the MGW.



Bearer Characteristics
M
This information element indicates the characteristics of the bearer.

15.2.6
Change Through-Connection

This procedure is used to change the through-connection in the bearer termination.

Table 15.7: Procedures between (G)MSC server and MGW: Change Through-Connection

Procedure
Initiated
Information element name
Information element required
Information element description

Change Through-Connection
(G)MSC
Through-Connection
M
This information element indicates the through-connection of the bearer termination.

Change Through-Connection Ack
MGW




15.2.7
Activate Interworking Function

This procedure is used to activate the interworking function.

Table 15.8: Procedures between (G)MSC server and MGW: Activate Interworking Function

Procedure
Initiated
Information element name
Information element required
Information element description

Activate Interworking Function
(G)MSC
Activate Interworking Function
M
This information element requests to activate the interworking function.

Activate Interworking Function Ack
MGW




15.2.8 Activate Voice Processing Function
This procedure is used to activate the voice processing function.

Table 15.8: Procedures between (G)MSC server and MGW: Activate Voice Processing Function

Procedure
Initiated
Information element name
Information element required
Information element description

Activate Voice Processing Function
(G)MSC
Activate Voice Processing Function
M
This information element requests to activate the voice processing function.

Activate Voice Processing Function Ack
MGW




15.2.9
Release Bearer

This procedure is used to release the bearer.

Table 15.9: Procedures between (G)MSC server and MGW: Release Bearer

Procedure
Initiated
Information element name
Information element required
Information element description

Release Bearer
(G)MSC
Bearer Release Request
M
This information element requests release of a bearer.

Release Bearer Ack
MGW
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