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1.
Introduction 

This contribution is to add “Voice Processing Function Procedure” to the Call Related H.248 transactions in Section 12.2 in TS 29.232.  This procedure is in the process of being added to TS 23.205.  It is also in the process of being interfaced with ITU SG16/Q14 for addition to the Q.CBC specification.

12.2
Call related H.248 transactions

Table 3 shows the relationship between each call-related procedure in Q.CBC Error! Reference source not found. and the corresponding stage 2 procedure defined in 3GPP TS 23.205 Error! Reference source not found..

Table 3: Correspondence between Q.CBC call-related transactions and TS 23.205 procedures

Transaction used in Q.CBC
Procedure defined in Stage 2 
Comments

Change_Topology
Change Flow Direction


Join
Join Bearer Terminations


Isolate
Isolate Bearer Terminations


Establish_BNC_notify
Establish Bearer


Prepare_BNC_notify
Prepare Bearer


Cut_Through
Change Through-Connection


Not defined in Q.CBC
Activate Inter-working Function


Release_BNC (include several procedures).
Release Bearer (Release Bearer and Release termination)


BNC Established
Bearer Established


BNC Release
Bearer Released


Insert_Tone
Send Tone


Insert_Annoucement
Play Announcement


Signal Completion 
Announcement Completed


Detected_Digit
Detect DTMF


Insert_Digit
Send DTMF


Detect digit(BIWF)
Report DTMF


Confirm_char
[Editor's note: not in 23.153]


Modify_ Char
[Editor's note: not in 23.153]


Reserve_Char
[Editor's note: not in 23.153]


BNC Modified
[Editor's note: not in 23.153]


Echo canceller
[Editors note: No definition yet]


Not yet defined in Q.CBC
Activate Voice Processing Function


Reserve_BNC
[Editors note: No definition yet]


Cut Through (MGW-MGC)
[Editors note: No definition yet]


Reuse Idle
[Editors note: No definition yet]


12.2.17 Activate voice processing function

When the procedure “Activate Voice Processing Function” (VPF) is required the following procedure is initiated:

The MGC sends a ADD.req, MOD.req or MOV.req command with the following information.
1
ADD.req/MOD.req/MOV.req (…,Activate Voice Processing Function)




MGC to MGW

Address Information
Control information
Bearer information


Transaction ID = z

Context ID = c1

Termination ID = x
VPF Type
ActivateVPF = off / value


When the MGW receives the command, it shall associate the relevant voice processing function resources with the specified termination.

When the processing of command (1) is complete, the MGW may initiate the “Voice Processing Function Ack” procedure.

 2
ADD.resp/MOD.resp/MOV.resp (Voice Processing Function Ack)






MGW to MGC
Address Information
Control information
Bearer information


Transaction ID = z

Context ID = c1
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