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Introduction 

This contribution proposes a change to the TFO package to align it with what is proposed in N4-10062 "TFO handling".

"***First modified Section ****
13.1.3.2
Events

Codec Modify Event

EventID: codec_modfiy (0x0010) 

Description: The event is used to notify the MGC that TFO negotiation has resulted in an optimal codec type being proposed.

EventsDescriptor Parameters: None

ObservedEventsDescriptor Parameters: 

Optimal Codec Type

ParameterID: optimalcodec (0x0011)

Description: indicates which is the proposed codec type for TFO

Type: Octet string

Possible Values: 

Codec Type:

As defined in Q.765.5 Error! Reference source not found., or

As defined by an appropriate regional standards development organisation, identified by an Organisational Identifier in Q.765.5 Error! Reference source not found..

Codec List Event

EventID: distant codec_list (0x0012) 

Description: The event is used to notify the MGC of the distant TFO partner's supported codec

list..

EventsDescriptor Parameters: None

ObservedEventsDescriptor Parameters: 

Optimal Codec Type 

ParameterID: commonlist(0x0013)

Description: indicates the codec list for TFO

Type: Octet string

Possible Values: 

List of codecs of type Codec Type:

As defined in Q.765.5 Error! Reference source not found., or

As defined by an appropriate regional standards development organisation, identified by an Organisational Identifier in Q.765.5 Error! Reference source not found..

The first Codec Type in the list is the one proposed for use (Optimal Codec Type).

"***End of document ****






