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At the joint ETSI SPAN3 and 3GPP OSA Ad Hoc meeting in Tilburg, 6-7 January 2000, Tdoc N-OSA-00010 provided a comparisson between the ETSI SPAN3 API (Q.gIDL draft version approved on 1/12/99) and the OSA API (TS 23.127 version 1.1.0).

This document contains an updated comparisson, carried out between

· the Parlay API (version 2.0, 25 January 2000)

· the SPAN3 API (SPAN-EN SPAN3 0-3070 Part 1, Tdoc OSA-00018)

· the OSA API (TS 23.127 version 1.1.1).

This comparisson is provided for information.

Parlay v2.0
ETSI SPAN3 Q.gIDL version 1/12/1999
3GPP OSA TS23.127 version1.1.1
Remarks

IpCallControlManager
CallControlManager
Call Manager



setCallLoadControl
setCallLoadControl
For Parlay this method moved to the EnhancedCall interface class

createCall
createCall
createCall


enableCallNotification
enableCallNotification
enableCallNotification


disableCallNotification
disableCallNotification
disableCallNotification


IpAppCallControlManager
AppCallControlManager



callAborted
callAborted
callAborted



callOverloadEncountered
callOverloadEncountered
For Parlay this method moved to the EnhancedCall interface class


callOverloadCeased
callOverloadCeased
For Parlay this method moved to the EnhancedCall interface class


callFaultDetected
callFaultDetected
For Parlay this method is part of the IpAppCall interface class

callEventNotify
callEventNotify
callEventNotify


callNotificationTerminated
callNotificationTerminated
callNotificationTerminated


IpCall
Call
Call


routeCallToDestinationReq
routeCallToDestination_Req
routeCallToDestination_Req


routeCallToOriginationReq
routeCallToOrigination_Req
routeCallToOrigination_Req


release
releaseCall
releaseCall


deassignCall
deassignCall
deassignCall


getCallInfoReq
getCallInfo_Req
getCallInfo_Req


setCallChargePlan
setCallChargePlan
setCallChargePlan



getCallState
getCallState



getCallLegs
getCallLegs
For Parlay this method moved to the EnhancedCall interface class


createCallLeg
createCallLeg
For Parlay this method moved to the EnhancedCall interface class


attachCallLeg
attachCallLeg
For Parlay this method moved to the EnhancedCall interface class


detachCallLeg
detachCallLeg
For Parlay this method moved to the EnhancedCall interface class


getControlLeg
getControlLeg
For Parlay this method moved to the EnhancedCall interface class

superviseCallReq

superviseCall_Req
For SPAN3 similar methods are contained in the CallINAP interface class

IpAppCall
AppCall



routeCallToDestinationRes
routeCallToDestination_Res
routeCallToDestination_Res


routeCallToDestinationErr
routeCallToDestination_Err
routeCallToDestination_Err


routeCallToOriginationRes
routeCallToOrigination_Res
routeCallToOrigination_Res


routeCallToOriginationErr
routeCallToOrigination_Err
routeCallToOrigination_Err


getCallInfoRes
getCallInfo_Res
getCallInfo_Res


getCallInfoErr
getCallInfo_Err
getCallInfo_Err


superviseCallRes

superviseCall_Res
For SPAN3 similar methods are contained in the CallINAP interface class

superviseCallErr

superviseCall_Err
For SPAN3 similar methods are contained in the CallINAP interface class

callFaultDetected




IpCallLeg
CallLeg
Call Leg


routeCallLegToOrigination




routeCallLegToDestination





routeCallLegToAddress
routeCallLegToAddress
This method is a generic version of the Parlay methods routeCallLegToOrigination and routeCallLegToDestination

eventReportReq
callLegEventReport_Req
callLegEventReport_Req



getCallLegState
getCallLegState


release
releaseCallLeg

Not included for 3GPP OSA because no corresponding CAMEL functionality available


getAddresses
getAddresses


getInfoReq
getCallLegInfo_Req
getCallLegInfo_Req


getType
getCallLegType
getCallLegType


getCall
getCall
getCall


IpAppCallLeg
AppCallLeg



eventReportRes
callLegEventReport_Res
callLegEventReport_Res


eventReportErr
callLegEventReport_Err
callLegEventReport_Err


getInfoRes
getCallLegInfo_Res
getCallLegInfo_Res


getInfoErr
getCallLegInfo_Err
getCallLegInfo_Err


IpINAP1Call
CallINAP1

No 3GPP OSA requirements available or still being discussed for this interfaces class

getMoreDialledDigitsReq
getMoreDialledDigitsINAP1_Req




superviseCallINAP1_Req



IpAppINAP1Call
AppCallINAP1

No 3GPP OSA requirements available or still being discussed for this interfaces class

getMoreDialledDigitsRes
getMoreDialledDigitsINAP1_Res



getMoreDialledDigitsErr
getMoreDialledDigitsINAP1_Err




superviseCallINAP1_Res




superviseCallINAP1_Err



IpCAPCall

Camel Call Leg
Not included for SPAN3 because no wireline equivalent functionality for this interface class

setCallDetailRecordInfo




setAdviceOfCharge

setAdviceOfCharge


IpEnhancedCallControlManager




setCallLoadControl




IpAppEnhancedCallControlManager




callOverloadEncountered




callOverloadCeased




IpEnhancedCall




getCallLegs




getControlLeg




detachCallLeg




attachCallLeg




createCallLeg




IpMMCallControlManager




enableMediaChannelNotification




disableMediaChannelNotification




IpAppMMCallControlManager




mediaChannelEventNofity




IpMMCallLeg




mediaChannelAllow




getMediaChannels




mediaChannelMonitorReq




IpAppMMCallLeg




mediaChannelMonitorRes




IpMMChannel




close




IpConferenceCallControlManager




createConference




checkResources




reserveResources




freeResources




IpAppConferenceCallControlMan.




conferenceCreated




IpConferenceCall




getSubConferences




createSubConferences




leaveMonitorReq




IpAppConferenceCall




partyJoined




leaveMonitorRes




IpSubConferenceCall




splitSubConference




mergeSubConference




moveCallLeg




IpMMConferenceCallControlMan




createMMConference




IpAppMMConferenceCallControlM




IpMMSubConferenceCall




inspectVideo




inspectVideoChannel




appointSpeaker




chairSelection




changeConferencePolicy




IpAppMMSubConferenceCall




chairSelection




floorRequest




IPUserLocation




locationReportReq




extendedLocationReportReq




periodicLocationReportStartReq




periodicLocationReportStop




IPAppUserLocation




locationReportRes




locationReportErr




extendedLocationReportRes




extendedLocationReportErr




periodicLocationReport




periodicLocationReportErr




IpTriggeredUserLocation




triggeredLocationReportingStartReq




triggeredLocationReportingStop




IpAppTriggeredUserLocation




triggeredLocationReport




triggeredLocationReportErr




IpUserLocationCAMEL

User Location
Not included for SPAN3 because no wireline equivalent functionality for this interface class

locationReportReq




periodicLocationReportingStartReq




periodicLocationReportingStop




triggeredLocationReportingStartReq




triggeredLocationReportingStop




IpAppUserLocationCAMEL




locationReportRes




locationReportErr




periodicLocationReport




periodicLocationReportErr




triggeredLocationReport




triggeredLocationReportErr






enableUserLocation




disableUserLocation




getUserLocation




locationReport




locationNotificationTerminated


IpUserLocationEmergency




emergencyLocationReportReq




subscribeEmergencyLocationReports




unsubscribeEmergencyLocationReports




IpAppUserLocationEmergency




emergencyLocationReport




emergencyLocationReportErr




IpUserStatus

User Status
Not included for SPAN3 because no wireline equivalent functionality for this interface class

statusReportReq




triggeredStatusReportingStartReq




triggeredStatusReportingStop




IpAppUserStatus




statusReportRes




statusReportErr




triggeredStatusReport




triggeredStatusReportErr






enableStatusNotification




disableStatusNotification




getUserStatus




statusEventNotify




statusNotification




statusNotificationTerminated


IpMessagingManager
MessagingManager

No 3GPP OSA requirements available or still being discussed for this interfaces class

openMailbox
openMailbox




deleteMailbox



enableMessagingNotification
enableMessagingNotification



disableMessagingNotification
disableMessagingNotification



IpAppMessagingManager
AppMessagingManager

No 3GPP OSA requirements available or still being discussed for this interfaces class

mailboxTerminated
mailboxTerminated



mailboxFaultDetected
mailboxFaultDetected



messagingEventNotify
messagingEventNotify



messagingNotificationTerminated
messagingNotificationTerminated




Mailbox

No 3GPP OSA requirements available or still being discussed for this interfaces class

close
closeMailbox



lock
lockMailbox



unlock
unlockMailbox



getInfoAmount
getMailboxInfoAmount



getInfoProperties
getMailboxInfoProperties



setInfoProperties
setMailboxInfoProperties



openFolder
openFolder



closeFolder
closeFolder



createFolder
createFolder



delete
deleteFolder



IpMailboxFolder
MailboxFolder

No 3GPP OSA requirements available or still being discussed for this interfaces class

getInfoAmount
getFolderInfoAmount



getInfoProperties
getFolderInfoProperties



setInfoProperties
setFolderInfoProperties



putMessage
putMessage



getMessage
getMessage



close




delete





deleteMessage

In Parlay, this method belongs to a separate interface class


getMessageInfoAmount

In Parlay, this method belongs to a separate interface class


getMessageInfoProperties

In Parlay, this method belongs to a separate interface class


setMessageInfoProperties

In Parlay, this method belongs to a separate interface class

IpMessage




getInfoAmount




getInfoProperties




setInfoProperties




delete




IpUIManager
UIManager



createUI
createUI
createUI


createUICall




enableUINotification




disableUINotification




IpAppUIManager
AppUIManager



userInteractionAborted
userInteractionTerminated
userInteractionTerminated


userInteractionEventNotify





userInteractionFaultDetected
userInteractionFaultDetected


IpUI
UICall




abortLegAction_Req
abortLegAction_Req
Not part of Parlay

sendInfoAndCollectReq
sendInfoAndCollectCall_Req
sendInfoAndCollectCall_Req


sendInfoReq
sendInfoCall_Req
sendInfoCall_Req


release
releaseUICall
releaseUICall


IpAppUI
AppUICall




abortLegAction_Res
abortLegAction_Res



abortLegAction_Err
abortLegAction_Err


sendInfoAndCollectRes
sendInfoAndCollectCall_Res
sendInfoAndCollectCall_Res


sendInfoAndCollectErr
sendInfoAndCollectCall_Err
sendInfoAndCollectCall_Err


sendInfoRes
sendInfoCall_Res
sendInfoCall_Res


sendInfoErr
sendInfoCall_Err
sendInfoCall_Err


userInteractionFaultDetected


For SPAN3 and OSA this method is part of AppUIManager

IpUICall




recordMessagReq




abortActionReq


This method is equivalent to SPAN3 and OSA method AbortLegAction_Req in the UICall interface class

IpUIAppCall




recordMessageReq




recordMessageErr




abortActionRes


This method is equivalent to SPAN3 and OSA method AbortLegAction_Res in the AppUICall interface class

abortActionErr


This method is equivalent to SPAN3 and OSA method AbortLegAction_Err in the AppUICall interface class

IpConnectivityManager




getQosMenu




getEnterpriseNetwork




IpEnterpriseNetwork




getSiteList




getSite




getVPrN




IpEnterpriseNetworkSite




getSAPList




getSAPIPSubnet




getSiteID




getSiteLocation




getSiteDescription




getIPSubnet




IpVPrN




getVPrPList




getVPrP




createVPrP




deleteVPrP




IpVPrP




getVPrPID




getSlaID




getStatus




getProvisionedQoSInfo




getValidityInfo




getPipeQoSInfo




getDsCodePoint




IpQoSMenu




getTemplateList




getTemplate




IpQoSTemplate




getTemplateType




getDescription




getProvisionedQoSInfo




setProvisionedQoSInfo




getDSCodePoint




setSlaID




getPipeQoSInfo




setPipeQoSInfo




getValidityInfo




setValidityInfo




IpInitial
Authentication
Authentication


initiateAuthentication
initiateClientAuthentication
initiateClientAuthentication


requestAccess




IpAuthentication




selectAuthMethod




authenticate
authenticateFramework
authenticateFramework


abortAuthentication





terminateClientAuthentication
terminateClientAuthentication


IpAccess




obtainInterface
obtainFrameworkInterface
obtainFrameworkInterface


obtainInterfaceWithCallBack




accessCheck




selectService
selectService
selectService


signServiceAgreement
signServiceAgreement
signServiceAgreement


terminateServiceAgreement
terminateServiceAgreement
terminateServiceAgreement


endAccess




IpAppAuthentication
AppAuthentication



authenticate
authenticateClient
authenticateClient


abortAthentication





terminateAppClientAuthorization
terminateAppClientAuthorization


IpAppAccess




signServiceAgreement
signAppServiceAgreement
signAppServiceAgreement


terminateServiceAgreement
terminateAppServiceAgreement
terminateAppServiceAgreement


terminateAccess




IpSvcRegistration




registerService




announceServiceAvailability




unregisterService




describeService




IpSvcFactory




getServiceManager





Discovery
Discovery



discoverService
discoverService


IpFWEventNotification
EventNotification
Event Notification


enableNotification
enableNotification
enableNotification


disableNotification
disableNotification
disableNotification


IpSvcEventNotification
AppEventNotification



eventNotify
eventNotify
eventNotify


notificationTerminated
notificationTerminated
notificationTerminated


IpFwLoadManager




reportLoad




queryLoadReq




querySvcLoadRes




querySvcLoadErr




registerLoadController




unregisterLoadController




resumeNotification




suspendNotification




IpSvcLoadManager




quertLoadRes




queryLoadErr




enableLoadControl




disableLoadControl




resumeNotification




suspendNotification




querySvcLoadReq




IpFwFaultManager




activityTestReq




svcActivityTestRes




appUnavailableInd




genFaultStatsRecordReq




svcRemovalInd




IpSvcFaultManager




activityTestRes




svcActivityTestReq




fwFaultReportInd




fwFaultRecoveryInd




svcNotRespondingInd




appRemovalInd




genFaultStatsRecordRes





IntegrityManagement

No 3GPP OSA requirements available or still being discussed for this interfaces class


activityTest




AppIntegrityManagement

No 3GPP OSA requirements available or still being discussed for this interfaces class


infrastructureFaultDetected




infrastructureRecovered




apiUnavailable




apiAvailable




serviceUnavailable




serviceAvailable



IpFwHeartBeatMgmt




enableSvcHeartBeat




disableSvcHeartBeat




changeTimePeriod




IpFwHeartBeat




send




IpSvcHeartBeatMgmt




enableAppHeartBeat




registerForSvcHBSuperv




deregisterForSvcHBSuperv




changeTimeperiod




IpFwHeartBeat




send




IpFwOAM




systemDateTimeQuery




IpSvcOAM




systemDateTimeQuery





OAM

No 3GPP OSA requirements available or still being discussed for this interfaces class


systemDateTimeQuery



