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TSG#
TDoc
SPEC
CR
REV
PHASE
OLD

VERS
SUBJECT
NEW

VERS
CAT

04
NP-99251
23.003
A003

R98
3.0.0
Correction of VGC/VBC reference
3.1.0
A

04
N2-99514
23.003
A004

R98
3.0.0
Harmonisation of the MNC-length; correction of CR A019r1
3.1.0
F

04
N1-99547
23.003
A005
1
R98
3.0.0
Correction to the MNC length
3.1.0
C

04
NP-99239
23.003
A002
1
R99
3.0.0
SSN reallocation for CAP, gsmSCF, SIWF, GGSN, SGSN, SMLC and GMLC
3.1.0
A

04
NP-99222
23.003
A001

R98
3.0.0
SSN reallocation for CAP, gsmSCF, SIWF, GGSN, SGSN, SMLC and GMLC
3.1.0
A

04
N2-99620
23.007
A001

R97
3.0.0
GPRS restoration procedures
3.1.0
F

04
N2-99254
23.015
A001

R97
3.0.0
Corrections to text to introduce barring of SMS calls for GPRS
3.1.0
F

04
N2-99577
23.016
A001

R98
3.0.0
Introduction of TIF-CSI for Call Deflection
3.1.0
B

04
N2-99649
23.016
A002
1
R97
3.0.0
Missing SS-CSI in description of CAMEL Subscription
3.1.0
F

04
N2-99589
23.018
A001

R98
3.0.0
Notification of call forwarding to the gsmSCF
3.1.0
A

04
N1-99269
23.022
A001

R97
3.0.0
Correction to delayed PLMN selection
3.1.0
F

04
N1-99573
23.022
A002

R97
3.0.0
PLMN Selection for GPRS mobiles
3.1.0
F

04
N1-99163
23.022
A003

R98
3.0.0
EFIMSI changes via Data Download or SIM Toolkit applications
3.1.0
B

04
NP-99244
23.078
A002

R96
3.0.0
Health warning on MSC address in Initial DP
3.1.0
D

04
N2-99217
23.078
A003

R97
3.0.0
Inclusion of Subscriber Activity Information Flow
3.1.0
A

04
3C99-275
23.078
A004

R97
3.0.0
Inclusion of Alerting Pattern in Provide Roaming Number (PRN) Information Flow..
3.1.0
F

04
N2-99225
23.078
A005

R97
3.0.0
Dialled Number String Format
3.1.0
F

04
N2-99244
23.078
A006

R97
3.0.0
Handling of AC/ACR in DP Busy, DP No Answer and DP Route Select
3.1.0
F

04
3C99-480
23.078
A007

R97
3.0.0
Inclusion of Activity Test IF between gsmSCF & gsmSRF and gsmSCF and assistSSF
3.1.0
F

04
N2-99238
23.078
A008

R97
3.0.0
Correction of USSD Information flows
3.1.0
F

04
N2-99343
23.078
A009

R97
3.0.0
Various corrections
3.1.0
F

04
N2-99223
23.078
A010

R97
3.0.0
Correction of CAMEL Phase interworking with Call Forwarding
3.1.0
F

04
N2-99255
23.078
A011

R97
3.0.0
Renaming of Call Active Variable
3.1.0
F

04
N2-99310
23.078
A012

R97
3.0.0
Reporting of O/T_Abandon DP when caller clears during O/T_Busy, O/T_No_Answer or Route_Select_Failure EDP-R.
3.1.0
F

04
N2-99338
23.078
A013

R97
3.0.0
Clarification on the scope of CAMEL Capability Handling parameter
3.1.0
F

04
N2-99458
23.078
A014

R97
3.0.0
Refining trigger criteria at DP2, due to the introduction of North American Equal Access
3.1.0
F

04
N2-99576
23.078
A015

R97
3.0.0
Introduction of MSISDN Parameters in Process Unstructured
3.1.0
F

04
N2-99646
23.078
A016

R97
3.0.0
MSC address in Initial DP
3.1.0
F

04
N2-99630
23.078
A017

R97
3.0.0
Correction of gsmSDL; return to idle after ACR
3.1.0
F

04
N2-99638
23.078
A018

R97
3.0.0
Notification of call forwarding to the gsmSCF
3.1.0
F

04
N2-99591
23.079
A012

R98
3.0.0
Notification of call forwarding to the gsmSCF
3.1.0
A

04
N1-99456
24.065
A001

R97
3.0.0
Improving the user data loss less inter SGSN RA update
3.1.0
F

04
N1-99462
24.065
A001

R97
3.0.0
XID collision corrections
3.1.0
F

04
N1-99167
24.068
A001

R96
3.0.0
Coding of Call Reference IE
3.1.0
F

04
N1-99168
24.069
A002

R96
3.0.0
Coding of Call Reference IE
3.1.0
F

04
N2-99227
29.002
A002

R98
3.0.0
Use of E interface
3.1.0
A

04
N2-99578
29.002
A003

R98
3.0.0
Introduction of TIF-CSI for Call Deflection
3.1.0
B

04
N2-99233
29.002
A004

R98
3.0.0
Clarification in ASN.1 encoding of O-CSI and T-CSI
3.1.0
A

04
N2-99269
29.002
A005

R98
3.0.0
Introduction of MSISDN in USSD operation
3.1.0
C

04
N2-99650
29.002
A006

R98
3.0.0
Modification of the O-CSI ASN.1 structure
3.1.0
A

04
N2-99250
29.002
A007

R98
3.0.0
Adding of MAP_DELIMITER_req to the Status report operation
3.1.0
A

04
N2-99628
29.002
A008

R98
3.0.0
Correction to the Purge MS "Detailed procedure in the HLR"
3.1.0
A

04
N2-99677
29.002
A009

R98
3.0.0
Adding of MNP-indicator to the SRI ack
3.1.0
A

04
N2-99228
29.002
A010

R98
3.0.0
New subscription options for call forwarding
3.1.0
F

04
N2-99585
29.002
A011

R98
3.0.0
Adding the support of ANSI SCCP which is required in North America (World Zone 1)
3.1.0
C

04
N2-99515
29.002
A012

R98
3.0.0
Introduction of 3-digit MNCs correction
3.1.0
A

04
N2-99520
29.002
A013

R98
3.0.0
Export of NAEA-CIC
3.1.0
F

04
N2-99548
29.002
A014

R98
3.0.0
Clarification to text to identify how the LSA data relevant in the current VPLMN can be determined
3.1.0
D

04
3C99-468
29.002
A015

R97
3.0.0
Alignment with 04.80
3.1.0
F

04
N2-99519
29.002
A016

R98
3.0.0
VBS data
3.1.0
A

04
N2-99461
29.002
A017

R98
3.0.0
Introduction of Data Missing error to the Resume Call Handling
3.1.0
F

04
N2-99583
29.002
A018

R97
3.0.0
Removal of 3-digit MNCs
3.1.0
F

04
N2-99676
29.002
A019

R98
3.0.0
Corrections of mapping from MAP service to TC service
3.1.0
A

04
3C99-206
29.002
A186
3
R98
3.0.0
Introduction of UUS service to Resume Call Handling
3.1.0
B

04
N1-99594
29.018
A001
 
R99
3.0.0
Gs Interface Changes to Support Tunnelling of non-GSM Messages
3.1.0
B

04
N1-99176
29.018
A002

R97
3.0.0
Clarification of the null RA and other corrections
3.1.0
F

04
N1-99558
29.018
A003

R97
3.0.0
TMSI requested by the MSC trough the Gs interface
3.1.0
F

04
N2-99669
29.060
A001

R98
3.0.0
Replacing the V(R) transfer mechanism with the N-PDU number transfer mechanism in routeing area update
3.1.0
A

04
3C99-493
29.060
A002

R98
3.0.0
Clarification of ambiguous/superfluous information 
3.1.0
F

04
3C99-495
29.060
A003

R98
3.0.0
Timer handling in GTP
3.1.0
A

04
N2-99253
29.060
A004

R98
3.0.0
Codepoint for PDP type OSP:IHOSS
3.1.0
B

04
N2-99627
29.060
A005

R98
3.0.0
Mandatory SGSN context acknowledgement
3.1.0
A

04
N2-99622
29.060
A006

R98
3.0.0
Mandatory info in MM Context IE
3.1.0
A

04
N2-99623
29.060
A007

R97
3.0.0
APN to be transferred in the PDP context at inter SGSN RA update
3.1.0
F

04
N2-99626
29.060
A008

R98
3.0.0
Consistency on implemented CRs from SMG#28
3.1.0
A

04
N2-99660
29.060
A009

R98
3.0.0
Removal of changes in PDP context establishment and restoration
3.1.0
A

04
NP-99226
29.060
A010

R98
3.0.0
MSISDN in the Create PDP Context  Request
3.1.0
A

04
N2-99239
29.078
A001

R97
3.0.0
SCCP
3.1.0
F

04
3C99-407
29.078
A002

R97
3.0.0
Corrections
3.1.0
F

04
3C99-481
29.078
A003

R97
3.0.0
Inclusion of Activity Test IF between gsmSCF & gsmSRF and gsmSCF and assistSSF
3.1.0
F

04
N2-99344
29.078
A004

R97
3.0.0
Various corrections
3.1.0
F

04
N2-99336
29.078
A005

R97
3.0.0
Support of ANSI MTP and ANSI SCCP for CAMEL phase 2
3.1.0
C

04
N2-99334
29.078
A006

R97
3.0.0
Removal of redundant reference
3.1.0
D

04
N2-99521
29.078
A007

R97
3.0.0
Imports from MAP
3.1.0
F

04
N2-99593
29.078
A008

R97
3.0.0
Notification of call forwarding to the gsmSCF
3.1.0
F

04
N2-99647
29.078
A009

R97
3.0.0
MSC address in the InitialDP operation
3.1.0
F

04
N2-99639
29.078
A010

R97
3.0.0
Interworking with Q.1218 and ETSI Core INAP
3.1.0
F

