
3GPP/SMG Meeting #11
Document
N1-000505

Umeå, Sweden, 28 Feb - 03 Mar 2000

Revision of N1-000338







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




24.008
CR
146r1
Current Version:
3.2.1








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
TSGN#7
for approval
x

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME
x
UTRAN / Radio

Core Network
x

(at least one should be marked with an X)



Source:
CN1
Date: 
2000-02-20



Subject:
Paging response in UMTS



Work item:
GSM-UMTS Inter-working



Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature
X

Release 98


with an X)
D
Editorial modification


Release 99
x





Release 00




Reason for 
change:

This CR proposes to add a new chapter in 24.008 to clarify that the MS in UMTS shall use the Paging Response message defined in chapter 9.1.25 in 04.18, in order to respond to a CS Paging request initiated by the CS domain in the network.
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Other 
comments:
Annex A – chapter 8.1.2 and 8.1.11 from TS 25.331, version 3.1.0; and

Annex B – chapter 3.3.2.2 and 9.1.25 from GSM 04.18, version 8.2.0;
are attached to this CR.

4.4.x
Paging response in UMTS

The network may initiate the paging procedure for CS services when the MS is IMSI attached for CS services. To initiate the procedure, the MM entity requests the RR sublayer to initiate paging (see TS 25.331 and TS 25.413) for CS services.

At reception of a paging message, the RR sublayer in the MS shall deliver a paging indication to the MM sublayer if the paging was initiated by the MM entity in the network (see TS 25.331). The MS shall respond with the PAGING RESPONSE message defined in GSM 04.18, chapter 9.1.25. For reasons of backward compatibility the paging response shall use the RR protocol discriminator.
*** ANNEX from GSM 04.18  version 8.2.0 ***
9.1.25
Paging response

This message is sent on the main DCCH by the mobile station to the network in connection with establishment of the main signalling link as a response to the paging request message. See table 9.25/GSM 04.18.

Message type:
PAGING RESPONSE

Significance:

dual

Direction:


mobile station to network

Table 9.25/GSM 04.18: PAGING RESPONSE message content

IEI
Information element
Type / Reference
Presence
Format
length


RR management
Protocol Discriminator
M
V
1/2


Protocol Discriminator
10.2





Skip Indicator
Skip Indicator
M
V
1/2



10.3.1





Paging Response
Message Type
M
V
1


Message Type
10.4





Ciphering Key Sequence
Ciphering Key Sequence
M
V
1/2


Number
Number






10.5.1.2





Spare Half Octet
Spare Half Octet
M
V
1/2



10.5.1.8





Mobile Station
Mobile Station
M
LV
4


Classmark
 Classmark 2






10.5.1.6





Mobile Identity
Mobile Identity
M
LV
2-9



10.5.1.4




9.1.25.1
Mobile Station Classmark

This IE shall include for multiband mobile station the Classmark 2 corresponding to the frequency band in use.

