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Other 
comments:
Corresponding clause and SDL in the clause 4 were copied to the clause 6.  Then some wordings were adjusted for GPRS.

*** First modified part (clause 6.5) ***

6.5
Procedures for CAMEL GPRS

The functional behaviour of the SGSN is specified in 3G TS 29.002 [4]. The procedures specific to CAMEL are specified in this subclause :


-
Procedure CAMEL_GPRS_Attach_Request,

-
Procedure CAMEL_GPRS_Detach,

-
Procedure CAMEL_GPRS_Routeing_Area_Update

-
Procedure CAMEL_GPRS_SGSN_Context_Acknowledge

-
Procedure CAMEL_GPRS_SGSN_Create_PDP_Context
-
Procedure CAMEL_GPRS_Activate_PDP_Context
-
Procedure CAMEL_GPRS_Deactivate_PDP_Context
-
Procedure CAMEL_GPRS_exception_procedure
-
Procedure CAMEL_GPRS_Modify_PDP_Context

6.5.1
Actions of the SGSN on receipt of Int_Error

The SGSN checks the default GPRS Handling parameter in GPRS-CSI.

If the default GPRS handling is release, a Detach indication is sent to the MS. The SGSN then releases all resources and the invoked CAMEL procedure ends.

If the default GPRS handling is continue, the SGSN continues processing without CAMEL support.

6.5.2
Actions of the SGSN on receipt of Int_Continue

The SGSN continues processing without any modification of GPRS parameters.
4.5.3
Procedure Handle_SCI_GPRS

1)
Precondition: before an answer event is detected and no Tsw running:

if 1 set of e-parameters received --> send to the SGSN
if 2 sets e-parameters received --> error

if 1 set of e-parameters and Tariff Switch received --> error

if 2 sets of e-parameters and Tariff Switch received --> send 1st/start Tsw/store 2nd

2)
Precondition: before an answer event is detected and Tsw running and no e-parameters

if 1 set of e-parameters received --> error, no e-parameters stored

if 2 sets e-parameters received --> send 1st/store 2nd

if 1 set of e-parameters and Tariff Switch received --> error

if 2 sets of e-parameters and Tariff Switch received --> error

3)
Precondition: before an answer event is detected and Tsw running and e-parameters stored:

if 1 set of e-parameters received --> error

if 2 sets e-parameters received --> error

if 1 set of e-parameters and Tariff Switch received --> error

if 2 sets of e-parameters and Tariff Switch received --> error

4)
Precondition: after an answer event is detected and no Tsw running:

if 1 set of e-parameters received --> send to the SGSN
if 2 sets e-parameters received --> error

if 1 set of e-parameters and Tariff Switch received --> start Tsw/store set

if 2 sets of e-parameters and Tariff Switch received --> error

5)
Precondition: after an answer event is detected and Tsw running and no e-parameters

if 1 set of e-parameters received --> store e-parameters

if 2 sets e-parameters received --> error

if 1 set of e-parameters and Tariff Switch received --> error

if 2 sets of e-parameters and Tariff Switch received --> error

6)
Precondition: after an answer event is detected and Tsw running and e-parameters stored:

if 1 set of e-parameters received --> error

if 2 sets e-parameters received --> error

if 1 set of e-parameters and Tariff Switch received --> error

if 2 sets of e-parameters and Tariff Switch received --> error

NOTE:
The SGSN shall store the received e-parameters to be sent subsequently to the MS. The SGSN shall send these e parameters to the MS in a Connect message or in a Facility message. 

*** Next modified part (clause 6.5.5) ***

6.5.5
GPRS SSF

CR editors note: Add this figure at the end of this subclause.
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Figure 6.zz: Procedure Complete_FCI_Record_GPRS
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