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TSG CN WG2 would like to inform TSG CN WG1 that functional requirements were identified while progressing the work on the introduction of RANAP over the E i/f. These requirements were identified while discussing a CR to 29.002 which included these functional requirements. Below is the excerpt from the CR that shows the section that raised concerns:

RelocationNumber ::= SEQUENCE {


handoverNumber
ISDN-AddressString,


rABId

RABId,


-- RAB Identity is needed to relate the calls with the radio access bearers. The MSC-B 


-- should extract the RAB Identities from the encapsulated RANAP Relocation Request in 


-- the MAP Prepare Handover Request and bind each RAB Id to a handover number. 


...}

The second sentence within the comment is the functional requirement that was identified. Since a protocol specification is not the appropriate place for functional requirements, these requirements should be included in 3G TS 23.009 instead. Attached is the original CR to 29.002 (Tdoc N2B000179) that includes the functional requirements. Also attached is a CR to 3G TS 23.009 (Tdoc N2B000320) which adds this requirement to the appropriate place. 

CN2 recognises that these may not be the only changes to 3G TS 23.009 required for the introduction of RANAP over the E i/f and request that CN1 carefully consider all of the work that is needed for 3G TS 23.009. In order to help facilitate this work, the revised and approved version of the CR to 29.002 (Tdoc N2B000377) is also attached.
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