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Introduction:

This document contains “21” CRs on Work Item GPRS, that have been agreed by TSG_N WG1, and are forwarded to TSG_N Plenary meeting #7 for approval.
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Spec
CR
Rev
CAT
Rel.
Old Ver
New Ver
Subject

N1-000253
04.08
CRA975
1
A
R98
7.4.0
7.6.0
Clarification to the MS handling when receiving detach type ‘IMSI detach’

N1-000252
04.08
CRA973
1
F
R97
6.7.0
6.9.0
Clarification to the MS handling when receiving detach type ‘IMSI detach’

N1-000457
24.008
CR139
1
A
R99
3.2.1
3.3.0
Collision of network initiated Detach with the attach and RAU procedure

N1-000326
24.008
CR140

A
R99
3.2.1
3.3.0
Conditions when to start the GMM timer T3321

N1-000363
09.18
CRA044

F
R98
7.2.0
7.3.0
Correction of Gs Cause

N1-000362
09.18
CRA043

F
R97
6.5.0
6.6.0
Correction of Gs Cause

N1-000234
04.08
CRA959
1
A
R98
7.4.0
7.6.0
Correction of N-PDU IE Length in GMM messages Routing Area Update Accept and Routing Area Update Complete.

N1-000248
04.08
CRA957
2
F
R97
6.7.0
6.9.0
Correction of N-PDU IE Length in GMM messages Routing Area Update Accept and Routing Area Update Complete.

N1-000235
24.008
CR 119
1
A
R99
3.2.1
3.3.0
Correction of N-PDU IE Length in GMM messages Routing Area Update Accept and Routing Area Update Complete.

N1-000365
29.018
CR009

F
R99
3.2.0
3.3.0
Encoding of MS classmark in LUP Request 

N1-000495
04.08
CRA1007

A
R98
7.4.0
7.6.0
GPRS detach type corrections

N1-000494
04.08
CRA1003

F
R97
6.7.0
6.9.0
GPRS detach type corrections

N1-000092
04.08
CRA955

A
R98
7.4.0
7.6.0
Removal of APN from REQUEST PDP CONTEXT ACTIVATION REJECT message

N1-000091
04.08
CRA953

F
R97
6.7.0
6.9.0
Removal of APN from REQUEST PDP CONTEXT ACTIVATION REJECT message

N1-000093
24.008
CR117

A
R99
3.2.1
3.3.0
Removal of APN from REQUEST PDP CONTEXT ACTIVATION REJECT message

N1-000334
29.018
CR 003
2
A
R99
3.2.0
3.3.0
SGSN reaction upon a RAU request after VLR failure

N1-000459
24.008
CR 091
1
A
R99
3.2.1
3.3.0
Timer control for GPRS detach

N1-000561
24.008
CR182
2
A
R99
3.2.1
3.3.0
Usage of cause code IE in network initiated detach

N1-000237
04.08
CRA963
1
A
R98
7.4.0
7.6.0
Usage of Combined Procedures during CM service reject

N1-000249
04.08
CRA961
2
F
R97
6.7.0
6.9.0
Usage of Combined Procedures during CM service reject

N1-000238
24.008
CR120
1
A
R99
3.2.1
3.3.0
Usage of Combined Procedures during CM service reject

