
3GPP/SMG Meeting #
Document
N2-000206

Rotenburg, Germany, 22-26 May 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
.




29.078
CR
084r1
Current Version:
3.3.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
CN#8
for approval
x

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio

Core Network
x

(at least one should be marked with an X)



Source:
N2
Date: 
23 May 2000



Subject:
PDPid in the EntityReleasedGPRS operation



Work item:
CAMEL phase 3



Category: 
F
Correction
x
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
x





Release 00




Reason for 
change:

EntityReleasedGPRS operation shall not have PDPid when the attach/detach FSM is released without an armed EventDetectionPoint. EntityReleasedGPRS is needed in this case since the TC dialogue termination does not indicate clearly that the relationship must be terminated. PDPid is not needed either when a single PDP context has the CAP relationship towards SCP.
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Other 
comments:


****    FIRST and LAST MODIFIED SECTION    ****

8
GPRS Control

8.1
gsmSCF/gprsSSF operations and arguments

…

EntityReleasedGPRSArg {PARAMETERS-BOUND : bound} ::= SEQUENCE {



gPRS-ReferenceNumber


[0] GPRS-ReferenceNumber, 



gPRSCause





[1] GPRSCause {bound},



pDPID






[2]
PDPID  OPTIONAL


}
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