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Reason for 
change:

(1)”networkSpecificBoundSet” was simply taken from IN CS-2.  Since this name is used for the INAP protocol, it is proposed to rename to “capSpecificBoundSet”.

(2)As specified in 24.008, the parameter length of the access point name is recommended to be between 1 to 100 octets.





Clauses affected:
5.5 (networkSpecificBoundSet)



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


capSpecificBoundSetPARAMETERS-BOUND ::=

{


MINIMUM-FOR-ACCESS-POINT-NAME



1

MAXIMUM-FOR-ACCESS-POINT-NAME 



100

MINIMUM-FOR-ACH-BILLING-CHARGING


5



MAXIMUM-FOR-ACH-BILLING-CHARGING


177


MINIMUM-FOR-ATTRIBUTES





2


MAXIMUM-FOR-ATTRIBUTES





10


MAXIMUM-FOR-BEARER-CAPABILITY



11


MINIMUM-FOR-CALLED-PARTY-BCD-NUMBER


1


MAXIMUM-FOR-CALLED-PARTY-BCD-NUMBER


41


MINIMUM-FOR-CALLED-PARTY-NUMBER



3


MAXIMUM-FOR-CALLED-PARTY-NUMBER



18


MINIMUM-FOR-CALLING-PARTY-NUMBER


2


MAXIMUM-FOR-CALLING-PARTY-NUMBER


10


MINIMUM-FOR-CALL-RESULT





12


MAXIMUM-FOR-CALL-RESULT





24


MAXIMUM-FOR-CAUSE






2


MINIMUM-FOR-DIGITS






2


MAXIMUM-FOR-DIGITS






16


MINIMUM-FOR-FCI-BILLING-CHARGING-DATA

1


MAXIMUM-FOR-FCI-BILLING-CHARGING-DATA

160


MINIMUM-FOR-FCI-BILLING-CHARGING


5


MAXIMUM-FOR-FCI-BILLING-CHARGING


172


MINIMUM-FOR-GENERIC-NUMBER




3


MAXIMUM-FOR-GENERIC-NUMBER




11


MINIMUM-FOR-IP-SSP-CAPABILITIES



1


MAXIMUM-FOR-IP-SSP-CAPABILITIES



4


MINIMUM-FOR-LOCATION-NUMBER




2


MAXIMUM-FOR-LOCATION-NUMBER




10


MINIMUM-FOR-MESSAGE-CONTENT




1


MAXIMUM-FOR-MESSAGE-CONTENT




127


MINIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

2


MAXIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

10


MINIMUM-FOR-REDIRECTING-ID




2


MAXIMUM-FOR-REDIRECTING-ID




10


MINIMUM-FOR-GSMSCF-ID





2


MAXIMUM-FOR-GSMSCF-ID





10


MINIMUM-FOR-SCI-BILLING-CHARGING


4


MAXIMUM-FOR-SCI-BILLING-CHARGING


69


MINIMUM-FOR-TIME-AND-TIMEZONE



8


MAXIMUM-FOR-TIME-AND-TIMEZONE



8


NUM-OF-BCSM-EVENT






10


NUM-OF-SMS-EVENTS






10


NUM-OF-GPRS-EVENTS






10


NUM-OF-EXTENSIONS






10


NUM-OF-GENERIC-NUMBERS





5


NUM-OF-MESSAGE-IDS






16

}

END




