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7.6.1.4
User error

This parameter can take values as follows:

NOTE:
The values are grouped in order to improve readability; the grouping has no other significance.

...........

i)
Location services problem:

· Unauthorized Requesting Network 

· Unauthorized LCS Client with detailed reason as follows
· Unauthorzied Privacy Class

· Unauthoized Call Unrelated External Client

· Unauthorized Call Related External Client

· Privacy override not applicable

-
Position method failure with detailed reason as follows:

· Congestion

· Insufficient resources

· Insufficient Measurement Data

· Inconsistent Measurement Data

-
Location procedure not completed

-
Location procedure not supported by target MS

-
QoS not attainable
-
Position Method Not Available in Network
-
Position Method Not Available in Location Area
· Unknown or unreachable LCS Client

****    NEXT MODIFIED SECTION    ****

17.7.7
Error data types

.$MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version5 (5)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoamingNotAllowedParam,


CallBarredParam,


CUG-RejectParam,


SS-IncompatibilityCause,


PW-RegistrationFailureCause,


SM-DeliveryFailureCause,


SystemFailureParam,


DataMissingParam,


UnexpectedDataParam,


FacilityNotSupParam,


OR-NotAllowedParam,


UnknownSubscriberParam,


NumberChangedParam,


UnidentifiedSubParam,


IllegalSubscriberParam,


IllegalEquipmentParam,


BearerServNotProvParam,


TeleservNotProvParam,


TracingBufferFullParam,


NoRoamingNbParam,


AbsentSubscriberParam,


BusySubscriberParam,


NoSubscriberReplyParam,


ForwardingViolationParam,


ForwardingFailedParam, 


ATI-NotAllowedParam,


SubBusyForMT-SMS-Param,


MessageWaitListFullParam,


AbsentSubscriberSM-Param,


AbsentSubscriberDiagnosticSM,


ResourceLimitationParam,


NoGroupCallNbParam,


IncompatibleTerminalParam,


ShortTermDenialParam,


LongTermDenialParam,


UnauthorizedRequestingNetwork-Param,


UnauthorizedLCSClient-Param,


PositionMethodFailure-Param,

UnknownOrUnreachableLCSClient-Param

;

IMPORTS


SS-Status

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version5 (5)}


SignalInfo,


BasicServiceCode,


NetworkResource

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version5 (5)}


SS-Code

FROM MAP-SS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-Code (15) version5 (5)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version5 (5)}

;

..........

PositionMethodFailure-Param ::= SEQUENCE {


positionMethodFailure-Diagnostic
[0] PositionMethodFailure-Diagnostic
OPTIONAL,


extensionContainer
[1] ExtensionContainer


OPTIONAL,


... }

PositionMethodFailure-Diagnostic ::= ENUMERATED {


congestion  (0),


insufficientResources  (1),


insufficientMeasurementData  (2),


inconsistentMeasurementData  (3),


locationProcedureNotCompleted  (4),


locationProcedureNotSupportedByTargetMS  (5),


qoSNotAttainable  (6),


positionMethodNotAvailableInNetwork
(7),


positionMethodNotAvailableInLocationArea
(8),

...}

--
exception handling:

--
any unrecognized value shall be ignored

.#END








