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**** First Modified Section ****
4.5.3.1
Retrieval of routeing information in the GMSC

…
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Figure 4.30c: Procedure CAMEL_MT_GMSC_INIT (sheet 1)
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Figure 4.40: Procedure CAMEL_MT_GMSC_Notify_CF (sheet 1)

**** Next Modified Section ****
4.5.4.1
Handling of mobile terminating calls in the terminating VMSC

…
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Figure 4.51c: Procedure CAMEL_ICH_MSC_INIT (sheet 3)

…
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Figure 4.52: Procedure CAMEL_MT_VMSC_Notify_CF (sheet 1)

**** Last Modified Section ****
4.6.2.9
Continue With Argument

4.6.2.9.1
Description

This information flow requests the gsmSSF to proceed the call processing with modified information at the DP at which it previously suspended call processing to await gsmSCF instructions. The gsmSSF completes DP processing, and continues basic call processing (i.e., proceeds to the next point in call in the BCSM) with the modified call setup information as received from the gsmSCF.

4.6.2.9.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Alerting Pattern
-
-
O
O
This parameter indicates the kind of Alerting Pattern to be applied.

Calling Partys Category
O
O
O
O
This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

Generic Number
O
O
O
O
This IE contains the generic number. Its used to convey the additional calling party number, which e.g. could be used to modify the calling line ID presented to the called user.

Carrier 
O
O
O
O
This IE is described in the next table.

NA Originating Line Information
O
O
O
O
This IE identifies the type of number in the Charge Number (e.g. subscriber versus PLMN operator number).

Charge Number
O
O
O
O
This IE identifies the chargeable number for the usage of a North American carrier.

Suppression Of Announcements
-
-
O
O
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed.

Service Interaction Indicators Two
O
O
O
O
This IE is described in a table below.

CUG Interlock Code
O
O
-
-
See 3G TS 23.085 [9] for details of this IE.

Outgoing Access Indicator
O
O
-
-
See 3G TS 23.085 [9] for details of this IE.

O
Optional (Service logic dependent).

-
Not applicable.

Carrier contains the following information:

Information element name
MO
MF
MT
VT
Description

Carrier Identification Code
M
M
M
M
This IE uniquely identifies a North American long distance carrier.

Carrier Selection Information
M
M
M
M
This IE indicates the way the carrier was selected e.g.:
-
dialled
-
subscribed

M
Mandatory (The IE shall always be sent).
Service Interaction Indicators Two contains the following information: 

Information element name
MO
MF
MT
VT
Description

Forward Service Interaction Indicator
O
O
O
O
See the Information Flow table for the Service Interaction Indicators Two IE in the Connect operation for an explanation of this parameter.

Backward Service Interaction Indicator
O
O
O
O
See the Information Flow table for the Service Interaction Indicators Two IE in the Connect operation for an explanation of this parameter.

HOLD Treatment Indicator
O
-
-
O
This IE indicates whether the CAMEL subscriber can invoke HOLD for the call.

CW Treatment Indicator
O
-
-
O
This IE indicates whether CW can be applied for a call to the CAMEL subscriber whilst this call is ongoing.

ECT Treatment Indicator
O
-
-
O
This IE indicates whether the call leg can become part of an ECT call initiated by the CAMEL subscriber.

Connected number treatment indicator
O
O
O
O
This IE indicates the treatment of the connected number at the originating side.

Non-CUG Call
O
O
-
-
This IE indicates that no parameters for CUG should be used for the call (i.e. the call should be a non-CUG call).

O
Optional (Service logic dependent). 

-
Not applicable.

NOTE:
Non-CUG Call shall not be present if at least one of CUG Interlock Code and Outgoing Access Indicator are present in the Information Flow.

**** End of Document ****



