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Reason for 
change:

If the CAMEL processing leads to a redirection of the call to a different destination, this has to be made visible to the procedure CAMEL_MT_GMSC_INIT



Clauses affected:
Figures 36a, 36b, 36d
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Other 
comments:
An editorial change (the move of the procedure declaration from figure 36b to figure 36a) is also included.

Figure 36c is included unchanged for information


[image: image2.emf]Procedure in a GMSC

to determine the address

to which a call should be routed

Procedure Obtain_Routeing_Address ORA1(4)

Procedure Obtain_Routeing_Address

FPAR IN Input address, Reference address, 

Own PLMN

IN/OUT Routeing address, 

Destination address, OR, Result

MOBILE_NUMBER_

PORTABILITY_

IN_TQoD

Result=

Number

ported?

CCBS_MT_

GMSC_Check_

CCBS_Call

See GSM 03.93

Reconnect

CLI_MT_

GMSC

See GMSC 03.81

Send 

Routeing

Info

Wait_for_

Routeing_

Info

1

Routeing

address:=

routeing number

Result:=

Number

ported

No

False

True

Yes


Figure 36a: Procedure Obtain_Routeing_Address (sheet 1)
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Figure 36b: Procedure Obtain_Routeing_Address (sheet 2)
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Figure 36c: Procedure Obtain_Routeing_Address (sheet 3)
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Figure 36d: Procedure Obtain_Routeing_Address (sheet 4)
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