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Reason for 
change:

In the Table 1 of 3G TS 29.060 "Signalling Messages in GTP", there are 3 errors: The following GTP messages have not been marked as belonging also to GTP' (in addition to GTP-C and GTP-U) though they according to GSM 12.15 and 3G TS 32.015 should: Echo Request, Echo Response and Version Not Supported.
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Other 
comments:
The GTP' documentation has contained the Echo Request and Echo Response messages already from October 1998 in GSM 12.15 "GPRS Charging", and later also in the 3G TS 32.015 "Charging & Billing; GSM call and event data for the Packet Switched (PS) domain (Release 1999)".

The GTP' documentation has contained the Version Not Supported message already from February 1999 in GSM 12.15 (and later also in the 3G TS 32.015).




Table 1: Signalling Messages in GTP

Message Type value (Decimal)
Message
Reference
GTP-C
GTP-U
GTP’

0
For future use. Shall not be sent. If received, shall be treated as an Unknown message.





1
Echo Request
7.2.1
X
X
X

2
Echo Response
7.2.2
X
X
X

3
Version Not Supported
7.2.3
X
X
X

4
Node Alive Request
GSM 12.15


X

5
Node Alive Response
GSM 12.15


X

6
Redirection Request
GSM 12.15


X

7
Redirection Response
GSM 12.15


X

8-15
For future use. Shall not be sent. If received, shall be treated as an Unknown message.





16
Create PDP Context Request
7.3.1
X



17
Create PDP Context Response
7.3.2
X



18
Update PDP Context Request
7.3.3
X



19
Update PDP Context Response
7.3.4
X



20
Delete PDP Context Request
7.3.5
X



21
Delete PDP Context Response
7.3.6
X



22-25
For future use. Shall not be sent. If received, shall be treated as an Unknown message.





26
Error Indication
7.3.7
X



27
PDU Notification Request
7.3.8
X



28
PDU Notification Response
7.3.9
X



29
PDU Notification Reject Request
7.3.10
X



30
PDU Notification Reject Response
7.3.11
X



31
Supported Extension Headers Notification
7.2.4
X
X


32
Send Routeing Information for GPRS Request
7.4.1
X



33
Send Routeing Information for GPRS Response
7.4.2
X



34
Failure Report Request
7.4.3
X



35
Failure Report Response
7.4.4
X



36
Note MS GPRS Present Request
7.4.5
X



37
Note MS GPRS Present Response
7.4.6
X



38-47
For future use. Shall not be sent. If received, shall be treated as an Unknown message.





48
Identification Request
7.5.1
X



49
Identification Response
7.5.2
X



50
SGSN Context Request
7.5.3
X



51
SGSN Context Response
7.5.4
X



52
SGSN Context Acknowledge
7.5.5
X



53
Forward Relocation Request
7.5.6
X



54
Forward Relocation Response
7.5.7
X



55
Forward Relocation Complete
7.5.8
X



56
Relocation Cancel Request
7.5.9
X



57
Relocation Cancel Response
7.5.10
X



58
Forward SRNS Context
7.5.11
X



59
Forward Relocation Complete Acknowledge
7.5.x
X



60
Forward SRNS Context Acknowledge
7.5.x
X



61-239
For future use. Shall not be sent. If received, shall be treated as an Unknown message.





240
Data Record Transfer Request
GSM 12.15


X

241
Data Record Transfer Response
GSM 12.15


X

242-254
For future use. Shall not be sent. If received, shall be treated as an Unknown message.





255
T-PDU
9.3.1

X
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