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change:

	Following corrections for the SDL gsmSSF are needed.

-
Sheet 10: Check box “Arming rules fllfilled?” shall be “Arming rules fulfilled?”
-
Sheet 27: State Waiting_For_End_Of_Temporary_Connection_For_DSI” shall be “..._DS” (remove “I” from “..._DSI”).
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Figure 4.64j: Process gsmSSF (sheet 10)
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Figure 4.64aa: Process gsmSSF (sheet 27)



_1031994431.doc
Page 4
Draft prETS 300 ???: Month YYYY






/* Invocation of gsmSSF in MO,







MT, VT or CF call case. */







Process gsmSSF







10(33)







/* Signals to/from the right are







to/from the gsmSCF.  */







Monitoring







CAP_Request_







Report_BCSM_







Event







Arming rules







fllfilled?







 In state 'Monitoring', only







 requests to disarm DPs or to







sent notifications are allowed







Error: Unexpected







Data Value







Monitoring







Arm DP







and/or







disarm DP







Any armed 







EDP or report 







pending







Complete_all_







FCI_records







Application_End







'armed TDPs







for this CSI?'







Wait_For_







_Request







Idle







No







Yes







Yes







No







Yes







No







fulfilled?












_1031994819.doc
Page 4
Draft prETS 300 ???: Month YYYY






/* Invocation of gsmSSF in MO,







MT, VT or CF call case. */







Process gsmSSF







27(33)







/* Signals to/from the left are to/from the MSC;







signals to/from the right are







to/from the gsmSCF.  */







Waiting_For_







_Instructions_







_For_DS







CAP_Establish







Temporary







Connection







Stop Tssf







Int_Establish







Temporary







Connection







Await_Temporary_







Connection_







Establishment_DS







Int_Temporary_







Connection_







Established







Set Tssf to user







interaction timer







value and restart







Tssf







Waiting_For_







_End_Of_







Temporary_







Connection_For_DSI







Int_ETC_Failed







Error ETC failed







Set Tssf to last







used time interval







and restart Tssf







Waiting_For_







Instructions_For_DS







CR editor’s note: remove “I” from “..._DSI”.












