Page 1



3GPP TSG-CN WG2 Meeting #5 
Tdoc N2-000605

Paris, France, 13 – 17 November 2000

CR-Form-v3

CHANGE REQUEST



(

29.078
CR
131
(

rev
-
(

Current version:
3.5.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network

Core Network
X



Title:
(

Correction of Apply Charging Report GPRS definition




Source:
(

T-Mobil




Work item code:
(

CAMEL3

Date: (

09.11.00







Category:
(

F

Release: (

R99


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

The events that may trigger start of time or volume count are not clearly specified. Current definition of the ACR GPRS parameters does not cover the scenario where a tariff switch occurs before the event that triggers time or volume count. 




Summary of change:
(

Definition of events that may trigger time and volume count is introduced. The definition of the parameters of the ACR GPRS are modified to cope with the scenario where an early tariff switch was detected.




Consequences if 
(

not approved:
Pre Paid Services using AC/ACR will apply in certain scenarios the wrong tariff for cost calculation.




Clauses affected:
(

11.6.1




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



11.6
ApplyChargingReportGPRS procedure

11.6.1
General description

This operation is used by the gprsSSF to report charging related information to the gsmSCF as requested by the gsmSCF using the ApplyChargingGPRS operation.
Timing of duration and measuring of transferred data (if applicable) shall be started when either an Attach event, PDP context activation acknowledgement or an Inter SGSN routeing area update acceptance is detected by the gprsSSF.
A report shall be made either when a PDP context deactivation, Detach event or Change in QoS is detected by the gprsSSF or when the gprsSSF detects that the transferred volume or elapsed time duration indicated in parameter transferredVolume or elapsedTime (received in ApplyChargingGPRS operation) has been reached.
That sending of ApplyChargingReportGPRS shall only be made on chargeable QoS changes.


11.6.1.1
Parameters

-
chargingResult:
This parameter provides the SCF with the charging related information previously requested using the ApplyChargingGPRS operation. The "ChargingResult" is a choice, and can contain either of the following parameters:

-
transferredVolume:
This is a choice of the following parameters:

-
volumeIfNoTariffSwitch:
This parameter will be present if no tariff switch has occurred for the PDP context, otherwise it will be absent. If present, then the volume transferred since the detection of the event that triggered volume count will be reported.

-
volumeIfTariffSwitch:
This parameter will be present if a tariff switch has occurred for the PDP context, otherwise it will be absent. If present then the parameter may contain the following information:

-
volumeSinceLastTariffSwitch:
The volume since the detection of the event that triggered volume count or the last tariffSwitch (whichever of these events was last detected) is reported.

-
VolumeTariffSwitchInterval:
This parameter is present only if a tariff switch was detected after the event that triggered volume count for the PDP context in the current volume count period. If present, the volume between either the detection the event that triggered volume count or the previous tariff switch (whichever of these events was last detected) and the last tariff switch is reported.

-
elapsedTime:
This is a choice of the following parameters:

-
timeGPRSIfNoTariffSwitch:
This parameter will be present if no tariff switch has occurred for the session or the PDP context, otherwise it will be absent. If present then the elapsed time since the detection of  the event that triggered time count will be reported.

-
timeGPRSIfTariffSwitch:
This parameter will be present if a tariff switch has occurred for the session or the PDP context, otherwise it will be absent. If present then the parameter may contain the following information:

-
timeGPRSSinceLastTariffSwitch:
The time since the event that triggered time count or the last tariffSwitch is reported.

-
timeGPRSTariffSwitchInterval:
This parameter is present only if a tariff switch was detected after the event that triggered time count for the session or PDP context in the current time count period. If present, the time between either the detection the event that triggered time count or the previous tariff switch (whichever of these events was last detected) and the last tariff switch is reported.

-
qualityOfService:
This IE identifies the QoS which was negotiated between the user, the SGSN and the GGSN.
This parameter is only present when the sending of Apply Charging Report GPRS operation was triggered by a change in Quality of Service.

-
active:
This parameter indicates whether the GPRS session or PDP context is still active

-
pDPID:

This parameter, if present, identifies the PDP Context, within the Session dialogue, for which the charging report is valid.
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