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	Reason for 
change:

	Current ASN.1 definition of ASN.1 Type ElapsedTime identifies subparameter timeGPRSTariffSwitchInterval as mandatory. This is obviously in contradiction to the defined procedures, i.e. this parameter must not be set-up in case there was no tariff switch in the current supervision interval.

See, e.g. section 11.6.1.1 
“timeGPRSTariffSwitchInterval
This paramter is present only if a tariff switch was detected between the start of time count for the current time count period...”

This definition is analogously given for volume counting whereas the appropriate parameter volumeTariffSwitchInterval is correctly declared as OPTIONAL in ASN.1.

The ASN.1 definition has to be corrected according to the ApplyChargingReportGPRS procedure, i.e. timeGPRSTariffSwitchInterval has to become OPTIONAL.
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	Other 
comments:
	This CR also provides the style change in the subclause 11.6 on the above parameter.


***Change in the clause 5.1 Data Types ***

ElapsedTime






::= CHOICE {



timeGPRSIfNoTariffSwitch
[0] INTEGER (0..86400),



timeGPRSIfTariffSwitch

[1] SEQUENCE {




timeGPRSSinceLastTariffSwitch
[0] INTEGER (0..86400),




timeGPRSTariffSwitchInterval
[1] INTEGER (0..86400) OPTIONAL



}



}

--
timeGPRSIfNoTariffSwitch is measured in seconds

--
timeGPRSSinceLastTariffSwitch and timeGPRSTariffSwitchInterval are measured in seconds

***Change in the clause 11.6 (style change) ***

11.6
ApplyChargingReportGPRS procedure

11.6.1
General description

This operation is used by the gprsSSF to report charging related information to the gsmSCF as requested by the gsmSCF using the ApplyChargingGPRS operation. A report shall be made either when a PDP context deactivation, Detach event or Change in QoS is detected by the gprsSSF or when the gprsSSF detects that the transferred volume or elapsed time duration indicated in parameter transferredVolume or elapsedTime (received in ApplyChargingGPRS operation) has been reached.
That sending of ApplyChargingReportGPRS shall only be made on chargeable QoS changes, i.e. normally upon MS initiated QoS changes.

The gprsSSF shall immediately restart timing duration and measuring transferred data for the GPRS Session or PDP Context for which the report was sent.

11.6.1.1
Parameters

-
chargingResult:
This parameter provides the SCF with the charging related information previously requested using the ApplyChargingGPRS operation. The "ChargingResult" is a choice, and can contain either of the following parameters:

-
transferredVolume:
This is a choice of the following parameters:

-
volumeIfNoTariffSwitch:
This parameter will be present  if no tariff switch has occurred since the detection of  the event that triggered volume count (e.g. PDP context activation acknowledgement) occurred. If present, then the volume transferred since that event will be reported.

-
volumeIfTariffSwitch:
This parameter will be present  if a tariff switch has occurred since the detection of  the event that triggered volume count (e.g. PDP context establishment acknowledgement) occurred. If present then the parameter may contain the following information:

-
volumeSinceLastTariffSwitch:
The volume since the last tariffSwitch is reported.

-
VolumeTariffSwitchInterval:
This parameter is present only if a tariff switch was detected in the current volume count period. If present, the volume between either the detection the event that triggered volume count or the previous tariff switch (whichever of these events was last detected) and the last tariff switch is reported.

-
elapsedTime:







CR editor’s note: Style “B2”
This is a choice of the following parameters:

-
timeGPRSIfNoTariffSwitch:


CR editor’s note: Style “B3”
This parameter will be present  if no tariff switch has occurred since the detection of  the event that triggered time count (e.g. attach) occurred. If present then the elapsed time since that event will be reported.

-
timeGPRSIfTariffSwitch:



CR editor’s note: Style “B3”
This parameter will be present  if a tariff switch has occurred since the detection of  the event that triggered time count (e.g. attach) occurred. If present then the parameter may contain the following information:

-
timeGPRSSinceLastTariffSwitch:


CR editor’s note: Style “B4”
The time since the last tariffSwitch is reported.

-
timeGPRSTariffSwitchInterval:



CR editor’s note: Style “B4”
This parameter is present only if a tariff switch was detected in the current time count period. If present, the time between either the detection the event that triggered time count or the previous tariff switch (whichever of these events was last detected) and the last tariff switch is reported.

-
qualityOfService:
This IE identifies the QoS which was negotiated between the user, the SGSN and the GGSN.
This parameter is only present when the sending of Apply Charging Report GPRS operation was triggered by a change in Quality of Service.

-
active:
This parameter indicates whether the GPRS session or PDP context is still active

-
pDPID:

This parameter, if present, identifies the PDP Context, within the Session dialogue, for which the charging report is valid.




