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	Reason for change:
(

	It was decided at TSG-SA#8 to remove the IHOSS service from R98 and onwards (SP-000197). This CR aligns the targeted specification accordingly. Furthermore, since the ‘Modem and ISDN Interworking’ WI has previously been deleted there is also no need anymore for the Octet Stream Protocol (OSP).

	
	

	Summary of change:
(

	This CR deletes the OSP and IHOSS from the specification text.

	
	

	Consequences if 
(

not approved:
	The specification is not aligned with the R 99 22.060 and 23.060.

	
	

	Clauses affected:
(

	3.2, 14
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	 Other core specifications
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	affected:
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	Other comments:
(

	The issue was discussed and postponed at CN3#8 (N3-000030). 


3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

APN
Access Point Name

ATM
Asynchronous Transfer Mode

BG
Border Gateway

CHAP
Challenge Handshake Authentication Protocol

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System

DVMRP
Distance Vector Multicast Routing Protocol

GGSN
Gateway GPRS Support Node

GTP-U
GPRS Tunnelling Protocol for user plane

ICMP
Internet Control Message Protocol

IETF
Internet Engineering Task Force

IGMP

Internet Group Management Protocol


IP
Internet Protocol

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

ISDN
Integrated Services Digital Network

ISP
Internet Service Provider

LAC
L2TP Access Concentrator

LAN
Local Area Network 


LNS
L2TP Network Server

MIP
Mobile IP

MOSPF
Multicast Open Shortest Path First

MS
Mobile Station

MT
Mobile Terminal

MTU
Maximum Transfer Unit

NAI

Network Access Identifier



PAP
Password Authentication Protocol

PDCP
Packet Data Convergence Protocol
PDN
Packet Data Network

PDU
Protocol Data Unit

PIM-SM
Protocol Independant Multicast – Sparse Mode

PPP
Point-to-Point Protocol

PS
Packet Switched

RADIUS
Remote Authentication Dial In User Service

SGSN
Serving GPRS Support Node

SMDS
Switched Multimegabit Data Service

TCP
Transmission Control Protocol

TE
Terminal Equipment

TEID
Tunnel End-point Identifier

UDP
User Datagram Protocol

************************* Next changed section *******************************************

14
Internet Hosted Octet Stream Service (IHOSS)
Void.
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