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*** For Information ***
Copy from MAP 29.002 V3.7.2:

GeographicalInformation ::= OCTET STRING (SIZE (8))

--
Refers to geographical Information defined in GSM 03.32.

--
Only the description of an ellipsoid point with uncertainty circle

--
as specified in GSM 03.32 is allowed to be used

--
The internal structure according to GSM 03.32 is as follows:

--

Type of shape (ellipsoid point with uncertainty circle)
1 octet

--

Degrees of Latitude



3 octets

--

Degrees of Longitude



3 octets

--

Uncertainty code



1 octet

*** First Change ***
5
Common CAP Types

5.1
Data types

-- The Definition of Common Data Types follows

CAP-datatypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-datatypes(52) version3(2)}

-- This module contains the type definitions for the CAP v.3 data types.

DEFINITIONS IMPLICIT TAGS ::= BEGIN

IMPORTS


CallingPartysCategory,


Duration,


HighLayerCompatibility,


Integer4,


Interval,


LegID,


RedirectionInformation,


ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

modules(0) cs1-datatypes(2) version1(0)}


BothwayThroughConnectionInd,


CriticalityType,


MiscCallInfo

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

cS2(20) modules(0) in-cs2-datatypes(0) version1(0)}


IMSI,


ISDN-AddressString,


Ext-BasicServiceCode,


NAEA-CIC

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-network(1) modules(3) map-CommonDataTypes(18) version6(6)}


Ext-QoS-Subscribed,


GeographicalInformation,


LocationInformation,


QoS-Subscribed,


SubscriberState

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-network(1) modules(3) map-MS-DataTypes(11) version6(6)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-network(1) modules(3) map-CH-DataTypes(13) version6(6)}


tc-Messages,


classes

FROM CAP-object-identifiers
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


TCInvokeIdSet

FROM TCAPMessages tc-Messages


EXTENSION,


PARAMETERS-BOUND,


SupportedExtensions {}

FROM CAP-classes classes

;

…

Unchanged asn.1

…

LocationInformationGPRS

::= SEQUENCE {


cellGlobalIdOrServiceAreaIdOrLAI
[0] OCTET STRING (SIZE(5..7))
OPTIONAL,


routeingAreaIdentity



[1]
RAIdentity




OPTIONAL,


geographicalInformation



[2] GeographicalInformation

OPTIONAL,


sgsn-Number






[3] ISDN-AddressString


OPTIONAL,


selectedLSAIdentity




[4] LSAIdentity




OPTIONAL,


extensionContainer




[5] ExtensionContainer


OPTIONAL,


...,


sai-Present






[6] NULL





OPTIONAL 
}

-- CellGlobalIdOrServiceAreaIdOrLAI and LSAIdentity are coded in accordance with

-- 3GPP TS 29.002 [13].



-- sai-Present indicates that the cellGlobalIdOrServiceAreaIdOrLAI parameter contains

-- a Service Area Identity.
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