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3G TS 23.271: "Functional stage2 description of LCS (Release 2000)". 
Next Change

6.1.2
Sub-System Number (SSN)

The Application Entities (AEs) defined for MAP consist of several Application Service Elements (ASEs) and are addressed by sub-system numbers (SSNs). The SSNs for MAP are specified in GSM 03.03 [17].

When the SGSN emulates MSC behaviour for processing messages (MAP-MO-FORWARD-SHORT-MESSAGE, MAP_CHECK_IMEI, MAP_SUBSCRIBER_LOCATION_REPORT) towards entities which do not support interworking to SGSNs, it shall use the MSC SSN in the calling party address instead of the SGSN SSN.

Next Change

7.6.3.61
GMLC List

This parameter contains the addresses of all GMLCs in the MS subscriber’s HPLMN that are permitted to issue a non-call related MT-LR location request for this MS. Usage of this parameter is defined in  3G TS 23.271.

Next Change

7.6.3.64
External Client List 

This parameter is only applicable to the non-call related privacy class and gives the identities of the external clients that are allowed to locate a target MS for a non-call related MT-LR. Each identity is an international (e.g.E.164) address. For each identified external client, GMLC restrictions may be defined. It may also be indicated if the MS shall be notified of a non-restricted MT-LR from each identified LCS client and, if so, whether notification only or notification with privacy verification shall apply. Usage of this parameter is defined in 3G TS 23.271.

7.6.3.65
Internal Client List 

This parameter is only applicable to the PLMN operator privacy class and gives the identities of the internal PLMN operator clients that are allowed to locate a target MS for an NI-LR or MT-LR. Usage of this parameter is defined in 3G TS 23.271.

7.6.3.65A
MO-LR List

This parameter defines the classes of MO-LR for which a subscription exists for a particular MS. For each class, the following information is provided:

-
SS-Code

(see subclause 7.6.4.1).
7.6.3.65B
Privacy Notification to MS User

This parameter is applicable to the non-call related privacy class and call related privacy class. For non-call related privacy class it indicates whether the MS user shall be notified for a non-call related MT-LR from any value added LCS client when the MT-LR is restricted and be enabled to accept or override the restriction. For call related privacy class it indicates whether the MS shall be notified of a call related MT-LR and, if so, whether notification only or notification with privacy verification shall apply. Usage of this parameter is defined in 3G TS 23.271.
7.6.3.65C
GMLC List Withdraw

This parameter indicates whether the subscriber’s LCS GMLC list shall be deleted from the VLR or SGSN. 
Next Change

7.6.11.16
Privacy Override

This parameter indicates if MS privacy is overridden by the LCS client when the GMLC and VMSC/SGSN for an MR-LR are in the same country.
Next Change

8.8.1
MAP-INSERT-SUBSCRIBER-DATA service

8.8.1.1
Definition

This service is used by an HLR to update a VLR with certain subscriber data in the following occasions:

-
the operator has changed the subscription of one or more supplementary services, basic services or data of a subscriber. Note that in case of withdrawal of a Basic or Supplementary service this primitive shall not be used;

-
the operator has applied, changed or removed Operator Determined Barring;

-
the subscriber has changed data concerning one or more supplementary services by using a subscriber procedure;

-
the HLR provides the VLR with subscriber parameters at location updating of a subscriber or at restoration. In this case, this service is used to indicate explicitly that a supplementary service is not provisioned, if the supplementary service specification requires it. The only supplementary services which have this requirement are the CLIR and COLR services. Network access mode is provided only in restoration. If the Super-Charger functionality is supported the HLR may not need to provide the VLR with subscriber parameters at location updating of a subscriber. See TS 23.116.

Also this service is used by an HLR to update an SGSN with certain subscriber data in the following occasions:

-
if the GPRS subscription has changed;

-
if the network access mode is changed;

-
the operator has applied, changed or removed Operator Determined Barring;

-
the HLR provides the SGSN with subscriber parameters at GPRS location updating of a subscriber. If the Super‑Charger functionality is supported the HLR may not need to provide the SGSN with subscriber parameters. See 3G TS 23.116.

It is a confirmed service and consists of the primitives shown in table 8.8/1.

8.8.1.2
Service primitives

Table 8.8/1: MAP-INSERT-SUBSCRIBER-DATA

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	Category
	C
	C(=)
	
	

	Subscriber Status
	C
	C(=)
	
	

	Bearer service List
	C
	C(=)
	C
	C(=)

	Teleservice List
	C
	C(=)
	C
	C(=)

	Forwarding information List
	C
	C(=)
	
	

	Call barring information List
	C
	C(=)
	
	

	CUG information List
	C
	C(=)
	
	

	SS-Data List
	C
	C(=)
	
	

	EMLPP Subscription Data
	C
	C(=)
	
	

	MC-Subscription Data
	C
	C(=)
	
	

	Operator Determined Barring General data
	C
	C(=)
	C
	C(=)

	Operator Determined Barring HPLMN data
	C
	C(=)
	
	

	Roaming Restriction Due To Unsupported Feature
	C
	C(=)
	
	

	Regional Subscription Data
	C
	C(=)
	
	

	VLR CAMEL Subscription Info
	C
	C(=)
	
	

	Voice Broadcast Data
	C
	C(=)
	
	

	Voice Group Call Data
	C
	C(=)
	
	

	Network access mode
	C
	C(=)
	
	

	GPRS Subscription Data
	C
	C(=)
	
	

	Roaming Restricted In SGSN Due To Unsupported Feature
	C
	C(=)
	
	

	North American Equal Access preferred Carrier Id List
	U
	C(=)
	
	

	SGSN Camel Subscription Info
	C
	C(=)
	
	

	LSA Information
	C
	C(=)
	
	

	IST Alert Timer
	C
	C(=)
	
	

	SS-Code List
	
	
	C
	C(=)

	LMU Identifier
	C
	C(=)
	
	

	LCS Information
	C
	C(=)
	
	

	CS Allocation/Retention priority
	C
	C(=)
	
	

	Super-Charger Supported In HLR
	C
	C(=)
	
	

	Regional Subscription Response
	
	
	C
	C(=)

	Supported CAMEL Phases
	
	
	C
	C (=)

	User error
	
	
	U
	C(=)

	Provider error
	
	
	
	O


8.8.1.3
Parameter use

All parameters are described in subclause 7.6. The following clarifications are applicable:

---

SS-Data List

A list of Extensible SS-Data parameters (Extensible SS-Data is defined in subclause 7.6). It is sent for any other supplementary service than Call Forwarding, Call Barring, CUG and eMLPP either at location updating or at restoration or when they are changed. Each SS-Data parameter shall be treated independently of all other parameters in the primitive.

The Extensible SS-Data shall include the SS-Code for an individual supplementary service.

The Extensible SS-Data shall contain an Extensible SS-Status parameter and any subscription options that are applicable to the service defined by the SS-Code.

The SS-Data may include a Basic Service Group List. This shall be interpreted according to the rules in subclause 8.8.1.4.

If the VLR receives an Indication containing any supplementary service codes which it does not support/allocate it returns them to the HLR in the parameter SS-Code List and therefore discards the unsupported service codes received (no error is sent back). This parameter is used by the VLR and SGSN for LCS. Otherwise, this parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it. 
---

LCS Information

This parameter provides the following LCS related information for an MS subscriber:

-
list of GMLCs in the HPLMN;

-
privacy exception list;

-
MO-LR list.

At restoration and location updating, the HLR shall include the complete LCS data of the subscriber.

When there is a change in LCS subscriber data the HLR shall include at least the new and/or modified LCS data. LCS data that is not modified need not be included.

The VLR/SGSN shall keep any previously stored LCS Information that is not included in an Insert Subscriber Data operation.

If the VLR/SGSN detects that there is overlapping in the LCS information received within a dialogue, it shall send the error Unexpected Data Value.


Super-Charger Supported In HLR

This parameter is used by the HLR to indicate support for the Super-Charger functionality. If this parameter is present it shall include an indication of the age of the subscription data stored in the HLR.

If this parameter is absent then the HLR does not support the Super-Charger functionality.
SS-Code List

The list of SS-Code parameters that are provided to a subscriber but are not supported/allocated by the VLR and SGSN (SS-Code is defined in subclause 7.6). The list can only include individual SS-Codes that were sent in the service request. This parameter is used by the VLR and SGSN.

---

Next Change

8.8.2
MAP-DELETE-SUBSCRIBER-DATA service

8.8.2.1
Definition

This service is used by an HLR to remove certain subscriber data from a VLR if the subscription of one or more supplementary services or basic services is withdrawn. Note that this service is not used in case of erasure or deactivation of supplementary services.

Also this service is used by an HLR to remove GPRS subscription data from a SGSN.

It is a confirmed service and consists of the primitives shown in table 8.8/2.

8.8.2.2
Service primitives

Table 8.8/2: MAP-DELETE-SUBSCRIBER-DATA

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	M
	M(=)
	
	

	Basic service List
	C
	C(=)
	
	

	SS-Code List
	C
	C(=)
	
	

	Roaming Restriction Due To
	
	
	
	

	Unsupported Feature
	C
	C(=)
	
	

	Camel Subscription Info Withdraw
	C
	C(=)
	
	

	Specific CSI Withdraw
	C
	C(=)
	
	

	Regional Subscription Data
	C
	C(=)
	
	

	VBS Group Indication 
	C
	C(=)
	
	

	VGCS Group Indication
	C
	C(=)
	
	

	GPRS Subscription Data Withdraw
	C
	C(=)
	
	

	Roaming Restricted In SGSN Due To Unsupported Feature
	C
	C(=)
	
	

	LSA Information Withdraw
	C
	C(=)
	
	

	IST Information Withdraw
	C
	C(=)
	
	

	Regional Subscription Response
	
	
	C
	C(=)

	GMLC List Withdraw
	C
	C(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.8.2.3
Parameter use

All parameters are described in subclause 7.6. The following clarifications are applicable:

Basic service List

A list of Extensible Basic service parameters (Extensible Basic service is defined in subclause 7.6). It is used when one, several or all basic services are to be withdrawn from the subscriber. If the VLR or the SGSN receives a value for an Extensible Basic Service which it does not support, it shall ignore that value. This parameter is used by the VLR and by the SGSN.

SS-Code List

A list of SS-Code parameters (SS-Code is defined in subclause 7.6). It is used when several or all supplementary services are to be withdrawn from the subscriber.

There are three possible options:

-
deletion of basic service(s);

The parameter Basic service List is only included.

-
deletion of supplementary service(s);

The parameter SS-Code List is only included.

-
deletion of basic and supplementary services;

Both Basic service List and SS-Code List are included.

This parameter is used by the VLR and SGSN for LCS. Otherwise, this parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it.
Roaming Restriction Due To Unsupported Feature

This parameter is used if Roaming Restriction Due To Unsupported Feature is deleted from the subscriber data. This may occur if unsupported features or services are removed from the subscriber data in the HLR.

If this parameter is sent the VLR shall check if the current Location Area is possibly allowed now. This parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it.
CAMEL Subscription Info Withdraw

This parameter is used to indicate that CAMEL Subscription Info shall be deleted from the VLR or from the SGSN. All CAMEL Subscription Info for the subscriber shall be deleted. This parameter is used by the VLR and by the SGSN. This parameter should not be sent in the same message as the Specific CSI Withdraw parameter.

Specific CSI Withdraw

This parameter is used to indicate that one or more specific elements of CAMEL Subscription Info shall be deleted from the VLR or from the SGSN. 

The specific elements of CAMEL Subscription Info which may be withdrawn are:

-
O-CSI with TDP criteria for O-CSI;

-
SS-CSI;

-
TIF-CSI;

-
D-CSI;

-
VT-CSI with TDP criteria for VT-CSI;

-
SMS-CSI;

-
M-CSI;

-
GPRS-CSI.

This parameter is used by the VLR and by the SGSN. It shall not be sent to VLRs that do not support CAMEL phase 3. This parameter should not be sent in the same message as the CAMEL Subscription Info Withdraw parameter.

Regional Subscription Identifier

Contains one single Zone Code (as defined in subclause 7.6) and is used if all Zone Codes shall be deleted from the subscriber data. When all the Zone Codes are deleted, the VLR or the SGSN shall check for its location areas whether they are allowed or not. If the whole MSC area is restricted, VLR will report it to HLR by returning the Regional Subscription Response "MSC Area Restricted". If the whole SGSN area is restricted, SGSN will report it to HLR by returning the Regional Subscription Response "SGSN Area Restricted".

The binary coding of the Zone Code value received in a Delete Subscriber Data request shall not be checked by the VLR or by the SGSN.

Note that support of this parameter is a network operator option and it shall not be sent to networks which do not support Regional Subscription.

If Regional Subscription is not supported by the VLR or by the SGSN, the request for deletion of Zone Codes is refused by sending the Regional Subscription Response "Regional Subscription Not Supported" to the HLR.

If no Zone Codes are stored in the respective subscriber data record, the request for deleting all Zone Code information shall be ignored and no Regional Subscription Response shall be returned. This parameter is used by the VLR and by the SGSN.

VBS Group Indication

Contains an indication (flag) which is used if all Group Ids shall be deleted from the subscriber data for the Voice Broadcast teleservice.

If VBS is not supported in the VLR or no Group Ids are stored for VBS in the respective subscriber record, the request for deletion of all Group Ids shall be ignored. This parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it.

VGCS Group Indication

Contains an indication (flag) which is used if all Group Id's shall be deleted from the subscriber data for the Voice Group Call teleservice. This parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it.

If VGCS is not supported in the VLR or no Group Ids are stored for VGCS in the respective subscriber record, the request for deletion of all Group Ids shall be ignored.

GPRS Subscription Data Withdraw

This parameter is used to indicate whether all GPRS Subscription Data for the subscriber shall be deleted or if only a subset of the stored GPRS Subscription Data for the subscriber shall be deleted. In the latter case only those PDP contexts whose identifiers are included in the subsequent identifier list will be deleted. This parameter is used only by the SGSN and if the VLR receives this parameter it shall ignore it.

Roaming Restricted In SGSN Due To Unsupported Feature

This parameter is used if Roaming Restricted In SGSN Due To Unsupported Feature is deleted from the GPRS subscriber data. This may occur if unsupported features or services are removed from the GPRS subscriber data in the HLR.

If this parameter is sent the SGSN shall check if the current Location Area is possibly allowed now. This parameter is used only by the SGSN and if the VLR receives this parameter it shall ignore it.
LSA Information Withdraw

This parameter is used to indicate whether all LSA Information for the subscriber shall be deleted or if only a subset of the stored LSA Information for the subscriber shall be deleted. In the latter case only the LSA data whose LSA identities are included in the subsequent LSA data list will be deleted. This parameter is used by the VLR and the SGSN.

IST Information Withdraw

This parameter is used to indicate that the IST condition has been removed for the subscriber. See GSM 03.35 for the use of this parameter.
Regional Subscription Response

If included in the Delete Subscriber Data response this parameter indicates one of:

-
MSC Area Restricted;

-
SGSN Area Restricted;

-
Regional Subscription Not Supported.

This parameter is used by the VLR and by the SGSN.

GMLC List Withdraw

This parameter indicates that the subscriber's LCS GMLC List shall be deleted from the VLR or SGSN.


User error

Only one of the following values is applicable:

-
Unidentified subscriber;

-
Data missing;

-
Unexpected data value.
Next Change

13A
Location Service Management Services

13A.1
MAP-SEND-ROUTING-INFO-FOR-LCS Service

13A.1.1
Definition

This service is used between the GMLC and the HLR to retrieve the routing information needed for routing a location service request to the servicing VMSC or SGSN. The MAP-SEND-ROUTING-INFO-FOR-LCS is a confirmed service using the primitives from table 13A.1/1.

13A.1.2
Service Primitives
Table 13A.1/1: MAP-SEND-ROUTING-INFO-FOR-LCS

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MLC Number
	M
	M(=)
	
	

	MSISDN
	C
	C(=)
	C
	C(=)

	IMSI
	C
	C(=)
	C
	C(=)

	LMSI
	
	
	C
	C(=)

	Network Node Number
	
	
	C
	C(=)

	GPRS Node Indicator
	
	
	C
	C(=)

	Additional Number
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


13A.1.3
Parameter Use
Invoke id

See definition in subclause 7.6.1.
MLC Number

See definition in subclause 7.6.2.
MSISDN

See definition in subclause 7.6.2. The request shall carry either the IMSI or MSISDN. The response shall carry whichever of these was not included in the request (see 3G TS 23.271 for details).
IMSI

See definition in subclause 7.6.2.
LMSI

See definition in subclause 7.6.2. It is an operator option to provide this parameter from the VLR; it is mandatory for the HLR to include the LMSI in a successful response, if the VLR has used the LMSI.

Network Node Number

See definition in subclause 7.6.2. This parameter is provided in a successful response.
GPRS Node Indicator
See definition in subclause 7.6.8. The presence of this parameter is mandatory if the SGSN number is sent in the Network Node Number.
Additional Number

See definition in subclause 7.6.2. This parameter is provided in a successful response.
User error

The following errors defined in subclause 7.6.1 may be used, depending on the nature of the fault:

-
Unknown subscriber;

-
Absent Subscriber;

-
Facility Not Supported;

-
System failure;

-
Unexpected Data Value;

-
Data missing;

-
Unauthorised requesting network.
Provider error

For definition of provider errors see subclause 7.6.1.

13A.2
MAP-PROVIDE-SUBSCRIBER-LOCATION Service

13A.2.1
Definition

This service is used by a GMLC to request the location of a target MS from the visited MSC or SGSN at any time. This is a confirmed service using the primitives from table 13A.2/1.

13A.2.2
Service Primitives

Table 13A.2/1: Provide_Subscriber_Location

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	Location Type
	M
	M(=)
	
	

	MLC Number
	M
	M(=)
	
	

	LCS Client ID
	M
	M(=)
	
	

	Privacy Override
	U
	C(=)
	
	

	IMSI
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	LMSI
	C
	C(=)
	
	

	LCS Priority
	C
	C(=)
	
	

	LCS QoS
	C
	C(=)
	
	

	IMEI
	U
	C(=)
	
	

	Location Estimate
	
	
	M
	M(=)

	Age of Location Estimate
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


13A.2.3
Parameter Definition and Use

All parameters are defined in subclause 7.6. The use of these parameters and the requirements for their presence are specified in 3G TS 23.271.
Location Type

This parameter identifies the type of location information requested.

MLC Number

This is the E.164 number of the requesting GMLC.
LCS Client ID

This parameter provides information related to the identity of an LCS client.

Privacy Override

This parameter indicates if MS privacy is overridden by the LCS client when the GMLC and VMSC for an MR-LR are in the same country.
IMSI

The IMSI is provided to identify the target MS. At least one of the IMSI or MSISDN is mandatory.

MSISDN

The MSISDN is provided to identify the target MS. At least one of the IMSI or MSISDN is mandatory.
LMSI

The LMSI shall be provided if previously supplied by the HLR.
LCS Priority

This parameter indicates the priority of the location request.

LCS QoS

This parameter indicates the required quality of service in terms of response time and accuracy. 

IMEI

Inclusion of the IMEI is optional.

Location Estimate

This parameter provides the location estimate.

Age of Location Estimate

This parameter indicates how long ago the location estimate was obtained.
User error

This parameter is sent by the responder when the location request has failed or cannot proceed and if present, takes one of the following values defined in subclause 7.6.1.

-
System Failure;

-
Data Missing;

-
Unexpected Data Value;

-
Facility Not Supported;

-
Unidentified Subscriber;

-
Illegal Subscriber;

-
Illegal Equipment;

-
Absent Subscriber (diagnostic information may also be provided);

-
Unauthorised requesting network;

-
Unauthorised LCS Client with detailed reason;

-
Position method failure with detailed reason.

Provider error

These are defined in subclause 7.6.1.

13A.3
MAP-SUBSCRIBER-LOCATION-REPORT Service

13A.3.1
Definition

This service is used by a VMSC or SGSN to provide the location of a target MS to a GMLC when a request for location is either implicitly administered or made at some earlier time. This is a confirmed service using the primitives from table 13A.3/1.

13A.3.2
Service Primitives

Table 13A.3/1: Subscriber_Location_Report

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	LCS Event
	M
	M(=)
	
	

	LCS Client ID 
	M
	M(=)
	
	

	Network Node Number
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	NA-ESRD
	C
	C(=)
	
	

	NA-ESRK
	C
	C(=)
	
	

	IMEI
	U
	C(=)
	
	

	Location Estimate
	C
	C(=)
	
	

	Age of Location Estimate
	C
	C(=)
	
	

	LMSI
	U
	C(=)
	
	

	GPRS Node Indicator
	C
	C(=)
	
	

	
	
	
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


13A.3.3
Parameter Definition and Use

All parameters are defined in subclause 7.6. The use of these parameters and the requirements for their presence are specified in 3G TS 23.271.
LCS Event

This parameter indicates the event that triggered the Subscriber Location Report.

LCS Client ID

This parameter provides information related to the identity of the recipient LCS client.
Network Node Number

See definition in subclause 7.6.2. This parameter provideds the address of the visited MSC or SGSN for target MS.
IMSI

The IMSI shall be provided if available to the VMSC or SGSN.

MSISDN

The MSISDN shall be provided if available to the VMSC or SGSN.

NA-ESRD

If the target MS has originated an emergency service call in North America, the NA-ESRD shall be provided by the VMSC if available.

NA-ESRK

If the target MS has originated an emergency service call in North America, the NA-ESRK shall be provided by the VMSC if assigned.

IMEI

Inclusion of the IMEI is optional.
Location Estimate

This parameter provides the location estimate. The absence of this parameter implies that a location estimate was not available or could not be successfully obtained.

 Age of Location Estimate

This parameter indicates how long ago the location estimate was obtained.

LMSI

The LMSI may be provided if assigned by the VLR.
GPRS Node Indicator
See definition in subclause 7.6.8. This presence of this parameter is mandatory if the SGSN number is sent in the Network Node Number. 
User error

This parameter is sent by the responder when the received message contains an error, cannot be forwarded or stored for an LCS client or cannot be accepted for some other reason and if present, takes one of the following values defined in subclause 7.6.1.

-
System Failure;

-
Data Missing;

-
Unexpected Data Value;

-
Resource Limitation;

-
Unknown Subscriber;

-
Unauthorised requesting network;

-
Unknown or unreachable LCS Client.

Provider error

These are defined in subclause 7.6.1.

Next Change

17.7.1
Mobile Service data type
.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version7 (7)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,

AuthenticationFailureReportRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser,

IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,

APN,

-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,


-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


SubscriberState,


-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes

;

IMPORTS


maxNumOfSS,


SS-SubscriptionOption,


SS-List,


SS-ForBS-Code,


Password

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version7 (7)}


SS-Code

FROM MAP-SS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-Code (15) version7 (7)}


Ext-BearerServiceCode

FROM MAP-BS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-BS-Code (20) version7 (7)}


Ext-TeleserviceCode

FROM MAP-TS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-TS-Code (19) version7 (7)}


AddressString,

ISDN-AddressString, 


ISDN-SubaddressString, 


FTN-AddressString,


AccessNetworkSignalInfo,


IMSI, 


TMSI,


HLR-List,


LMSI,


Identity,


GlobalCellId,


CellGlobalIdOrServiceAreaIdOrLAI,


Ext-BasicServiceCode,


NAEA-PreferredCI,


EMLPP-Info, 


MC-SS-Info,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,


Ext-SS-Status

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version7 (7)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version7 (7)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version7 (7)}

;

---

APN ::=  OCTET STRING (SIZE (2..63))

-- Octets are coded according to TS GSM 03.03 
---

Next Change

17.7.13
Location service data type
.$MAP-LCS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LCS-DataTypes (25) version7 (7)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoutingInfoForLCS-Arg,


RoutingInfoForLCS-Res,


ProvideSubscriberLocation-Arg,


ProvideSubscriberLocation-Res,


SubscriberLocationReport-Arg,


SubscriberLocationReport-Res,

LocationType,

LCSClientName,

LCS-QoS,

Horizontal-Accuracy,

ResponseTime,

Ext-GeographicalInformation

;

IMPORTS


AddressString,


ISDN-AddressString,


IMEI,


IMSI,


LMSI,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,


APN,

Additional-Number
FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version7 (7)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version7 (7)}


USSD-DataCodingScheme,

USSD-String

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-DataTypes (14) version7 (7)}

;

RoutingInfoForLCS-Arg ::= SEQUENCE {


mlcNumber

[0] ISDN-AddressString,


targetMS

[1] SubscriberIdentity,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...}

RoutingInfoForLCS-Res ::= SEQUENCE {


targetMS

[0] SubscriberIdentity,


lcsLocationInfo
[1] LCSLocationInfo,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...}
LCSLocationInfo ::= SEQUENCE {


networkNode--Number
ISDN-AddressString,

-- NetworkNode-number can be either msc-number or sgsn-number 

lmsi


[0] LMSI

OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,

...,


gprsNodeIndicator 
[2] NULL

OPTIONAL,


-- gprsNodeIndicator is set only if the SGSN number is sent as the Network Node Number


additional-Number
[3] Additional-Number
OPTIONAL

}
ProvideSubscriberLocation-Arg ::= SEQUENCE {


locationType
LocationType,


mlc-Number
ISDN-AddressString,


lcs-ClientID
[0] LCS-ClientID
OPTIONAL,


privacyOverride
[1] NULL

OPTIONAL,


imsi


[2] IMSI

OPTIONAL,


msisdn

[3] ISDN-AddressString
OPTIONAL,


lmsi


[4] LMSI

OPTIONAL,


imei


[5] IMEI

OPTIONAL,


lcs-Priority
[6] LCS-Priority
OPTIONAL,


lcs-QoS

[7] LCS-QoS
OPTIONAL,


extensionContainer
[8] ExtensionContainer
OPTIONAL,


...}


-- one of imsi or msisdn is mandatory

LocationType ::= SEQUENCE {


locationEstimateType
[0] LocationEstimateType,


... }

LocationEstimateType ::= ENUMERATED {


currentLocation
(0),


currentOrLastKnownLocation
(1),


initialLocation
(2),


... }

--
exception handling:

--
a ProvideSubscriberLocation-Arg containing an unrecognized LocationEstimateType

--
shall be rejected by the receiver with a return error cause of unexpected data value

LCS-ClientID ::= SEQUENCE {


lcsClientType
[0] LCSClientType,


lcsClientExternalID
[1] LCSClientExternalID
OPTIONAL,


lcsClientDialedByMS
[2] AddressString
OPTIONAL,


lcsClientInternalID
[3] LCSClientInternalID
OPTIONAL,


lcsClientName
[4] LCSClientName
OPTIONAL,

...,


lcsAPN

[5] APN

OPTIONAL }
---

SubscriberLocationReport-Arg ::= SEQUENCE {


lcs-Event

LCS-Event,


lcs-ClientID
LCS-ClientID, 


lcsLocationInfo
LCSLocationInfo,


msisdn

[0] ISDN-AddressString
OPTIONAL,


imsi


[1] IMSI

OPTIONAL,


imei


[2] IMEI

OPTIONAL,


na-ESRD

[3] ISDN-AddressString
OPTIONAL,


na-ESRK

[4] ISDN-AddressString
OPTIONAL,


locationEstimate
[5] Ext-GeographicalInformation
OPTIONAL,


ageOfLocationEstimate
[6] AgeOfLocationInformation
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


...}


-- one of msisdn or imsi is mandatory

---.#
.#END

Next Change

17.7.6
Short message data types

.$MAP-SM-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SM-DataTypes (16) version7 (7)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoutingInfoForSM-Arg,


RoutingInfoForSM-Res,


MO-ForwardSM-Arg,


MO-ForwardSM-Res,


MT-ForwardSM-Arg,


MT-ForwardSM-Res,


ReportSM-DeliveryStatusArg,


ReportSM-DeliveryStatusRes,


AlertServiceCentreArg,


InformServiceCentreArg,


ReadyForSM-Arg, 


ReadyForSM-Res,


SM-DeliveryOutcome,


AlertReason,


Additional-Number
;

IMPORTS


AddressString,


ISDN-AddressString,


SignalInfo,


IMSI,


LMSI 

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version7 (7)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version7 (7)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version7 (7)}

;

RoutingInfoForSM-Arg ::= SEQUENCE {


msisdn

[0] ISDN-AddressString,


sm-RP-PRI

[1] BOOLEAN,


serviceCentreAddress
[2] AddressString,


extensionContainer
[6] ExtensionContainer
OPTIONAL,


... ,


gprsSupportIndicator
[7]
NULL

OPTIONAL,


-- gprsSupportIndicator is set only if the SMS-GMSC supports


-- receiving of two numbers from the HLR


sm-RP-MTI

[8] SM-RP-MTI
OPTIONAL,


sm-RP-SMEA
[9] SM-RP-SMEA
OPTIONAL }

SM-RP-MTI ::= INTEGER (0..10)


-- 0 SMS Deliver 


-- 1 SMS Status Report


-- other values are reserved for future use and shall be discarded if


-- received

SM-RP-SMEA ::= OCTET STRING (SIZE (1..12))


-- this parameter contains an address field which is encoded 


-- as defined in GSM 03.40. An address field contains 3 elements :


-- 

address-length


-- 

type-of-address


-- 

address-value

RoutingInfoForSM-Res ::= SEQUENCE {


imsi


IMSI,


locationInfoWithLMSI
[0] LocationInfoWithLMSI,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


...}

LocationInfoWithLMSI ::= SEQUENCE {


networkNode-Number
[1] ISDN-AddressString,


lmsi


LMSI


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


gprsNodeIndicator
[5]
NULL

OPTIONAL,


-- gprsNodeIndicator is set only if the SGSN number is sent as the 


-- Network Node Number


additional-Number
[6] Additional-Number
OPTIONAL 


-- NetworkNode-number can be either msc-number or sgsn-number


}

Additional-Number ::= CHOICE {


msc-Number
[0] ISDN-AddressString,


sgsn-Number
[1] ISDN-AddressString}


-- additional-number can be either msc-number or sgsn-number


-- if received networkNode-number is msc-number then the 



-- additional number is sgsn-number 


-- if received networkNode-number is sgsn-number then the 


-- additional number is msc-number 
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