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	Reason for change:
(

	  The reflection of the extension of call related privacy class described in LCS Stage2.

	
	

	Summary of change:
(

	This CR shows that the reflection of the description to the 23.016 related to the extension of “call related privacy class” agreed in the last SA plenary and described in LCS Stage 2 (23.271).

The agreed description in SA plenary is as follows;

-----23.271 section 10.1.1 Table 10.2 [ Call / session Related Class ] --- from --------

Indication of one of the following mutually exclusive options for any LCS client not in the external LCS client list: 

· Location not allowed
· Location allowed without notification (default case)

· Location allowed with notification

· Location with notification and privacy verification; location allowed if no response

· Location with notification and privacy verification; location restricted if no response

External LCS client list: a list of zero or more LCS clients, with the following data stored for each LCS client in the list:

· International E.164 address identifying a single LCS client or a single group of LCS clients that are permitted to locate this target MS

· Restriction on the GMLC. Possible values are:

· Identified GMLCs only

· Any GMLC in the home country

· Indication of one of the following mutually exclusive options:

· Location allowed without notification (default case)

· Location allowed with notification

· Location with notification and privacy verification; location allowed if no response
· Location with notification and privacy verification; location restricted if no response
--- to -------------------------------------------------------------------------------------------------

According to SA agreement, the additional description to 23.016 is as follows;

1) External Client is used by “call related privacy class”
User can establish the privacy class for specific external Clients during the communication.
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	Other comments:
(

	The requirement of this modification is for Release 4. After this CR is approved, the content will be reflected in the 23.016 version 4.0.0.
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4.5.4
Consistency of Supplementary Service data

---

─LCS Information
   │
   ├─GMLC List

   │   ├─GMLC Address (1) 
   │   └─GMLC Address (n) 
   │
   ├─LCS Privacy Exception List
   │  ├─Universal Privacy Class
   │  │   ├─Provisioning State 
   │  │   ├─Activation State
   │  │   └─Registration State 
   │  │
   │  ├─Call Related Privacy Class
   │  │   ├─Provisioning State 
   │  │   ├─Activation State
   │  │   ├─Registration State
   │  │   └─External Client List 
   │  │       ├─External Client (1)
   │  │       │   ├─Address

...│..│..  ...│...├─Notification to MS User

   │  │       │   └─GMLC restriction
   │  │       │   
   │  │       ├─.....
   │  │       │
   │  │       └─External Client (n)
   │  │           ├─Address

...│..│...  ......├─Notification to MS User
   │  │           └─GMLC restriction
   │  │
   │  ├─Call Unrelated Privacy Class 
   │  │   ├─Provisioning State
   │  │   ├─Activation State
   │  │   ├─Registration State
   │  │   └─External Client List 
   │  │       ├─External Client (1)
   │  │       │   ├─Address

...│..│..  ...│...├─Notification to MS User

   │  │       │   └─GMLC restriction
   │  │       │   
   │  │       ├─.....
   │  │       │
   │  │       └─External Client (n)
   │  │           ├─Address

...│..│... .......├─Notification to MS User
   │  │           └─GMLC restriction
   │  │
   │  └─PLMN Operator Privacy Class 
   │      ├─Provisioning State
   │      ├─Activation State
   │      ├─Registration State
   │      └─PLMN Client List 
   │          ├─PLMN client ID (1)
   │          ├─.....
   │          │
   │          └─PLMN client ID (n)
   │
   └─MO-LR List
      ├─Basic Self Location Class
      │   ├─Provisioning State 
      │   ├─Activation State
      │   └─Registration State 
      │
      ├─Autonomous Self Location Class
      │   ├─Provisioning State 
      │   ├─Activation State
      │   └─Registration State
      │
      └─Transfer to Third Party Class 
          ├─Provisioning State
          ├─Activation State 
          └─Registration State

NOTE:
For detailed information see 3GPP TS 23.x71 and 3GPP TS 29.002.
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