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	Reason for change:
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	In UMTS it is not clarified how the MS shall proceed when a collision case of an MS initiated MM procedure and a core network initiated paging for CS services occurs.

(In GSM this case can not happen as the MS stops monitoring the PCCH and starts the SDCCH. The MS is not expected to receive any page on SDCCH.)

The ‘loss’ of CS page will be catched with network repetition if necessary.

At CN1 #15 a similar clarification was agreed for GPRS in Tdoc N1 –010174 for collision cases for CN initaited paging and MS initaited GMM specific procedures.
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	This CR clarifies in UMTS that the MS shall ignore the paging and progress the MM inititiated procedure and the network shall proceed the MM procedure.
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4.5.1.3.3
Paging response in UMTS (UMTS only)

The network may initiate the paging procedure for CS services when the MS is IMSI attached for CS services. To initiate the procedure, the MM entity requests the RR sublayer to initiate paging (see 3GPP TS 25.331 and 3GPP TS 25.413) for CS services.

At reception of a paging message, the RR sublayer in the MS shall deliver a paging indication to the MM sublayer if the paging was initiated by the MM entity in the network (see 3GPP TS 25.331). The MS shall respond with the PAGING RESPONSE message defined in GSM 04.18, chapter 9.1.25. For reasons of backward compatibility the paging response shall use the RR protocol discriminator.
If the MS receives a paging request for CS services during an ongoing MM procedure, and the MS has already requested the establishment of a radio connection, the MS shall ignore the paging request and the MS and the network shall continue the MM procedure.
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