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*** First Change ***

12.1.2
gsmSSF‑gsmSCF interfaces
12.1.2.1
Normal procedures

12.1.2.1.1
gsmSSF‑to‑gsmSCF messages

This subclause defines the normal procedures for TC messages from the gsmSSF to the gsmSCF.

gsmSSF‑FSM related messages
A dialogue shall be established when the gsmSSF‑FSM moves from the state Idle to the state Waiting for Instructions. The InitialDP operation shall be transmitted in the same message.

The CAP operation InitialDP shall be sent with a TC‑BEGIN request primitive.

For all other operations sent from the gsmSSF‑FSM, the dialogue shall be maintained except for the following cases.

When the gsmSSF‑FSM makes a non‑error case state transition to the state Idle and there is one or more pending operation and TC dialogue is established, TC dialogue can be terminated by TC‑END primitive with component(s). When the gsmSSF sends the last EventReportBCSM, ApplyChargingReport or CallInformationReport the dialogue may be ended from the gsmSSF by a TC‑END request primitive with basic end. 

In the case that there is no pending operation and TC dialogue is established, TC dialogue can be terminated by TC‑END primitive with zero component or prearranged end. When the gsmSSF‑FSM makes a non‑error case state transition to the state Idle and there is no operation to be sent, the dialogue is ended by means of a TC‑END request primitive (basic) with zero components, or the dialogue is locally ended by means of a TC‑END request primitive with prearranged end.

In the case where a call release is initiated by any other entity than an gsmSCF, the gsmSSF can end a dialogue with a TC‑END request primitive with zero component or prearranged end if a TC dialogue is established and the gsmSSF has no pending call information requests (or pending requests which should be treated in the same way, see subclause 12.1.1.1) nor any armed EDP. 

When the gsmSSF has sent the last EventReportBCSM, ApplyChargingReport or CallInformationReport the dialogue may be ended from the gsmSCF by a TC‑END request primitive with basic end.

Assisting gsmSSF FSM related messages
A dialogue shall be established when the Assisting gsmSSF‑FSM moves from the state Idle to the state Waiting for Instructions. The AssistRequestInstructions operation shall be transmitted with a TC‑BEGIN request primitive.

For all other operations sent from the Assisting gsmSSF‑FSM, the dialogue shall be maintained except for the following cases.

When the Assisting gsmSSF‑FSM makes a non‑error case state transition to the state Idle and there is one or more pending operation and TC dialogue is established, TC dialogue can be terminated by TC‑END primitive with component(s). 

In the case that there is no pending operation and TC dialogue is established, TC dialogue can be terminated by TC‑END primitive with zero component or prearranged end. When the Assisting gsmSSF‑FSM makes a non‑error case state transition to the state Idle and there is no operation to be sent, the dialogue is ended by means of a TC‑END request primitive (basic) with zero components, or the dialogue is locally ended by means of a TC‑END request primitive with prearranged end.

SSME‑FSM related messages
The following procedures shall be followed:

-
The dialogue shall be maintained when the ActivityTest Return Result is sent.

12.1.2.1.2
gsmSCF‑to‑gsmSSF messages

This subclause defines the normal procedures for TC messages from the gsmSCF to the gsmSSF.

SCSM‑FSM related messages
A dialogue shall be established when the SCSM‑FSM receives of InitialDP operation for TDP‑R or AssistRequestInstructions operation.

For subsequent operations sent from the SCSM‑FSM, the dialogue shall be maintained except for the following cases, i.e. all other operations are sent after a dialogue was established from the gsmSSF (the gsmSCF has previously received a TC‑BEGIN indication primitive with an InitialDP operation or an AssistRequestInstructions operation).

The dialogue shall no longer be maintained when the prearranged end condition is met in the gsmSCF. When the gsmSCF does not expect any messages other than possibly REJECT or ERROR messages for the operations sent and when the last associated operation timer expires, the dialogue is locally ended by means of a TC‑END request primitive with prearranged end.
Alternatively, the sending of operations, leading to the termination of the relationship, by means of a TC‑END request primitive (basic end) is possible.

SCME‑FSM related messages
The operations sent from the SCME‑FSM shall be issued according to the following procedures:

-
The dialogue shall be maintained when the ActivityTest operation is sent.

-
For sending one or more CallGap operations, the SCME FSM shall use an existing SCSM FSM associated dialogue which was initiated by a gsmSSF‑FSM (i.e. established for the transmission of the InitialDP operation). The dialogue shall be maintained.

12.1.2.1.3
gsmSSF/gprsSSF-to-gsmSCF SMS related messages

A dialogue shall be established when the gsmSSF/gprsSSF has finalised trigger processing and moves to the state Waiting for Instructions. The relevant CAP operation, which can only be the InitialDPSMS operation, shall be transmitted in the same message.

For all other operations sent from the gsmSSF/gprsSSF, the dialogue shall be maintained.

The dialogue shall no longer be maintained when the prearranged end condition is met in the gsmSSF/gprsSSF. When the gsmSSF/gprsSSF makes a state transition to the state Idle, the dialogue is locally ended by means of a TC‑END request primitive with prearranged end.

When the gsmSSF/gprsSSF has sent the last EventReportSMS operation the dialogue may be ended from the gsmSCF by a TC‑END request primitive with basic end. The gsmSSF/gprsSSF has option to send last CAP operation in TC-END or to send a separate TC-END with zero components.

*** End of Document ***
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