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Reason for change:
(

At present, the Apply Charging Report GPRS CAP operation has a reporting limit of 24 hour and 4 Gbytes for a PDP Context. These limits are regarded as very restrictive. The duration of a PDP Context may extend over 24 hours and the amount of data transferred through a PDP Context may exceed 4Gbytes.
At 3G 400kbit/s, the volume counter for a PDP Context may overflow within a single day

Since the Apply Charging Report GPRS operation parameters report cumulative values from the very beginning of the establishment of a PDP Context, the current parameter ranges do not suffice.


The present CR present a simple and reliable parameter that allows the SGSN to report duration in excess of 24 hour and a cumulative volume in excess of 4 Gbyte.




Summary of change:
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The rollover counters are introduced.
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not approved:
CAMEL3 GPRS pre-paid will not work in a reliable manner. Since GPRS pre-paid is the key feature of CAMEL3, this is very important t be fixed.
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****    FIRST MODIFIED SECTION    ****

6.6
Description of information flows

. . .

6.6.1
gprsSSF to gsmSCF Information Flows

. . .

6.6.1.2

Apply Charging Report GPRS

6.6.1.2.1
Description

This IF is used by the gprsSSF to report to the gsmSCF the information requested in the Apply Charging GPRS IF. In addition, this IF is used to notify the gsmSCF of user initiated change in QoS.  Note that there are several possible QoS profiles defined by the combinations of the different QoS attributes as defined in 3GPP TS 23.060 [11]. A PLMN may only support and charge on a limited subset of those QoS. It is recommended that changes in QoS are only reported in Apply Charging Report GPRS for those QoS profiles.

6.6.1.2.2
Information Elements
The following information elements are required:

Information element name
Required
Description

Gprs Reference Number
C
This IE consists of a number assigned by the gprsSSF and a number assigned by the gsmSCF. It is used for TCAP dialogue segmentation.
Refer to 3GPP TS 29.078 [5] for the usage of this element.

Charging Result
M
This IE contains the charging information for the PDP provided by the gsmSSF. It is a choice between elapsed time and data volume.

Quality of Service
C
This IE is described in the table below.

Active
M
This IE indicates if the GPRS session or PDP context is still established, or if it has been detached or deactivated.

PDP ID
C
This IE identifies the PDP context which the Apply Charging Report is applicable for. If not present the dialogue corresponds to the GPRS session or to one single PDP context.

Charging Roll Over
C
This IE indicates which parameter(s) of the Charging Result have overflowed.

Refer to 3GPP TS 29.078 [5] for the usage of this element.

NOTE:
It is possible that early implementations of the gprsSSF do not support this information element.


 M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).

Quality of Service contains the following information element:

Information element name
Required
Description

Negotiated QoS
C
This IE identifies the QoS which was negotiated between the user, the SGSN and the GGSN, as a result of a ‘Modify PDP Conext’ request.
This IE shall be included only if sending of the Apply Charging Report was triggered by a change in Quality of Service.

C
Conditional (The IE shall be sent, if available).

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 1

