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First amended section

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AAL
ATM Adaptation Layer

AAL2
ATM Adaptation Layer  Type 2
AAL5
ATM Adaptation Layer Type 5
AESA
ATM End System Address
ALC
AAL2 Link Characteristics 
ARP
Address Resolution Protocol

ATM
Asynchronous Transfer Mode
AVP
Audio Video Profile
BICC
Bearer Independent Call Control

CN
Core Network

CSRC
Contributing Source


DSS2
Digital Subscriber Signalling 2

IANA
Internet Assigned Numbering Authority
IP
Internet Protocol
IPv4
Internet Protocol version 4
IPv6
Internet Protocol version 6
IPBCP
IP Bearer Control Protocol
ITU-T
International Telecommunications Union-Telecommunication sector
IuFP
Iu Framing protocol
MGW
Media GateWay
MIME
Multi purpose Internet Mail Extension
MTP3b
Message Transfer Part level 3 for Q.2140 [15]

NNI
Network Node Interface

NSAP
Network Service Access Point

PDU
Protocol Data Unit

PVC
Permanent Virtual Circuit

RFC
Request For Comment

RTP
Real-Time Transport Protocol

RTCP
Real-Time Transport Control Protocol

SAR
Segmentation and Reassembly

SCCF-NNI
Service Specific Coordination Function-Network Node Interface

SDP
Session Description Protocol

SDU
Service Data Unit

SPVC
Switched PVC
SSSAR
Service Specific Segmentation and Re-assembly sublayer
SSCOP
Service Specific Connection Oriented Protocol

SSCS
Service Specific Convergence Sublayer

SSRC
Synchronisation Source

SVC
Switched Virtual Circuit

UDP
User Datagram Protocol

UNI
User Network Interface

UP
User Plane

VC
Virtual Circuit
End of first amended section

Start of second amended section

6.3
Bearer Control Protocol

The ITU-T Recommendation Q.1970 “BICC IP Bearer Control Protocol” (IPBCP) (see 3GPP TS 29.205 [11]) shall be applied.

The use of Iu FP as RTP payload shall be indicated within IPBCP. IuFP shall transport either speech or data in a bearer independent way as described in 3GPP TS 23.205 and 3GPP TS 29.205. The negotiation of the type of payload within IuFP is outside the scope of IPBCP and described in the above specifications.
NOTE:
The IuFP is registered with IANA as the MIME type ”VND.3GPP.IuFP”of the ”audio” category, however, this registration does not preclude the use of IuFP to transport ”data”.
End of second amended section

Third amended section

6.3.3.4
Media Announcement

<media> shall always be set to “audio irrespective of the payload type within IuFP.
<port> shall be set to the port number assigned to the RTP bearer on the source MGW of the present IPBCP message

<transport> shall be set to “RTP/AVP”.

<fmt list> shall be set to the chosen dynamic payload number. The MGW that initiates the bearer establishment may choose any value between 96 and 127. The peer MGW shall echo this value.

End of third and last amended section
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