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Introduction:

This document contains 10 CRs on R99 Work Item ”GTP Enhancement”, that have been agreed by TSG CN WG4, and are forwarded to TSG CN Plenary meeting #13 for approval.
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	CR
	Rev
	Doc-2nd-Level
	Phase
	Subject
	Cat
	Ver_C

	29.060
	232
	2
	N4-010980
	R99
	Clarification on the use of the teardown indicator IE
	F
	3.9.0

	29.060
	248
	1
	N4-010981
	Rel-4
	Clarification on the use of the teardown indicator IE
	A
	4.1.0

	29.060
	237
	1
	N4-010959
	R99
	Rewording usage of P-TIMSI and TLLI in ”SGSN context request”
	F
	3.9.0

	29.060
	238
	1
	N4-010960
	Rel-4
	Rewording usage of P-TIMSI and TLLI in ”SGSN context request”
	A
	4.1.0

	29.060
	239
	
	N4-010870
	R99
	Alignment with 23.060 on the use of SGSN Context Acknowlege message
	F
	3.9.0

	29.060
	240
	
	N4-010871
	Rel-4
	Alignment with 23.060 on the use of SGSN Context Acknowlege message
	A
	4.1.0

	29.060
	244
	1
	N4-010964
	R99
	Charging Characteristics Inclusion in Create PDP Context Message
	F
	3.9.0

	29.060
	245
	1
	N4-010965
	Rel-4
	Charging Characteristics Inclusion in Create PDP Context Message
	A
	4.1.0

	29.060
	246
	
	N4-010961
	R99
	Clarification to the usage of the TEID-C
	F
	3.9.0

	29.060
	247 
	
	N4-010962
	Rel-4
	Clarification to the usage of the TEID-C
	A
	4.1.0


