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1 Introduction

It is proposed that the following technical flaws and corrections on  the SetCallChargePlan() method parameters are introduced in the Draft ETSI 201 915-4.

2 Proposed corrections

The following parameters in the setCallChargePlan() methods of the Interface Class IpCall  (Section 6.3.3)  need to be corrected into section 6.6.1.

TpCallChargePlan

Defines the Sequence of Data Elements that specify the charge plan for the call.

	Sequence Element Name
	Sequence Element Type
	Description

	ChargeOrderType
	TpCallChargeOrderCategory
	Type of charging to be performed: time based charging or transparent charging or pre-defined charge plan.

	
	
	


	TransparentCharge
	TpOctetSet
	Operator specific charge plan specification, e.g. charging table name / charging table entry. The associated charge plan data will be send transparently to the charging records. 

Only applicable when transparent charging is selected.

	ChargePlan
	TpInt32
	Pre-defined charge plan. Example of the charge plan set from which the application can choose could be : (0 = normal user, 1 = silver card user, 2 = gold card user).

Only applicable when  predefined charging is selected.

	
	

	

	AdditionalInfo
	TpOctetSet
	Descriptive string which is sent to the billing system without prior evaluation. Could be included in the ticket.

	PartyToCharge
	TpCallPartyToCharge
	Party to be charged.


TpCallChargeOrderCategory

Defines the type of charging to be applied

	Name 
	Value
	Description

	
	
	

	P_CALL_CHARGE_TRANSPARENT
	0
	Operator specific charge plan specification, e.g. charging table name / charging table entry. The associated charge plan data will be send transparently to the charging records

	P_CALL_CHARGE_PREDEFINED_SET
	1
	Pre-defined charge plan. Example of the charge plan set from which the application can choose could be : (0 = normal user, 1 = silver card user, 2 = gold card user).
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