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****Start of Modified Section ****
Table B.4f: Negotiation of Rate adaptation/Other rate adaptation
Mobile Terminated Call:

	
	BC-parameter Rate adaptation/Other rate adaptation

	Bearer type 
	Message SETUP
	Message CALL CONF

	FTM1)
	V.110, I.460 and X.30
	X.31 flag stuffing

	PIAFS2)
	V.110, I.460 and X.30
	PIAFS

	Multimedia
	V.110, I.460 and X.303)
	H.223 and H.245

	
	No rate adaptation5) 6)
	H.223 and H.245


1)
This negotiation is possible, only if ITC=UDI or RDI, FNUR=64 or 56 kbit/s and CE=NT or "both" is signalled in the SETUP message. The MS shall signal FTM as specified in B.1.2.3.

2)
This negotiation is possible, only if ITC=UDI, FNUR=32 kbit/s and CE= "both" is signalled in the SETUP message. The UE shall signal PIAFS as specified in B.1.2.4.

3)
This negotiation is possible, only if ITC=UDI or RDI, FNUR=32 ,or 56 kbit/s and CE=T or "both"  is signalled in the SETUP message. The MS shall signal 3G-H.324/M as specified in B.1.3.1.3, B.1.3.1.4 and B.1.3.1.6.

5) This negotiation is possible, if ITC=3,1 kHz, FNUR=28.8 kbit/s, MT=V.34 and CE=T or "both" is signalled in the SETUP message. The MS shall signal 3G-H.324/M as specified in B.1.3.2.3.
6) This negotiation is possible, if ITC=UDI or RDI, FNUR=64 or 56 kbit/s and CE=T is signalled in the SETUP message. The MS shall signal 3G-H.324/M as specified in B.1.3.1.3, B.1.3.1.4, and B.1.3.1.5
****End of Modified Section ****
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