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1. Overall Description:

CN2 have reviewed change requests against the stage 2 & stage 3 specifications for CAMEL to meet the requirements in CR 22.078-128r1 (S1-011312, which was approved by SA1 at their meeting in Kobe, Japan, 5 – 9 November 2001).

We noted that the changes in S1-011312 included the addition of the event 'Network initiated transfer to "MS not reachable for paging"', but did not include the addition of the event 'Network initiated GPRS detach'. It was reported that the inclusion of the former event but not the latter was probably due to a misunderstanding of the distinction between the two events. Network initiated transfer to " MS not reachable for paging" happens when a supervision timer in the SGSN runs down without the MS having performed a routeing area update or established radio contact for any other reason; in this it is similar to implicit IMSI detach in an MSC/VLR. However Network initiated transfer to " MS not reachable for paging" differs from implicit IMSI detach in that it does not cause the release of any active PDP contexts for the MS. Network initiated GPRS detach is most probably the result of administrative action in the HPLMN, and it does cause the release of any active PDP contexts for the MS.

CN2 believe that there is merit in allowing the CSE to request reporting of both 'Network initiated transfer to "MS not reachable for paging" and Network initiated GPRS detach, because the two events are distinct. We have therefore taken a working assumption in preparing the stage 2 & stage 3 CRs that the CSE should be able to request reporting of the event 'Network initiated GPRS detach'.

We recognise that the next SA1 meeting is after the SA #14 in December, to which CR 22.078‑128r1 will be presented for approval, so it will not be possible for SA1 to consider this liaison before CR 22.078‑128r1 is presented for approval. We have therefore drafted a supplementary CR to TS 22.078 version 5.5.0, which we assume will be published after SA #14. This supplementary CR introduces the possibility for the CSE to request reporting of the event 'Network initiated GPRS detach'.

CN2 request SA1 to review the attached CR to 22.078, and approve it at their earliest convenience. CN2 also request SA1 to confirm the working assumption that the CSE should be able to request reporting of the event 'Network initiated GPRS detach'.
2. Actions:

To SA1 group.

ACTION 1:
CN2 request SA1 group to review the attached CR to 22.078, and approve it at their earliest convenience.

3. Dates of Next CN2 Meetings:

CN2 #22
28th January – 1st February 2002, France

CN2 #23
8th – 12th April 2001, USA
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**** First modified section ****

12.1
Mobility management

It shall be possible to mark for a subscriber that a notification shall be sent to the CSE when the VPLMN has completed the processing of any one or more of the following mobility events:

-
For a CS subscriber:

-
Location area update of MS to a different VLR service area;

-
Location area update of MS within the same VLR service area;

-
MS-initiated detach (e.g. MS switched off);

-
Network initiated detach (periodic location update of MS failed);

-
Attach of MS (e.g.MS switched on, successful location update after network initiated detach);

-
For a GPRS subscriber:

-
Routeing area update of MS to a different SGSN service area;

-
Routeing area update of MS within the same SGSN service area;

-
MS-initiated detach (e.g. MS switched off); 

-
Network initiated detach;

-
Network initiated transfer to "MS not reachable for paging" (periodic routeing area update of MS failed);

-
Attach of MS (e.g. MS switched on, successful routeing area update after network initiated detach.

The notification shall contain the following information if available:

-
Event met;

-
Service Key;

-
IMSI;

-
Basic MSISDN;

-
Location information;

-
LSA identity; 

-
CAMEL phases supported at the VPLMN.
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