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The following data types are proposed to be corrected in clause 7.6.2 (incorrectly numbered 6.12.2 in 29.198-4 V.4.1.0)

TpAppMultiPartyCallBack

Defines the Tagged Choice of Data Elements that references the application callback  interfaces

	
	Tag Element Type
	

	
	TpAppMultiPartyCallBackRefType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_APP_CALLBACK_UNDEFINED
	NULL
	Undefined

	P_APP_MULTIPARTY_CALL_CALLBACK
	IpAppMultiPartyCallRef
	AppMultiPartyCall

	P_APP_CALL_LEG_CALLBACK
	IpAppCallLegRef
	AppCallLeg

	P_APP_CALL_AND_CALL_LEG_CALLBACK
	TpAppCallLegCallBack
	AppMultiPartyCallAndCallLeg


TpAppCallLegCallBack

Defines the Sequence of Data Elements that references a call and  a call leg application interface.  

	Sequence Element Name
	Sequence Element Type
	

	AppMultiPartyCall
	IpAppMultiPartyCallRef
	

	AppCallLegSet
	TpAppCallLegRefSet
	Specifies the set of all call leg call back references. First in the set is the reference to the call back of the originating callLeg.  In case there is a call back to a destination call leg this will be second in the set.
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